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<Start of first modified section>
7.1.1.1.9a	Random access procedure / 2-step RACH / Successful / RRC_IDLE
7.1.1.1.9a.1	Test Purpose (TP)
(1)
with { UE in RRC Idle state and 2-step RA type Random Access resources is configured }
ensure that {
  when { UE has UL CCCH PDU to send }
    then { UE transmits a MSGA }
            }

(2)
with { UE in RRC Idle state initiated Random Access procedure to transmit UL CCCH PDU and transmitted MSGA }
ensure that {
  when { SS does not answer with a MSGB containing a matching successRAR within msgB-ResponseWindow }
    then { UE retransmits a MSGA }
            }

(3)
with { UE in RRC Idle state initiated Random Access procedure to transmit UL CCCH PDU and transmitted MSGA }
ensure that {
  when { SS answers with a MSGB containing a matching successRAR within msgB-ResponseWindow }
    then { UE assumes RACH procedure as complete }
            }

7.1.1.1.9a.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: 3GPP TS 38.321, clause 5.1.1, 5.1.2a, 5.1.3a and 5.1.4a. Unless otherwise stated these are Rel-16 requirements.
 [TS 38.321, clause 5.1.1]
1>	if the Random Access procedure was initiated for SpCell beam failure recovery (as specified in clause 5.17) and if the contention-free Random Access Resources for beam failure recovery request for 4-step RA type have been explicitly provided by RRC for the BWP selected for Random Access procedure; or
…
1>	if RA_TYPE is set to 2-stepRA:
2>	perform the Random Access Resource selection procedure for 2-step RA type (see clause 5.1.2a).
1>	else:
2>	perform the Random Access Resource selection procedure (see clause 5.1.2).
[TS 38.321, clause 5.1.2a]
If the selected RA_TYPE is set to 2-stepRA, the MAC entity shall:
1>	if the contention-free 2-step RA type Resources associated with SSBs have been explicitly provided in rach-ConfigDedicated and at least one SSB with SS-RSRP above msgA-RSRP-ThresholdSSB amongst the associated SSBs is available:
2>	select an SSB with SS-RSRP above msgA-RSRP-ThresholdSSB amongst the associated SSBs;
2>	set the PREAMBLE_INDEX to a ra-PreambleIndex corresponding to the selected SSB.
…
1>	if the Random Access Preamble was not selected by the MAC entity among the contention-based Random Access Preamble(s):
2>	select a PUSCH occasion from the PUSCH occasions configured in msgA-CFRA-PUSCH corresponding to the PRACH slot of the selected PRACH occasion, according to msgA-PUSCH-resource-Index corresponding to the selected SSB;
2>	determine the UL grant and the associated HARQ information for the MSGA payload in the selected PUSCH occasion;
2>	deliver the UL grant and the associated HARQ information to the HARQ entity.
1>	else:
2>	select a PUSCH occasion corresponding to the selected preamble and PRACH occasion according to clause 8.1A of TS 38.213 [6];
2>	determine the UL grant for the MSGA payload according to the PUSCH configuration associated with the selected Random Access Preambles group and determine the associated HARQ information;
2>	if the selected preamble and PRACH occasion is mapped to a valid PUSCH occasion as specified in clause 8.1A of TS 38.213 [6]:
3>	deliver the UL grant and the associated HARQ information to the HARQ entity.
1>	perform the MSGA transmission procedure (see clause 5.1.3a).
NOTE:	To determine if there is an SSB with SS-RSRP above msgA-RSRP-ThresholdSSB, the UE uses the latest unfiltered L1-RSRP measurement.
[TS 38.321, clause 5.1.3a]
The MAC entity shall, for each MSGA:
1>	if PREAMBLE_TRANSMISSION_COUNTER is greater than one; and
1>	if the notification of suspending power ramping counter has not been received from lower layers; and
1>	if LBT failure indication was not received from lower layers for the last MSGA Random Access Preamble transmission; and
1>	if SSB selected is not changed from the selection in the last Random Access Preamble transmission:
2>	increment PREAMBLE_POWER_RAMPING_COUNTER by 1.
1>	select the value of DELTA_PREAMBLE according to clause 7.3;
1>	set PREAMBLE_RECEIVED_TARGET_POWER to msgA-PreambleReceivedTargetPower + DELTA_PREAMBLE + (PREAMBLE_POWER_RAMPING_COUNTER – 1) × PREAMBLE_POWER_RAMPING_STEP;
1>	if this is the first MSGA transmission within this Random Access procedure:
2>	if the transmission is not being made for the CCCH logical channel:
3>	indicate to the Multiplexing and assembly entity to include a C-RNTI MAC CE in the subsequent uplink transmission.
2>	if the Random Access procedure was initiated for SpCell beam failure recovery and spCell-BFR-CBRA with value true is configured:
3>	indicate to the Multiplexing and assembly entity to include a BFR MAC CE or a Truncated BFR MAC CE in the subsequent uplink transmission.
2>	obtain the MAC PDU to transmit from the Multiplexing and assembly entity according to the HARQ information determined for the MSGA payload (see clause 5.1.2a) and store it in the MSGA buffer.
1>	compute the MSGB-RNTI associated with the PRACH occasion in which the Random Access Preamble is transmitted;
1>	instruct the physical layer to transmit the MSGA using the selected PRACH occasion and the associated PUSCH resource of MSGA (if the selected preamble and PRACH occasion is mapped to a valid PUSCH occasion), using the corresponding RA-RNTI, MSGB-RNTI, PREAMBLE_INDEX, PREAMBLE_RECEIVED_TARGET_POWER, msgA-PreambleReceivedTargetPower, and the amount of power ramping applied to the latest MSGA preamble transmission (i.e. (PREAMBLE_POWER_RAMPING_COUNTER – 1) × PREAMBLE_POWER_RAMPING_STEP);
[TS 38.321, clause 5.1.4a]
Once the MSGA preamble is transmitted, regardless of the possible occurrence of a measurement gap, the MAC entity shall:
1>	start the msgB-ResponseWindow at the PDCCH occasion as specified in TS 38.213 [6], clause 8.2A;
1>	monitor the PDCCH of the SpCell for a Random Access Response identified by MSGB-RNTI while the msgB-ResponseWindow is running;
…
3>	else if the MSGB contains a successRAR MAC subPDU; and
3>	if the CCCH SDU was included in the MSGA and the UE Contention Resolution Identity in the MAC subPDU matches the CCCH SDU:
4>	stop msgB-ResponseWindow;
4>	if this Random Access procedure was initiated for SI request:
5>	indicate the reception of an acknowledgement for SI request to upper layers.
4>	else:
5>	set the C-RNTI to the value received in the successRAR;
5>	apply the following actions for the SpCell:
6>	process the received Timing Advance Command (see clause 5.2);
6>	indicate the msgA-PreambleReceivedTargetPower and the amount of power ramping applied to the latest Random Access Preamble transmission to lower layers (i.e. (PREAMBLE_POWER_RAMPING_COUNTER – 1) × PREAMBLE_POWER_RAMPING_STEP).
4>	deliver the TPC, PUCCH resource Indicator, ChannelAccess-CPext (if indicated), and HARQ feedback Timing Indicator received in successRAR to lower layers.
4>	consider this Random Access Response reception successful;
4>	consider this Random Access procedure successfully completed;
4>	finish the disassembly and demultiplexing of the MAC PDU.
…
Upon receiving a fallbackRAR, the MAC entity may stop msgB-ResponseWindow once the Random Access Response reception is considered as successful.
7.1.1.1.9a.3	Test description
7.1.1.1.9a.3.1	Pre-test conditions
System Simulator:
-	The SS configures the test environment in accordance to the execution conditions in Table 7.1.1.0-1.
UE:
-	None
Preamble:
-	The UE is in NR RRC_Idle mode (state 1N-A) on NR Cell 1 according to 38.508-1 [4] Table 4.4A.2-1.
7.1.1.1.9a.3.2	Test procedure sequence
Table 7.1.1.1.9a.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a Paging message including a matched UE identity.
	<--
	Paging
	-
	-

	2
	Check: Does the UE transmit MSGA?
	-->
	MAC PDU (RRCSetupRequest)
	1
	P

	3
	Check: Does the UE re-transmit MSGA after expiry of msgB-ResponseWindow?
	-->
	MAC PDU (RRCSetupRequest)
	2
	P

	4
	The SS transmits a MSGB including a successRAR MAC subPDU containing matching Contention Resolution Identity .
	<--
	MAC PDU(successRAR, RRCSetup)
	-
	-

	5
	Check: Does UE transmit a MAC PDU containing an RRCSetupComplete message indicating acceptance of RRCSetup message?
	-->
	MAC PDU (RRCSetupComplete)
	3
	P



7.1.1.1.9a.3.3	Specific message contents
Table 7.1.1.1.9a.3.3-1: SIB1 (Preamble, Table 7.1.1.1.9a.3.2-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-28

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  servingCellConfigCommon SEQUENCE {
	
	
	

	    uplinkConfigCommon SEQUENCE {
	
	
	

	      initialUplinkBWP
	BWP-UplinkCommon
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 7.1.1.1.9a.3.3-2: BWP-UplinkCommon (Table 7.1.1.1.9a.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-10
	
	
	

	Information Element
	Value/remark
	Comment
	Condition

	BWP-UplinkCommon ::= SEQUENCE {
	
	
	

	  msgA-ConfigCommon-r16 CHOICE {
	
	
	

	    setup
	MsgA-ConfigCommon
	
	

	  }
	
	
	

	}
	
	
	



Table 7.1.1.1.9a.3.3-3: MsgA-ConfigCommon (Table 7.1.1.1.9a.3.3-2)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-81A

	Information Element
	Value/remark
	Comment
	Condition

	MsgA-ConfigCommonL-r16 ::= SEQUENCE {
	
	
	

	  rach-ConfigCommonTwoStepRA-r16
	RACH-ConfigCommonTwoStepRA
	
	

	  msgA-PUSCH-Config-r16
	MsgA-PUSCH-Config
	
	

	}
	
	
	



Table 7.1.1.1.9a.3.3-4: RACH-ConfigCommonTwoStepRA (Table 7.1.1.1.9a.3.3-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-128A


	Derivation Path: TS 38.508-1 [4], Table 4.6.3-128A

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigCommonTwoStepRA-r16 ::= SEQUENCE {
	
	
	

	  rach-ConfigGenericTwoStepRA-r16
	RACH-ConfigGenericTwoStepRA-r16
	
	

	}
	
	
	



Table 7.1.1.1.9a.3.3-5: RACH-ConfigGenericTwoStepRA-r16 (Table 7.1.1.1.9a.3.3-4)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-130A

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigGenericTwoStepRA-r16 ::= SEQUENCE {
	
	
	

	  msgB-ResponseWindow-r16
	sl40
	
	

	}
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