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11.4.5.3.2	Test procedure sequence
Table 11.4.5.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:
- NR Cell 11 as "Serving cell"
- NR Cell 1 as "Non-Suitable "Off" cell".
	-
	-
	-
	-

	-
	EXCEPTION: The following messages are to be observed on NR Cell 11 unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE transmits an RRCSetupRequest message.
	-->
	NR RRC: RRCSetupRequest
	-
	-

	3
	SS transmit an RRCSetup message.
	<--
	NR RRC: RRCSetup
	-
	-

	4
	The UE transmits an RRCSetupComplete message to confirm the successful completion of the connection establishment and a REGISTRATION REQUEST message indicating "mobility registration updating" is sent to update the registration of the actual tracking area.
	-->
	NR RRC: RRCSetupComplete
5GMM: REGISTRATION REQUEST
	-
	-

	5
	SS sends a REGISTRATION REJECT message containing 5GMM cause value = #15 (No suitable cells in tracking area).
	<--
	NR RRC: DLInformationTransfer
5GMM: REGISTRATION REJECT
	-
	-

	6
	The SS transmits an RRCRelease message.
	<--
	NR RRC: RRCRelease
	-
	-

	7
	Make the UE attempt an IMS emergency call dialling an emergency number e.g. 112 or 911). (NOTE 1)
	-
	-
	-
	-

	8
	Check: Does the UE performs Generic Test Procedure for IMS Emergency call establishment without IMS Emergency registration as specified in TS 38.508-1 [4], subclause 4.9.12?
	-
	-
	1
	P

	9
	Make the UE release the emergency call. (NOTE 1)
	-
	-
	-
	-

	10
	Void
	-
	-
	-
	-

	10A
	the Generic test procedure for IMS MO Emergency call release with ‘release emergency PDU session’ as specified in TS 38.508-1 [4], subclause 4.9.12A take place.
	-
	-
	-
	-

	10B-10C
	Void
	-
	-
	-
	-

	10D
	Start Timer T1=5 seconds. NOTE: This is an arbitrary value to wait for UE to initiate deregistration.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 10Ea1-10Eb1 describes optional behaviour that depends on the UE implementation. the "lower case letter" identifies a step sequence that take place if a specific prior event takes place.
	-
	-
	-
	-

	10Ea1

	The UE transmits a DEREGISTRATION REQUEST message with De-registration type IE set to “Normal de-registration”.
	-->
	NR RRC: ULInformationTransfer 5GMM: DEREGISTRATION REQUEST
	-
	-

	10Ea2
	The SS transmits a DEREGISTRATION ACCEPT message.
	<--
	NR RRC: DLInformationTransfer 5GMM: DEREGISTRATION ACCEPT
	-
	-

	10Ea3
	Stop Timer T1.
	-
	-
	-
	-

	10Eb1
	Timer T1 expires.
	-
	-
	-
	-

	11-12b1
	Void
	-
	-
	-
	-

	12A
	The SS transmits an RRCRelease message.
	<--
	NR RRC: RRCRelease
	-
	-

	12B
	Make the UE attempt an IMS non-emergency call. (NOTE 2)
	-
	-
	-
	-

	12C
	Check: Does the UE transmit an RRCSetupRequest message for initial registration procedure on NR Cell 11 within the next 10 seconds?
	-->
	NR RRC: RRCSetupRequest
	2
	F

	13
	The SS configures:
- NR Cell 1 as "Suitable neighbour intra-frequency cell"
- NR Cell 11 as "Non-suitable cell".
	-
	-
	-
	-

	14
	Check: Does the UE transmit an RRCSetupRequest message on NR Cell 1
	-
	-
	2
	P

	15-16
	Steps 3-4 of Table 4.5.2.2-2 of the generic procedure in TS 38.508-1 [4] are performed.  
	-
	-
	-
	-

	-
	Which of the following two options is chosen is up to UE implementation.EXCEPTION: Steps 17a1 to 17b3a1 describe behaviour that depends on events happening prior to their execution; the "lower case letter" identifies a step sequence that take place if a specific prior event takes place.
	-
	-
	-
	-

	17a1-17a16a1
	IF 5GS registration type is set as Initial Registration in step 16, THEN Steps 5 to 20a1 of the generic test procedure in TS 38.508-1 Table 4.5.2.2-2 are performed on NR Cell 1.
	-
	-
	-
	-

	17b1-17b3a1
	IF 5GS registration type is set as Mobility Registration in step 16, THEN Steps 4 to 6a1 of the generic test procedure in TS 38.508-1 Table 4.9.5.2.2-1 are performed on NR Cell 1.
	-
	-
	-
	-

	NOTE 1:	This could be done by e.g. MMI or AT command.
NOTE 2:	This could be done by e.g. MMI or AT command.



Table 11.4.5.3.2-2: Void

Table 11.4.5.3.2-3: Void

11.4.5.3.3	Specific message contents
Table 11.4.5.3.3-1: REGISTRATION REJECT (step 5, Table 11.4.5.3.2-1)
	Derivation path: TS 38.508-1 [4] table 4.7.1-9

	Information Element
	Value/remark
	Comment
	Condition

	5GMM cause
	‘00001111’B
	#15 (No suitable cells in tracking area).
	



Table 11.4.5.3.3-2: MO INVITE (Step 8, table 11.4.5.3.2-1)
	Derivation Path: TS 34.229-5[41] A.6, step 1, conditions A6 of TS 34.229-1 [35] cl A.2.1



[bookmark: _Hlk96000282]Table 11.4.5.3.3-3: 180 Ringing (Step 8, table 11.4.5.3.2-1)
	Derivation Path: TS 34.229-5[41] A.6, step 3, conditions A7 of TS 34.229-1 [35] cl A.2.6



Table 11.4.5.3.3-4: 200 OK (Step 8, table 11.4.5.3.2-1)
	Derivation Path: TS 34.229-5[41] A.6, step 4, conditions A7 of TS 34.229-1 [35] cl A.3.1
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