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<START OF CHANGES>

5.5.3.16	MCS-Regroup
[bookmark: _Toc27678069][bookmark: _Toc36037091][bookmark: _Toc44398161][bookmark: _Toc52382346][bookmark: _Toc60687254][bookmark: _Toc68726414][bookmark: _Toc92288031][bookmark: _Toc92306432][bookmark: _Toc100443247][bookmark: _Toc138971906]5.5.3.16.1	Common conditions for MCS-Regroup
The following conditions apply throughout clause 5.5.3.16:
Table 5.5.3.16.1-1: Conditions
	Condition
	Explanation

	GROUP_REGROUP
	Creating a group regroup using preconfigured group

	USER_REGROUP
	Creating a user regroup using preconfigured group

	REMOVE
	Remove a user or group regroup using a preconfigured group



5.5.3.16.2	MCS-Regroup from the UE
-	MCPTT
Table 5.5.3.16.2-1: MCPTT-Regroup from the UE
	Derivation Path: TS 24.379 [9] clause F.7.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttregroup
	
	
	
	

	  mcpttregroup-Params
	
	
	
	

	    preconfig-group-id
	Encrypted (NOTE 1)
	
	
	

	      preconfigured-group
	not present
	
	
	

	
	px_MCPTT_Group_A_ID
	The URI of a group to be used as the configuration of the group regroup
	
	GROUP_REGROUP, USER_REGROUP

	    mcptt-regroup-uri
	Encrypted (NOTE 2)
	
	
	

	      mcptt-regroup-uri
	px_MCPTT_Group_T_ID
	The URI of the group regroup
	
	

	    groups-for-regroup
	not present
	
	
	

	    groups-for-regroup
	Encrypted (NOTE 3)
	
	
	GROUP_REGROUP

	      group [1]
	px_MCPTT_Group_A_ID
	The URI of a group to regroup
	
	

	      group [2]
	px_MCPTT_Group_B_ID
	The URI of a group to regroup
	
	

	    users-for-regroup
	not present
	
	
	

	    users-for-regroup
	Encrypted (NOTE 4)
	
	
	USER_REGROUP

	      user [1]
	px_MCPTT_ID_User_A
	
	
	

	      user [2]
	px_MCPTT_ID_User_B
	
	
	

	      user [3]
	px_MCPTT_ID_User_D
	
	
	

	    regroup-action
	"create"
	
	
	

	
	“remove”
	
	
	REMOVE

	NOTE 1:	Element content encryption either of element <preconfig-group-id> or of its sub-element <preconfigured-group> (if present) as described in Table 5.5.13.2-1
NOTE 2:	Element content encryption either of element <mcptt-regroup-uri> or of its sub-element <mcptt-regroup-uri> as described in Table 5.5.13.2-1
NOTE 3:	Element content encryption either of element <groups-for-regroup> or of each of its sub-elements <group> as described in Table 5.5.13.2-1
NOTE 4:	Element content encryption either of element <users-for-regroup> or of each of its sub-elements <user> as described in Table 5.5.13.2-1



5.5.3.16.3	MCS-Regroup from the SS
-	MCPTT
Table 5.5.3.16.3-1: MCPTT-Regroup from the SS
	Derivation Path: TS 24.379 [9] clause F.7.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttregroup
	
	
	
	

	  mcpttregroup-Params
	
	
	
	

	    preconfig-group-id
	
	
	
	

	    preconfig-group-id
	Encrypted (NOTE 1)
	
	
	

	      preconfigured-group
	not present
	
	
	

	
	px_MCPTT_Group_A_ID
	The URI of a group to be used as the configuration of the group regroup
	
	GROUP_REGROUP, USER_REGROUP

	    mcptt-regroup-uri
	Encrypted (NOTE 2)
	
	
	

	      mcptt-regroup-uri
	px_MCPTT_Group_T_ID
	The URI of the group regroup
	
	

	    groups-for-regroup
	not present
	
	
	

	    groups-for-regroup
	Encrypted (NOTE 3)
	
	
	GROUP_REGROUP

	      group [1]
	px_MCPTT_Group_A_ID
	The URI of a group to regroup
	
	

	      group [2]
	px_MCPTT_Group_B_ID
	The URI of a group to regroup
	
	

	    users-for-regroup
	not present
	
	
	

	    users-for-regroup
	Encrypted (NOTE 4)
	
	
	USER_REGROUP

	      user [1]
	px_MCPTT_ID_User_A
	
	
	

	      user [2]
	px_MCPTT_ID_User_B
	
	
	

	      user [3]
	px_MCPTT_ID_User_D
	
	
	

	    regroup-action
	"create"
	
	
	

	
	“remove”
	
	
	REMOVE

	NOTE 1:	Element content encryption of element <preconfig-group-id>’s sub-element <preconfigured-group> (if present) as described in Table 5.5.13.2-2
NOTE 2:	Element content encryption of element <mcptt-regroup-uri>’s sub-element <mcptt-regroup-uri> as described in Table 5.5.13.2-2
NOTE 3:	Element content encryption of each of element <groups-for-regroup>’s sub-elements <group> as described in Table 5.5.13.2-2
NOTE 4:	Element content encryption of each of element <users-for-regroup>’s sub-elements <user> as described in Table 5.5.13.2-2



<END OF CHANGES>

