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<Start of changes>
Table 4.1.3.1-3: Reference Sensitivity test cases per CA configuration (three bands)
	CA config
	Three band refsens exception, victim band (Note 1)
	Requirement coverage (Note 1)
	Test point analysis updated

	CA_n2A-n5A-n48A
	n2(IMD3), n48(IMD3)
	IMD
	RAN5#100

	CA_n2A-n5A-n77A PC3
	n2(IMD3), n5 (IMD5), n77(IMD3)
	IMD
	RAN5#98

	CA_n2A-n5A-n77A PC2
	n2(IMD3), n5 (IMD5)
	IMD
	RAN5#100

	CA_n2A-n48A-n66A
	n48(IMD2), n66 (IMD4), n2(IMD2)
	IMD
	RAN5#100

	CA_n2A-n48A-n77A
	-
	NE
	RAN5#100

	CA_n2A-n66A-n77A PC3
	n2(IMD2, IMD4, IMD5), n66 (IMD2, IMD4, IMD5), n77(IMD2, IMD4)
	IMD
	RAN5#98

	CA_n2A-n66A-n77A PC2
	n2(IMD2), n66 (IMD2)
	IMD
	RAN5#100

	CA_n5A-n48A-n66A
	n48(IMD5)
	IMD
	RAN5#100

	CA_n5A-n48A-n77A
	-
	NE
	RAN5#100

	CA_n5A-n66A-n77A PC3
	n66 (IMD3), n77(IMD3, IMD4, IMD5)
	IMD
	RAN5#98

	CA_n5A-n66A-n77A PC23
Editor's note: shall be PC2
	n66 (IMD3)
	IMD
	RAN5#100

	CA_n26A-n66A-n70A
	
	NE
	RAN5#94-e

	CA_n26A-n66(2A)-n70A
	
	NE
	RAN5#96-e

	CA_n28A-n41A-n79A
	n28(IMD3), n41 (IMD4), n79(IMD3)
	IMD
	RAN5#100

	CA_n29A-n66A-n70A
	
	NE
	RAN5#89-e

	CA_n41A-n66A-n71A
	
	NE
	RAN5#99

	CA_n48A-n66A-n71(2A)
	-
	NE
	RAN5#96-e

	CA_n48A-n66(2A)-n70A
	-
	NE
	RAN5#96-e

	CA_n48A-n66(2A)-n71A
	-
	NE
	RAN5#96-e

	CA_n48A-n70A-n71(2A)
	-
	NE
	RAN5#96-e

	CA_n48B-n66A-n70A
	-
	NE
	RAN5#96-e

	CA_n48B-n66A-n71A
	-
	NE
	RAN5#96-e

	CA_n48A-n66A-n77A
	-
	NE
	RAN5#100

	CA_n48B-n70A-n71A
	-
	NE
	RAN5#96-e

	CA_n48(2A)-n66A-n70A
	-
	NE
	RAN5#96-e

	CA_n48(2A)-n66A-n71A
	-
	NE
	RAN5#96-e

	CA_n48(2A)-n70A-n71A
	-
	NE
	RAN5#96-e

	CA_n66A-n70A-n71A
	
	NE
	RAN5#87-e

	NOTE 1:	Notations used
NE: Non-exception as defined in TS 38.101-1 [5], meaning single carrier NR requirements apply.
HD: UL Harmonic Distortion, as defined in TS 38.101-1 [5], 7.3A.4
HM: RX Harmonic Mixing, as defined in TS 38.101-1 [5], 7.3A.4
IMD: Intermodulation Distortion, as defined in TS 38.101-1 [5], 7.3A.5
CBI: Cross Band Isolation, as defined in TS 38.101-1 [5], 7.3A.6



<End of changes>

