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1.	Introduction
While performing test tolerance analysis for high-speed train scenarios in FR2, we identified several RAN4 parameters that aren’t defined in TS 38.133 v18.3.0. Due to this, the HST FR2 TCs applicable for PC6 devices cannot be completed. The missing fields from TS 38.133 are as below:
a) Missing Gain difference between fine and rough beams For Rx Beam Peak
Table B.2.1.3.1-1: Gain difference Y between fine and rough beams, Rx beam peak direction
	Value “Y” in dB, for each UE power class

	1
	2
	3
	4
	5
	7

	FFS
	9.0
	7.0
	FFS
	FFS
	FFS



b) Missing Gain difference between fine and rough beams for Spherical Coverage
Table B.2.1.3.2-1: Gain difference Z between fine and rough beams, Spherical coverage directions
	Value “Z” in dB, for each UE power class

	1
	2
	3
	4
	5
	7

	FFS
	9.0
	7.0
	FFS
	FFS
	FFS



c) Missing minimum SSB_RP condition 
Table B.2.4.1-2: Conditions for SSB based L1-RSRP measurements in FR2
	Parameter
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2, Note 3
	SSB Ês/Iot

	
	
	
	dBm / SCSSSB
	dB

	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	

	
	
	
	UE Power class
	UE Power class
	

	
	
	
	1
	2
	3
	4
	5
	1, 2, 3, 4, 5
	

	Conditions
	Rx Beam Peak
	n257
	-125.3+Y1
	-110.8
	-109.1
	-124.8+Y4
	-120.4+Y5
	(Value for SCSSSB = 120 kHz) +3dB
	≥-3

	
	
	n258
	-125.3+Y1
	-110.8
	-109.1
	-124.8+Y4
	-120.6+Y5
	
	

	
	
	n259
	
	
	-105.5
	
	-117.5+Y5
	
	

	
	
	n260
	-122.3+Y1
	
	-106.5
	-122.8+Y4
	
	
	

	
	
	n261
	-125.3+Y1
	-110.8
	-109.1
	-124.8+Y4
	
	
	

	
	
	n262
	-120.3+Y1
	-105.6
	-103.6
	-118.8+Y4
	
	
	

	
	Spherical coverage Note 1
	n257
	-117.3+Z1
	-99.8
	-98.2
	-115.8+Z4
	-112.4+Z5
	(Value for SCSSSB = 120 kHz) +3dB
	≥-3

	
	
	n258
	-117.3+Z1
	-99.8
	-98.2
	-115.8+Z4
	-112.6+Z5
	
	

	
	
	n259
	
	
	-92.7
	
	
	
	

	
	
	n260
	-114.3+Z1
	
	-93.9
	-110.8+Z4
	
	
	

	
	
	n261
	-117.3+Z1
	-99.8
	-98.2
	-115.8+Z4
	
	
	

	
	
	n262
	-112.3+Z1
	-93.7
	-90.5
	 -106.7+Z4
	
	
	

	NOTE 1:	Values based on EIS spherical coverage as defined in clause 7.3.4 of TS 38.101-2 [19]. Side condition applies for directions in which EIS spherical coverage requirement is met.
NOTE 2:	Values specified at the Reference point to give minimum SSB Ês/Iot, with no applied noise.
NOTE 3:	For UEs that support multiple FR2 bands, Rx Beam Peak values are increased by ∆MBP,n and Spherical coverage values are increased by ∆MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1 of TS 38.101-2 [19].



d) Missing Relative angular offsets between active probes for 2 AoA Setup 
Table A.3.15.3-1: Set of relative angular offsets between active probes for each power class
	UE Power class
	Relative angular offset between active probes

	1
	30°, 60°, 90° and 120°

	2
	FFS

	3
	30°, 60°, 90°, 120° and 150°

	4
	FFS

	5
	FFS

	7
	FFS


2.	Discussion
Observation 1: Based on our offline discussion with RAN4 rapporteur companies (Samsung, Nokia) for this WI, they are planning to submit 2 CRs to define some of the missing fields in the RAN4#109 meeting:
Table B.2.1.3.1-1: Gain difference Y between fine and rough beams, Rx beam peak direction
	Value “Y” in dB, for each UE power class

	1
	2
	3
	4
	5
	6
	7

	FFS
	9.0
	7.0
	FFS
	FFS
	FFS
	FFS



Table B.2.1.3.2-1: Gain difference Z between fine and rough beams, Spherical coverage directions
	Value “Z” in dB, for each UE power class

	1
	2
	3
	4
	5
	6
	7

	FFS
	9.0
	7.0
	FFS
	FFS
	FFS
	FFS



Table B.2.2-2: Conditions for intra-frequency measurements in FR2
	Parameter
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2, Note 3
	SSB Ês/Iot

	
	
	
	dBm / SCSSSB
	dB

	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	

	
	
	
	UE Power class
	UE Power class
	

	
	
	
	1
	2
	3
	4
	5
	6
	1, 2, 3, 4, 5, 6
	

	Conditions
	Rx Beam Peak
	n257
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	-123.4+Y5
	-123.4+ Y6
	(Value for SCSSSB = 120 kHz) +3dB
	≥-6

	
	
	n258
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	-123.6+Y5
	-123.6+ Y6
	
	

	
	
	n259
	
	
	-108.5
	
	-120.5+Y5
	
	
	

	
	
	n260
	-125.3+Y1
	
	-109.5
	-125.8+Y4
	
	
	
	

	
	
	n261
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	
	-123.4+ Y6
	
	

	
	
	n262
	-123.3+Y1
	-108,6
	-106.6
	-121.8+Y4
	
	
	
	

	
	Spherical coverage Note 1
	n257
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	-115.4+Z5
	-113.4+ Z6
	(Value for SCSSSB = 120 kHz) +3dB
	≥-6

	
	
	n258
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	-115.6+Z5
	-113.6+ Z6
	
	

	
	
	n259
	
	
	-95.7
	
	
	
	
	

	
	
	n260
	-117.3+Z1
	
	-96.9
	-113.8+Z4
	
	
	
	

	
	
	n261
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	
	-113.4+ Z6
	
	

	
	
	n262
	-115.1+Z1
	-96.7
	-93.5
	-109.7+Z4
	
	
	
	

	Note 1:	Values based on EIS spherical coverage as defined in clause 7.3.4 of TS 38.101-2 [19]. Side condition applies for directions in which EIS spherical coverage requirement is met.
Note 2:	Values specified at the Reference point to give minimum SSB Ês/Iot, with no applied noise.
Note 3:	For UEs that support multiple FR2 bands, Rx Beam Peak values are increased by ∆MBP,n and Spherical coverage values are increased by ∆MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1 of TS 38.101-2 [19].


 
Table A.3.15.3-1: Set of relative angular offsets between active probes for each power class
	UE Power class
	Relative angular offset between active probes

	1
	30°, 60°, 90° and 120°

	2
	FFS

	3
	30°, 60°, 90°, 120° and 150°

	4
	FFS

	5
	FFS

	6
	30°, 60°, 90°, 120° and 150°

	7
	FFS



3.	Conclusion
Proposal 1: Send LS to RAN4 to define gain difference for both Rx peak beam and Spherical coverage directions for PC6 devices.
Once RAN4 defines the required fields, RAN5 can perform the test tolerance analysis for HST FR2 TCs to complete these RRM performance requirements.
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