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<<Start of changes >>
7.3B.4	Test description
7.3B.4.1	Initial conditions
<<Skip unchanged >>
1.	Connect the SS to the UE antenna connectors as shown in TS 36.508[12] Annex A Figure A.3 using only the main UE Tx/Rx antenna.
2.	The parameter settings for the cell are set up according to TS 36.508 [12] subclause 8.1.4.3.
3.	Downlink signals are initially set up according to TS36.521-1[14] Annex C0, C1 and C.3.0, and NPUSCH Format 2 is used to carry ACK/NACK on the uplink.
4.	The DL Reference Measurement channels are set according to Table 7.3B.4.1-1.
5.	Propagation conditions are set according to TS 36.521-1[14] Annex B.0.
[bookmark: _Hlk148971250]6.	UE location according to TS 36.508 [12] clause 8.2.6.1 is provided to the UE through any preconfigured means.
7.	Test equipment shall emulate the signal with doppler and delay according to ephemeris defined in TS 36.508 [12] table 8.2.6.2.1-1 for GSO if UE supports only GSO or both GSO and NGSO satellites and table 8.2.6.2.1-3 for NGSO (LEO-1200) if UE supports only NGSO satellites. Test system shall send same SIB31-NB information during the duration of the test as defined in TS 36.508 [12] clause 8.2.6.3.1.
[bookmark: _Hlk148968204]8.	Deactivate UE prediction of satellite trajectory by any preconfigured means.

69.	Ensure the UE is in State 2A-NB with CP CIoT Optimisation according to TS 36.508 [12] clause 8.1.5. Message contents are defined in clause 7.3B.4.3.

<< End of changes >>

<<Start of changes >>
[bookmark: _Toc6246][bookmark: _Toc17005][bookmark: _Toc26683][bookmark: _Toc120570095][bookmark: _Toc121162887][bookmark: _Toc30410]7.4A	Maximum input level for category M1
[bookmark: _Hlk126672194]Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Test Points analysis is TBD
- Test configuration is TBD
<< End of changes >>
<<Start of changes >>
[bookmark: _Toc36226469][bookmark: _Toc60825002][bookmark: _Toc69305899][bookmark: _Toc44323724][bookmark: _Toc60823080][bookmark: _Toc52989889][bookmark: _Toc27477790]7.4A.4	Test description
[bookmark: _Toc69305900][bookmark: _Toc36226470][bookmark: _Toc27477791][bookmark: _Toc44323725][bookmark: _Toc52989890][bookmark: _Toc60825003][bookmark: _Toc60823081]7.4A.4.1	Initial conditions
<<Skip unchanged >>
1.	Connect the SS to the UE antenna connectors as shown in TS 36.508[12] Annex A Figure A.3 using only main UE Tx/Rx antenna.
2.	The parameter settings for the cell are set up according to TS 36.508 [12] subclause 4.4.3.
[bookmark: _Hlk126681526]3.	Downlink signals are initially set up according to TS36.521-1 [14] Annex C0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1.
4.	The UL and DL Reference Measurement channels are set according to Table 7.4A.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	UE location according to TS 36.508 [12] clause 4.135.6.1 is provided to the UE through AT commands or any other preconfigured means.
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB31 configuration in TS 36.508 [12].Test equipment shall emulate the signal with doppler and delay according to ephemeris defined in TS 36.508 [12] table 5.6.2.1-1 for GSO if UE supports only GSO or both GSO and NGSO satellites and table 5.6.2.1-3 for NGSO (LEO-1200) if UE supports only NGSO satellites. Test system shall send same SIB31 information during the duration of the test as define in TS 36.508[12] clause 5.6.3.1
8.	Deactivate UE prediction of satellite trajectory by any preconfigured means.

89.	Ensure the UE is in State 3A-RF-CE according to TS 36.508 [12] clause 5.2A.2AA. Message contents are defined in clause 7.4A.4.3.
<< End of changes >>

<<Start of changes >>
[bookmark: _Toc21177][bookmark: _Toc24320][bookmark: _Toc12814][bookmark: _Toc17299]7.4B	Maximum input level for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Test Points analysis is TBD
- Test configuration is TBD
<< End of changes >>

<<Start of changes >>
7.4B.4	Test description
7.4B.4.1	Initial conditions
<<Skip unchanged >>
1.	Connect the SS to the UE antenna connectors as shown in TS 36.508[12] Annex A Figure A.3 using only the main UE Tx/Rx antenna.
2.	The parameter settings for the cell are set up according to TS 36.508 [12] subclause 8.1.4.3.
3.	Downlink signals are initially set up according to TS36.521-1 [14] Annex C0, C1 and C.3.0, and NPUSCH Format 2 is used to carry ACK/NACK on the uplink.
4.	The DL Reference Measurement channels are set according to Table 7.4B.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	UE location according to TS 36.508 [12] clause 4.138.2.6.1 is provided to the UE through AT commands or any other preconfigured means.
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB31 configuration in TS 36.508 [12].Test equipment shall emulate the signal with doppler and delay according to ephemeris defined in TS 36.508 [12] table 8.2.6.2.1-1 for GSO if UE supports only GSO or both GSO and NGSO satellites and table 8.2.6.2.1-3 for NGSO (LEO-1200) if UE supports only NGSO satellites. Test system shall send same SIB31-NB information during the duration of the test as define in TS 36.508[12] clause 8.2.6.3.1
8.	Deactivate UE prediction of satellite trajectory by any preconfigured means.

89.	Ensure the UE is in State 2A-NB with CP CIoT Optimisation according to TS 36.508 [12] clause 8.1.5. Message contents are defined in clause 7.4B.4.3.
<< End of changes >>
<<Start of changes >>
[bookmark: _Toc9490][bookmark: _Toc121162890][bookmark: _Toc28721][bookmark: _Toc10614][bookmark: _Toc120570098][bookmark: _Toc18158]7.5A	Adjacent Channel Selectivity for category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Test Points analysis is TBD
- Test configuration is TBD
<< End of changes >>

<<Start of changes >>
7.5A.4	Test description
7.5A.4.1	Initial conditions
<<Skip unchanged >>
1.	Connect the SS to the UE antenna connectors as shown in TS 36.508[7] Annex A Figure A.4 using only main UE Tx/Rx antenna.
2.	The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.
3.	Downlink signals are initially set up according to TS36.521-1 [14] Annex C0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1.
4.	The UL and DL Reference Measurement channels are set according to Table 7.5A.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	UE location according to TS 36.508 [12] clause 4.135.6.1 is provided to the UE through AT commands or any other preconfigured means.
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB31 configuration in TS 36.508 [12]. Test equipment shall emulate the signal with doppler and delay according to ephemeris defined in TS 36.508 [12] table 5.6.2.1-1 for GSO if UE supports only GSO or both GSO and NGSO satellites and table 5.6.2.1-3 for NGSO (LEO-1200) if UE supports only NGSO satellites. Test system shall send same SIB31 information during the duration of the test as define in TS 36.508[12] clause 5.6.3.1
8.	Deactivate UE prediction of satellite trajectory by any preconfigured means.

89.	Ensure the UE is in State 3A-RF-CE according to TS 36.508 [7] clause 5.2A.2AA. Message contents are defined in clause 7.5A.4.3.
<< End of changes >>
[bookmark: _Toc24723][bookmark: _Toc26718][bookmark: _Toc23620][bookmark: _Toc8340]7.5B	Adjacent Channel Selectivity for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Test Points analysis is TBD
- Test configuration is TBD

<<Start of changes >>
7.5B.4	Test description
7.5B.4.1	Initial conditions
<<Skip unchanged >>
1.	Connect the SS to the UE antenna connectors as shown in TS 36.508[7] Annex A Figure A.4 using only main UE Tx/Rx antenna.
2.	The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.
3.	Downlink signals are initially set up according to TS36.521-1 [14] Annex C0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1.
4.	The UL and DL Reference Measurement channels are set according to Table 7.5B.4.1-1.
5	Propagation conditions are set according to Annex B.0.
6.	UE location according to TS 36.508 [12] clause 4.138.2.6.1 is provided to the UE through AT commands or any other preconfigured means.
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB31 configuration in TS 36.508 [12]. Test equipment shall emulate the signal with doppler and delay according to ephemeris defined in TS 36.508 [12] table 8.2.6.2.1-1 for GSO if UE supports only GSO or both GSO and NGSO satellites and table 8.2.6.2.1-3 for NGSO (LEO-1200) if UE supports only NGSO satellites. Test system shall send same SIB31-NB information during the duration of the test as define in TS 36.508[12] clause 8.2.6.3.1
8.	Deactivate UE prediction of satellite trajectory by any preconfigured means.

89.	Ensure the UE is in State 2A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5. Message contents are defined in clause 7.5B.4.3.
<< End of changes >>
<<Start of changes >>
[bookmark: _Toc120570103][bookmark: _Toc8431][bookmark: _Toc28297][bookmark: _Toc20472][bookmark: _Toc121162895][bookmark: _Toc13479]7.6A.2	In-band blocking for category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Test Points analysis is TBD
- Test configuration is TBD
<< End of changes >>
<<Start of changes >>
7.6A.2.4	Test Description
7.6A.2.4.1	Initial Conditions
<<Skip unchanged >>
[bookmark: _Hlk134608608]1.	Connect the SS to the UE antenna connectors as shown in TS 36.508[12] Annex A Figure A.4 using only main UE Tx/Rx antenna.
2.	The parameter settings for the cell are set up according to TS 36.508 [12] subclause 4.4.3.
3.	Downlink signals are initially set up according to TS 36.521-1 [14] Annex C0, C.1 and C.3.1, and uplink signals according to TS 36.521-1 [14] Annex H.1 and H.3.1.
4.	The UL and DL Reference Measurement channels are set according to Table 7.6A.2.4.1-1.
5.	Propagation conditions are set according to TS 36.521-1 [14] Annex B.0.
6.	UE location according to TS 36.508 [12] clause 4.135.6.1 is provided to the UE through AT commands or any other preconfigured means.
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB31 configuration in TS 36.508 [12]. Test equipment shall emulate the signal with doppler and delay according to ephemeris defined in TS 36.508 [12] table 5.6.2.1-1 for GSO if UE supports only GSO or both GSO and NGSO satellites and table 5.6.2.1-3 for NGSO (LEO-1200) if UE supports only NGSO satellites. Test system shall send same SIB31 information during the duration of the test as define in TS 36.508[12] clause 5.6.3.1
8.	Deactivate UE prediction of satellite trajectory by any preconfigured means.

89.	Ensure the UE is in State 3A-RF-CE according to TS 36.508 [12] clause 5.2A.2AA. Message contents are defined in clause 7.6A.2.4.3.
<< End of changes >>

<<Start of changes >>
[bookmark: _Toc23249][bookmark: _Toc12368][bookmark: _Toc21503][bookmark: _Toc120570108][bookmark: _Toc121162900][bookmark: _Toc23153]7.6B.2	In-band blocking for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Test Points analysis is TBD
- Test configuration is TBD
<< End of changes >>

<<Start of changes >>
7.6B.2.4	Test Description
7.6B.2.4.1	Initial Conditions
<<Skip unchanged >>
1.	Connect the SS to the UE antenna connector as shown in TS 36.508 [12] Annex A, Figure A.4 using only the main UE Tx/Rx antenna.
2.	The parameter settings for the cell are set up according to TS 36.508 [12] subclause 8.1.4.3.
3.	Downlink signals are initially set up according to TS 36.521-1 [14] Annex C.0, C.1 and C.2, and NPUSCH Format 2 is used to carry ACK/NACK on the uplink.
4.	The DL Reference Measurement channel is set according to Table 7.6B.2.4.1-1.
5.	Propagation conditions are set according to TS 36.521-1 [14] Annex B.0.
6.	UE location according to TS 36.508 [12] clause 4.138.2.6.1 is provided to the UE through AT commands or any other preconfigured means.
7.	Test equipment shall emulate Zero Doppler conditions in service link and Common TA delay according to SIB31 configuration in TS 36.508 [12]. Test equipment shall emulate the signal with doppler and delay according to ephemeris defined in TS 36.508 [12] table 8.2.6.2.1-1 for GSO if UE supports only GSO or both GSO and NGSO satellites and table 8.2.6.2.1-3 for NGSO (LEO-1200) if UE supports only NGSO satellites. Test system shall send same SIB31-NB information during the duration of the test as define in TS 36.508[12] clause 8.2.6.3.1
8.	Deactivate UE prediction of satellite trajectory by any preconfigured means.

89.	Ensure the UE is in State 2A-NB with CP CIoT Optimisation according to TS 36.508 [12] clause 8.1.5. Message contents are defined in clause 7.6B.2.4.3.

<< End of changes >>

<<Start of changes >>
[bookmark: _Toc28333][bookmark: _Toc28688][bookmark: _Toc978]7.9A	Spurious emissions for category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<< End of changes >>

<<Start of changes >>
[bookmark: _Toc336589993]7.9A.4	Test Description
[bookmark: _Toc336589994]7.9A.4.1	Initial Conditions
<<Skip unchanged >>
1.	Connect a spectrum analyzer (or other suitable test equipment) to the UE antenna connectors as shown in TS 36.508 [12] Annex A, Figure A.7 using only main UE Tx/Rx antenna.
2.	The parameter settings for the cell are set up according to TS 36.508 [12] subclause 4.4.3.
3.	Downlink signals are initially set up according to [Annex C0, C.1 and C.3.1].
4.	The DL Reference Measurement channels are set according to Table 7.9A.4.1-1.
5.	Propagation conditions are set according to [Annex B.0].
6.	UE location according to TS 36.508 [12] clause 5.6.1 is provided to the UE through any preconfigured means.
7.	Test equipment shall emulate the signal with doppler and delay according to ephemeris defined in TS 36.508 [12] table 5.6.2.1-1 for GSO if UE supports only GSO or both GSO and NGSO satellites and table 5.6.2.1-3 for NGSO (LEO-1200) if UE supports only NGSO satellites. Test system shall send same SIB31 information during the duration of the test as define in TS 36.508[12] clause 5.6.3.1
8.	Deactivate UE prediction of satellite trajectory by any preconfigured means.

69.	Ensure the UE is in State 3A-RF-CE according to TS 36.508 [12] clause 5.2A.2AA. Message contents are defined in clause 7.9A.4.3.
<< End of changes >>

<<Start of changes >>
[bookmark: _Toc209][bookmark: _Toc28154][bookmark: _Toc423]7.9B	Spurious emissions for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<< End of changes >>

<<Start of changes >>
7.9B.4	Test Description
7.9B.4.1	Initial Conditions
<<Skip unchanged >>
1.	Connect a spectrum analyzer (or other suitable test equipment) to the UE antenna connectors as shown in TS 36.508 [12] Annex A, Figure A.7 using only main UE Tx/Rx antenna.
2.	The parameter settings for the cell are set up according to TS 36.508 [12] subclause 4.4.3.
3.	Downlink signals are initially set up according to [Annex C0, C.1 and C.3.1].
4.	The DL Reference Measurement channels are set according to Table 7.9B.4.1-1.
5.	Propagation conditions are set according to [Annex B.0].
6.	UE location according to TS 36.508 [12] clause 8.2.6.1 is provided to the UE through any preconfigured means.
7.	Test equipment shall emulate the signal with doppler and delay according to ephemeris defined in TS 36.508 [12] table 8.2.6.2.1-1 for GSO if UE supports only GSO or both GSO and NGSO satellites and table 8.2.6.2.1-3 for NGSO (LEO-1200) if UE supports only NGSO satellites. Test system shall send same SIB31-NB information during the duration of the test as define in TS 36.508[12] clause 8.2.6.3.1
8.	Deactivate UE prediction of satellite trajectory by any preconfigured means.

69.	Ensure the UE is in State 2A-NB with CP CIoT Optimisation according to TS 36.508 [12] clause 8.1.5. Message contents are defined in clause 7.9B.4.3.
<< End of changes >>
