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	Reason for change:
	Specifications are not clear on how to test FR2 RF requirements with NR-DC or NR-CA
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	The general sections in Clauses 6 (Tx characteristics) and 7(Rx characteristics) mention that an uncalibrated OTA link can be used to test the NR FR2 requirements, but only explicitly mentions the E-UTRA link to enable testing for EN-DC combinations.  However, it is not clear how to test NR-DC (FR1+FR2) or NR CA (FR1+FR2) combinations. The text is clarified by adding NR FR1 uncalibrated link as an option such that NR-DC and NR CA combinations can also be tested
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<< Start of changes >>

[bookmark: _Toc21345435][bookmark: _Toc29806284][bookmark: _Toc37255817][bookmark: _Toc37256158][bookmark: _Toc45889995][bookmark: _Toc52381820][bookmark: _Toc61374919][bookmark: _Toc67936271][bookmark: _Toc67937144][bookmark: _Toc76452380][bookmark: _Toc76630223][bookmark: _Toc83742783][bookmark: _Toc83886897][bookmark: _Toc83887697][bookmark: _Toc90588538]6.1	General
Unless otherwise stated the transmitter characteristics are specified at the antenna connector(s) of the UE for the bands operating on frequency range 1 and over the air of the UE for the bands operating on frequency range 2. The requirements for frequency range 1 and frequency range 2 can be verified separately. For the carrier in frequency range 1, requirements can be verified with NR FR2 link disabled. For the carrier in frequency range 2, requirements can be verified in OTA mode with E-UTRA or NR FR1 connecting to the network by OTA without calibration.

<< Unchanged sections skipped >>


[bookmark: _Toc21345595][bookmark: _Toc29806444][bookmark: _Toc37255977][bookmark: _Toc37256318][bookmark: _Toc45890152][bookmark: _Toc52381977][bookmark: _Toc61375076][bookmark: _Toc67936428][bookmark: _Toc67937301][bookmark: _Toc76452537][bookmark: _Toc76630380][bookmark: _Toc83742940][bookmark: _Toc83887054][bookmark: _Toc83887855][bookmark: _Toc90588696]7.1	General
Unless otherwise stated the receiver characteristics are specified at the antenna connector(s) of the UE for the bands operating on frequency range 1 and over the air of the UE for the bands operating on frequency range 2. The requirements for frequency range 1 and frequency range 2 can be verified separately. For the carrier in frequency range 1, requirements can be verified with NR FR2 link disabled. For the carrier in frequency range 2, requirements can be verified in OTA mode with E-UTRA or NR FR1 connecting to the network by OTA without calibration.
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