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4 Corrections required for ENDC template cs_RadioBearer_Reconfig using D19wk38 (Anritsu)
Change 1
	Template name
	cs_RadioBearer_Reconfig

	Reason for change
	When configuring SS Eutra leg of a split DRB its LCID is not populated on initial configuration

	Summary of change
	In the template cs_RadioBearer_Reconfig the LCID is populated for the given RB configuration.

	TTCN module
	ENDC\Common_EUTRA\EUTRA38_ENDC_CommonProcedures.ttcn

	MCC160 Comment
	


Before Change
  template (value) RadioBearer_Type cs_RadioBearer_Reconfig(template (value) RadioBearerId_Type p_Id,

                                                            template (value) PDCP_Configuration_Type p_PdcpConfig,

                                                            template (omit) RLC_Configuration_Type p_RlcConfig := omit,

                                                            template (omit) MAC_Configuration_Type p_MacConfig := omit) :=

  { /* @status    APPROVED (ENDC) */

    Id := p_Id,

    Config := {

      AddOrReconfigure := {

        Pdcp := p_PdcpConfig,

        Rlc := p_RlcConfig,

        LogicalChannelId := omit,
        Mac := p_MacConfig,

        DiscardULData := omit

      }

    }

  };
After Change
  template (value) RadioBearer_Type cs_RadioBearer_Reconfig(template (value) RadioBearerId_Type p_Id,

                                                            template (value) PDCP_Configuration_Type p_PdcpConfig,

                                                            template (omit) RLC_Configuration_Type p_RlcConfig := omit,

                                                            template (omit) MAC_Configuration_Type p_MacConfig := omit) :=

  { /* @status    APPROVED (ENDC) */

    Id := p_Id,

    Config := {

      AddOrReconfigure := {

        Pdcp := p_PdcpConfig,

        Rlc := p_RlcConfig,

        LogicalChannelId := p_Id.Drb + 2,
        Mac := p_MacConfig,

        DiscardULData := omit

      }

    }

  };
