MCC160 Comment: Accepted.
Dear Isabel, 

R&S agrees to AGILENT's comment. We have overlooked this additional correction 
Thank you very much for having provided valuable comments. 

Best regards, 
Holger 




	Isabel María Rosa Blanco <imrosa@at4wireless.com> 
21.09.2012 12:52 
	An
<Holger.Jauch@rohde-schwarz.com> 

Kopie
"Shicheng Hu" <Shicheng.Hu@etsi.org>, "D'Souza, Marsh" <Marsh.D'Souza@anritsu.com>, <pankaj.gupta@anite.com>, "Perisetla Sreenivasarao_Internet" <sreenivasarao.perisetla@anite.com>, "stf160" <Alias_stf160@etsi.org>, "Francisco Javier Narvaez Castillo" <fjnarvaez@at4wireless.com>, Elisa Rincón Vicente <erincon@at4wireless.com> 

Thema
Agilents comments to R5s120693 (verification CR of inter-mode TC 8.2.4.13a)



Dear Holger, 
 
We agree with the proposed changes to 8.2.4.13a and we feel that one more modification also aplies to this test case. We believe that the TC is working without that change only because the UE is using a stored value. Please have a look at the description of the additional change below and let us know what you think, 

BR, 
Isabel 

In R5s120693, change1: 
 

 
We agree with the modification of the input parameter in the cs_MeasObjectToAddModList template. 
We believe that the input parameter '1' in the cs_ReportConfigToAddModList_1Entry should be modified to tsc_IdReportConfig_A3, in order to match both the value used as input parameter for template cs_MeasIdToAddModList_1Entry and table 8.2.4.13a.3.3-6 

Please see our implementation: 

Before: 

template (value) MeasConfig cs_Measurement_Config_A3_8_2_4_1Xa(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq, 
                                                                AllowedMeasBandwidth p_MeasurementBandwidth, 
                                                                template (omit) MeasGapConfig p_MeasGapConfig := omit) := 

    cs_MeasConfig(omit, 
                 cs_MeasObjectToAddModList_1Entry(tsc_IdMeasObject_f2, 
                                                  cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq, 
                                                                                       p_MeasurementBandwidth, 
                                                                                       omit, 
                                                                                       omit, 
                                                                                       omit)), 
                 omit, 
                 cs_ReportConfigToAddModList_1Entry(1, cs_508_ReportConfigEUTRA_A3), 
                 omit, 
                 cs_MeasIdToAddModList_1Entry( 2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3 ), 
                 -, 
                 p_MeasGapConfig); 

After: 

template (value) MeasConfig cs_Measurement_Config_A3_8_2_4_1Xa(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq, 
                                                                AllowedMeasBandwidth p_MeasurementBandwidth, 
                                                                template (omit) MeasGapConfig p_MeasGapConfig := omit) := 

    cs_MeasConfig(omit, 
                 cs_MeasObjectToAddModList_1Entry(tsc_IdMeasObject_f2, 
                                                  cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq, 
                                                                                       p_MeasurementBandwidth, 
                                                                                       omit, 
                                                                                       omit, 
                                                                                       omit)), 
                 omit, 
                 cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3, cs_508_ReportConfigEUTRA_A3), 
                 omit, 
                 cs_MeasIdToAddModList_1Entry( 2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3 ), 
                 -, 
                 p_MeasGapConfig); 

