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	Reason for change:
(

	New element name controlChannelDRXInfoTDD128 found the in current TTCN suite as a result of the introduction of HS-PDSCHInfo-r8-TDD and HS-PDSCHInfo-r9-TDD structure.
However, element name controlChannelDRXInfo-TDD128 is already used by many existing IEs per UTRAN-RRC-ASN1-Definitions.ASN file. Therefore, it is not necessary to introduce new naming convention. 


	 
	

	Summary of change:
(

	Replace all controlChannelDRXInfoTDD128 with controlChannelDRXInfo-TDD128 in UTRAN_ASP_Definitions and UTRAN_ASN1_ASP_RAB_Templates.ttcn file.
.
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(

not approved:
	Usage of inconsistent naming convention  
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	Other comments:
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1.1 Change 1

	Reason for change
	Correction to the naming convention of element controlChannelDRXInfoTDD128

	Summary of change
	Replace controlChannelDRXInfoTDD128 with controlChannelDRXInfo-TDD128.
The field name in TTCN-3 is not following 34.123-3, it shall be corrected for consistency.

	Source of change
	Common\UTRAN_ASP_Definitions.asn

	MCC160
	Accepted


Before:
	HS-PDSCHInfo-r8-TDD ::= CHOICE {
  hS-PDSCH-Info SEQUENCE {
    hSDSCHPhysicalLayerCategory HSDSCH-physical-layer-category OPTIONAL,
    hsdsch-physical-layer-category-ext HSDSCH-physical-layer-category-ext OPTIONAL,
    multiCarrier-physical-layer-category
MultiCarrier-HSDSCH-physical-layer-category
OPTIONAL,
    multiCarrier-physicallayer-category-extension   MultiCarrier-HSDSCH-physical-layer-category-extension
OPTIONAL,
    h-RNTI H-RNTI,
    dlHSPDSCHInformation DL-HSPDSCH-Information-r8,
    sttd-Indicator BOOLEAN,
    hs-SCCH-TxPower DL-TxPower, -- offset related to CPICH    
    mimo-Parameters  MIMO-Parameters-r8

OPTIONAL,
    hs-PDSCHChannelisationCodeInfo SEQUENCE (SIZE (1..maxPDSCHtimeslot ) ) OF HS-PDSCH-ChannelisationCodeInfo-LCR OPTIONAL,
    hs-DPCCHToFollow  BOOLEAN
DEFAULT TRUE,
    controlChannelDRXInfoTDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,
    sps-Information-TDD128 SPS-Information-TDD128-r8


OPTIONAL
  }, 
:

:

HS-PDSCHInfo-r9-TDD ::= CHOICE {
  hS-PDSCH-Info SEQUENCE {
    hSDSCHPhysicalLayerCategory HSDSCH-physical-layer-category OPTIONAL,
    hsdsch-physical-layer-category-ext HSDSCH-physical-layer-category-ext OPTIONAL,
    multiCarrier-physical-layer-category
MultiCarrier-HSDSCH-physical-layer-category
OPTIONAL,
    multiCarrier-physicallayer-category-extension   MultiCarrier-HSDSCH-physical-layer-category-extension
OPTIONAL,
    h-RNTI H-RNTI,
    dlHSPDSCHInformation DL-HSPDSCH-Information-r9,
    sttd-Indicator BOOLEAN,
    hs-SCCH-TxPower DL-TxPower, -- offset related to CPICH    
    mimo-Parameters  MIMO-Parameters-r9

OPTIONAL,
    hs-PDSCHChannelisationCodeInfo SEQUENCE (SIZE (1..maxPDSCHtimeslot ) ) OF HS-PDSCH-ChannelisationCodeInfo-LCR OPTIONAL,
    hs-DPCCHToFollow  BOOLEAN
DEFAULT TRUE,
    controlChannelDRXInfoTDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,
    sps-Information-TDD128 SPS-Information-TDD128-r8


OPTIONAL,
    tS0-Indicator BOOLEAN  OPTIONAL   -- @sic R5-130613 sic@
  },



After:
	HS-PDSCHInfo-r8-TDD ::= CHOICE {
  hS-PDSCH-Info SEQUENCE {
    hSDSCHPhysicalLayerCategory HSDSCH-physical-layer-category OPTIONAL,
    hsdsch-physical-layer-category-ext HSDSCH-physical-layer-category-ext OPTIONAL,
    multiCarrier-physical-layer-category
MultiCarrier-HSDSCH-physical-layer-category
OPTIONAL,
    multiCarrier-physicallayer-category-extension   MultiCarrier-HSDSCH-physical-layer-category-extension
OPTIONAL,
    h-RNTI H-RNTI,
    dlHSPDSCHInformation DL-HSPDSCH-Information-r8,
    sttd-Indicator BOOLEAN,
    hs-SCCH-TxPower DL-TxPower, -- offset related to CPICH    
    mimo-Parameters  MIMO-Parameters-r8

OPTIONAL,
    hs-PDSCHChannelisationCodeInfo SEQUENCE (SIZE (1..maxPDSCHtimeslot ) ) OF HS-PDSCH-ChannelisationCodeInfo-LCR OPTIONAL,
    hs-DPCCHToFollow  BOOLEAN
DEFAULT TRUE,
    controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,
    sps-Information-TDD128 SPS-Information-TDD128-r8


OPTIONAL
  }, 

:

:

HS-PDSCHInfo-r9-TDD ::= CHOICE {
  hS-PDSCH-Info SEQUENCE {
    hSDSCHPhysicalLayerCategory HSDSCH-physical-layer-category OPTIONAL,
    hsdsch-physical-layer-category-ext HSDSCH-physical-layer-category-ext OPTIONAL,
    multiCarrier-physical-layer-category
MultiCarrier-HSDSCH-physical-layer-category
OPTIONAL,
    multiCarrier-physicallayer-category-extension   MultiCarrier-HSDSCH-physical-layer-category-extension
OPTIONAL,
    h-RNTI H-RNTI,
    dlHSPDSCHInformation DL-HSPDSCH-Information-r9,
    sttd-Indicator BOOLEAN,
    hs-SCCH-TxPower DL-TxPower, -- offset related to CPICH    
    mimo-Parameters  MIMO-Parameters-r9

OPTIONAL,
    hs-PDSCHChannelisationCodeInfo SEQUENCE (SIZE (1..maxPDSCHtimeslot ) ) OF HS-PDSCH-ChannelisationCodeInfo-LCR OPTIONAL,
    hs-DPCCHToFollow  BOOLEAN
DEFAULT TRUE,
    controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,
    sps-Information-TDD128 SPS-Information-TDD128-r8


OPTIONAL,
    tS0-Indicator BOOLEAN  OPTIONAL   -- @sic R5-130613 sic@
  },



1.2 Change 2

	Reason for change
	Correction to the naming convention of element controlChannelDRXInfoTDD128

	Summary of change
	Replace controlChannelDRXInfoTDD128 with controlChannelDRXInfo_TDD128

	Source of change
	Common\UTRAN_ASN1_ASP_RAB_Templates.ttcn

	MCC160
	Accepted


Before:
	  template (value) RL_Setup_TDD_PhysicalChannelInfo_Type cs_DL_Cell_DCH_HS_DSCH_PS_RAB_TDD(HSDSCH_physical_layer_category             p_HSDSCH_physical_layer_category,
                                                                                           template (value) DL_HSPDSCH_Information_r9 p_DL_HSPDSCH_Information_r9,
                                                                                           boolean                                    p_Sttd_Indicator) :=
  { /* @status    APPROVED */
    /* @sic R5s120397 Additional Changes sic@ */
    hS_PDSCHInfo := {
      r9 := {
        hS_PDSCH_Info := {
          hSDSCHPhysicalLayerCategory := p_HSDSCH_physical_layer_category,
          hsdsch_physical_layer_category_ext := omit,//Since mach-ehs is not configured
          multiCarrier_physical_layer_category := omit,//Since dual cell is not configured
          multiCarrier_physicallayer_category_extension := omit,
          h_RNTI := tsc_H_RNTI,
          dlHSPDSCHInformation := p_DL_HSPDSCH_Information_r9,
          sttd_Indicator := p_Sttd_Indicator,
          hs_SCCH_TxPower := tsc_DL_hs_SCCH_TxPower,
          mimo_Parameters := omit,
          hs_PDSCHChannelisationCodeInfo := omit,
          hs_DPCCHToFollow := omit, // DEFAULT TRUE
          controlChannelDRXInfoTDD128 := omit,
          sps_Information_TDD128 := omit,
          tS0_Indicator := omit // @sic R5-130613 sic@
        }
      }
    }
  };


After:
	  template (value) RL_Setup_TDD_PhysicalChannelInfo_Type cs_DL_Cell_DCH_HS_DSCH_PS_RAB_TDD(HSDSCH_physical_layer_category             p_HSDSCH_physical_layer_category,
                                                                                           template (value) DL_HSPDSCH_Information_r9 p_DL_HSPDSCH_Information_r9,
                                                                                           boolean                                    p_Sttd_Indicator) :=
  { /* @status    APPROVED */
    /* @sic R5s120397 Additional Changes sic@ */
    hS_PDSCHInfo := {
      r9 := {
        hS_PDSCH_Info := {
          hSDSCHPhysicalLayerCategory := p_HSDSCH_physical_layer_category,
          hsdsch_physical_layer_category_ext := omit,//Since mach-ehs is not configured
          multiCarrier_physical_layer_category := omit,//Since dual cell is not configured
          multiCarrier_physicallayer_category_extension := omit,
          h_RNTI := tsc_H_RNTI,
          dlHSPDSCHInformation := p_DL_HSPDSCH_Information_r9,
          sttd_Indicator := p_Sttd_Indicator,
          hs_SCCH_TxPower := tsc_DL_hs_SCCH_TxPower,
          mimo_Parameters := omit,
          hs_PDSCHChannelisationCodeInfo := omit,
          hs_DPCCHToFollow := omit, // DEFAULT TRUE
          controlChannelDRXInfo_TDD128 := omit,
          sps_Information_TDD128 := omit,
          tS0_Indicator := omit // @sic R5-130613 sic@
        }
      }
    }
  };
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