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	Reason for change:
	TTCN CR R5s140672 have changed PRACH config index from 5 to 10 but expected subframe was not changed and is set to 7. This is incorrect.

According to specification 36.211 table 5.7.1-2
for prach config index 10 are define subframes 2, 5, 8

TTCN expects preamble ind in wrong subframe in current TTCN implementation.

	
	

	Summary of change:
	-
Add new variables v_SubFrameNum_TDD, v_SubFrameNum_FDD_1, v_SubFrameNum_FDD_2, v_SubFrameNum_FDD_3

-
Set sub frame numbers according to spec 36.211 table 5.7.1-2 – step 4 

-
Apply these new variable into step 7A and preamble ind will be expected in these subframes
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	Conformance UE may fail the test.

	
	

	Clauses affected:
	8.1.1.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Change 1
	Function name
	f_TC_8_1_1_2_EUTRA

	Reason for change
	TTCN CR R5s140672 have changed PRACH config index from 5 to 10 but expected subframe was not changed and is set to 7. This is incorrect.

According to specification 36.211 table 5.7.1-2

for prach config index 10 are define subframes 2, 5, 8

TTCN expects preamble ind in wrong subframe in current TTCN implementation.

	Summary of change
	· Add new variables v_SubFrameNum_TDD, v_SubFrameNum_FDD_1, v_SubFrameNum_FDD_2, v_SubFrameNum_FDD_3
· Set sub frame numbers according to spec 36.211 table 5.7.1-2 – step 4 

· Apply these new variable into step 7A and preamble ind will be expected in these subframes

	Source of change
	LTE\8_1\RRC_Paging.ttcn

	MCC 160 
	Accepted in principle and implemented differently the subframe variables initialised at definition.


Before change:

	  function f_TC_8_1_1_2_EUTRA ( ) runs on EUTRA_PTC

  { /* Test case 8.1.1.2 RRC / Paging for notification of BCCH modification in idle mode */

    var EUTRA_SecurityParams_Type v_AuthParams;

    var NAS_MSG_Indication_Type v_NasInd;

    var O4_Type v_NasCountUL;

    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info;

    var EUTRA_FDD_TDD_Mode_Type v_EUTRA_FDD_TDD_Mode ;

    var EUTRA_CellSysInfo_Type v_SysInfo_Cell1;

    var PRACH_ConfigSIB v_PRACH_ConfigSIB;

    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var template (present) integer v_SubFrameNum := 0;
    var template (omit) SRB_COMMON_IND v_SrbIndByRef := omit;    // not used (needed when other information of the RRC message needs to be access)

    var template (omit) SYSTEM_IND v_SysIndByRef := omit;        // to store SYSTEM_IND if it takes over the RRC message

…………………………………………….

    //@siclog "Step 4" siclog@

    //Change the prach config index in system information.

    if ( v_EUTRA_FDD_TDD_Mode == FDD )

      {

        f_EUTRA_CellInfo_SetPRACH_ConfigurationIndex ( eutra_Cell1, 10 ); //@sic R5s140672 sic@

        v_SubFrameNum := 7; //According to 36.211
      }

    else if ( v_EUTRA_FDD_TDD_Mode == TDD )

      {

        f_EUTRA_CellInfo_SetPRACH_ConfigurationIndex ( eutra_Cell1, 52 ); //@sic R5s110197 sic@

        v_SubFrameNum := 6; //@sic R5s110197 sic@
      }

…………………………………………..
    //@siclog "Step 7A" siclog@

    //Receive Receive dedicated preamble

    f_EUTRA_RacingCond_AwaitSysIndBeforeSrbMsg ( car_PRACH_Preamble_IND_Any ( eutra_Cell1, cr_TimingInfo ( ?, v_SubFrameNum )),

                                                 v_SrbIndByRef,

                                                 v_SysIndByRef);
    //Random Access Response automatically taken care of due to prach config

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.1.1.2 Step 7A");


After change :

	  function f_TC_8_1_1_2_EUTRA ( ) runs on EUTRA_PTC

  { /* Test case 8.1.1.2 RRC / Paging for notification of BCCH modification in idle mode */

    var EUTRA_SecurityParams_Type v_AuthParams;

    var NAS_MSG_Indication_Type v_NasInd;

    var O4_Type v_NasCountUL;

    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info;

    var EUTRA_FDD_TDD_Mode_Type v_EUTRA_FDD_TDD_Mode ;

    var EUTRA_CellSysInfo_Type v_SysInfo_Cell1;

    var PRACH_ConfigSIB v_PRACH_ConfigSIB;

    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var template (present) integer v_SubFrameNum_TDD := 0;
    var template (present) integer v_SubFrameNum_FDD_1 := 0; 
    var template (present) integer v_SubFrameNum_FDD_2 := 0; 

    var template (present) integer v_SubFrameNum_FDD_3 := 0;
    var template (omit) SRB_COMMON_IND v_SrbIndByRef := omit;    // not used (needed when other information of the RRC message needs to be access)

    var template (omit) SYSTEM_IND v_SysIndByRef := omit;        // to store SYSTEM_IND if it takes over the RRC message

.......................................

    //@siclog "Step 4" siclog@

    //Change the prach config index in system information.

    if ( v_EUTRA_FDD_TDD_Mode == FDD )

      {

        f_EUTRA_CellInfo_SetPRACH_ConfigurationIndex ( eutra_Cell1, 10 ); //@sic R5s140672 sic@

        v_SubFrameNum_FDD_1 := 2; //According to 36.211

        v_SubFrameNum_FDD_2 := 5; 

        v_SubFrameNum_FDD_3 := 8;                

      }

    else if ( v_EUTRA_FDD_TDD_Mode == TDD )

      {

        f_EUTRA_CellInfo_SetPRACH_ConfigurationIndex ( eutra_Cell1, 52 ); //@sic R5s110197 sic@

        v_SubFrameNum_TDD := 6; //Anritsu TTCN CR required 8.1.1.2 //@sic R5s110197 sic@

      }

    ..........................................................
    //@siclog "Step 7A" siclog@

    //Receive Receive dedicated preamble

   if ( v_EUTRA_FDD_TDD_Mode == FDD ) 

      {

            f_EUTRA_RacingCond_AwaitSysIndBeforeSrbMsg ( car_PRACH_Preamble_IND_Any ( eutra_Cell1, cr_TimingInfo ( ?, (v_SubFrameNum_FDD_1, v_SubFrameNum_FDD_2, v_SubFrameNum_FDD_3) )),

                                                 v_SrbIndByRef,

                                                 v_SysIndByRef);

      }

    else if ( v_EUTRA_FDD_TDD_Mode == TDD )

      {

           f_EUTRA_RacingCond_AwaitSysIndBeforeSrbMsg ( car_PRACH_Preamble_IND_Any ( eutra_Cell1, cr_TimingInfo ( ?, v_SubFrameNum_TDD )),

                                                 v_SrbIndByRef,

                                                 v_SysIndByRef);

      }
    //Random Access Response automatically taken care of due to prach config

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.1.1.2 Step 7A");
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