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	Reason for change:
	Missing trigger from EUTRA PTC to IMS PTC after test case body, to allow IMS deregistration to be handled.

	
	

	Summary of change:
	Add trigger to IMS PTC after test case body has completed.
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Change 1
	Function name
	f_TC_13_4_3_5_EUTRA()

	Reason for change
	Missing trigger from EUTRA PTC to IMS PTC after test case body, to allow IMS deregistration to be handled.

	Summary of change
	Add trigger to IMS PTC after test case body has completed.

	TTCN module
	SRVCC_EUTRA.ttcn


Before change

  function f_TC_13_4_3_5_EUTRA() runs on EUTRA_PTC

  { /* 13.4.3.5  Inter-system mobility / E-UTRA voice to GSM CS voice / Unsuccessful case / Retry on old cell / SRVCC */

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c5);

    f_EUTRA_CellConfig_DefPlusUM_RoHC(eutra_Cell1);

    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE); // @sic R5s140074 sic@

    f_EUTRA_TestBody_Set(true);

    fl_TC_13_4_3_5_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_IRAT_SendCoOrd(GERAN, cms_IRAT_Trigger); // @sic R5s140043 sic@

    // Switch off and release cells

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  }
After change

  function f_TC_13_4_3_5_EUTRA() runs on EUTRA_PTC

  { /* 13.4.3.5  Inter-system mobility / E-UTRA voice to GSM CS voice / Unsuccessful case / Retry on old cell / SRVCC */

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c5);

    f_EUTRA_CellConfig_DefPlusUM_RoHC(eutra_Cell1);

    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE); // @sic R5s140074 sic@

    f_EUTRA_TestBody_Set(true);

    fl_TC_13_4_3_5_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_IRAT_SendCoOrd(GERAN, cms_IRAT_Trigger); // @sic R5s140043 sic@

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);// Send co-ordination message to receive any De Register message
    // Switch off and release cells

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  }    
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