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	Reason for change:
	The TTCN template cr_AUTHENTICATION_FAIL_Any currently sets the field “authenticationFailureParamter” to omit irrespective of the value of parameter “p_AuthenticationFailureParameter”

	
	

	Summary of change:
	Set “authenticationFailureParameter” from value of “p_AuthenticationFailureParameter”
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Change 1
	Template name
	cr_AUTHENTICATION_FAIL_Any

	Reason for change
	The TTCN template cr_AUTHENTICATION_FAIL_Any currently sets the field “authenticationFailureParamter” to omit irrespective of the value of parameter “p_AuthenticationFailureParameter

	Summary of change
	Set “authenticationFailureParameter” from value of “p_AuthenticationFailureParameter”

	TTCN module
	EPS_NAS_Templates.ttcn


Before change

    template (present) NAS_UL_Message_Type cr_AUTHENTICATION_FAIL_Any (template (present) EMM_Cause p_EMM_Cause := ?,

                                                                     template  AuthenticationFailureParameter p_AuthenticationFailureParameter := omit) :=

  { /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A, LTE_IRAT, POS) */

    aUTHENTICATION_FAILURE := {

      securityHeaderType       := tsc_SHT_NoSecurityProtection,

      protocolDiscriminator    := tsc_PD_EMM,

      messageType              := tsc_MT_AuthenticationFailure,

      emmCause                 := ?,          /* cl. 9.9.3.7  M V 1   */

      authenticationFailureParameter := omit
    }

  };
After change

    template (present) NAS_UL_Message_Type cr_AUTHENTICATION_FAIL_Any (template (present) EMM_Cause p_EMM_Cause := ?,

                                                                     template  AuthenticationFailureParameter p_AuthenticationFailureParameter := omit) :=

  { /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A, LTE_IRAT, POS) */

    aUTHENTICATION_FAILURE := {

      securityHeaderType       := tsc_SHT_NoSecurityProtection,

      protocolDiscriminator    := tsc_PD_EMM,

      messageType              := tsc_MT_AuthenticationFailure,

      emmCause                 := ?,          /* cl. 9.9.3.7  M V 1   */

      authenticationFailureParameter := p_AuthenticationFailureParameter
    }

  }; 
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