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	Reason for change:
	Current TTCN contains the following errors:
Test step 15 contains incorrect B2 threshold settings according to Table 13.4.3.5.3.3-3: MeasConfig (Table 13.4.3.5.3.3-2) per prose.


	
	

	Summary of change:
	Set step 15 threshold setting according to Table 13.4.3.5.3.3-3: MeasConfig (Table 13.4.3.5.3.3-2) per prose.


	
	

	Consequences if not approved:
	A comformant UE can fail the test case intermittently.
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Change 1
	Function Name
	fl_TC_13_4_3_5_Body

	Reason for change
	Test step 15 contains incorrect B2 threshold settings according to Table 13.4.3.5.3.3-3: MeasConfig (Table 13.4.3.5.3.3-2) per prose.

	Summary of change
	Set step 15 threshold setting according to Table 13.4.3.5.3.3-3: MeasConfig (Table 13.4.3.5.3.3-2) per prose.



	Source of change
	LTE_A\source\LTE_A\13\SRVCC_EUTRA.ttcn

	MCC160 Comments
	The proposed changes are swapped in relation to the draft prose CR provided.  Accepted in principle, but will be implemented according to the agreed prose CR


Before change:

	  function fl_TC_13_4_3_5_Body() runs on EUTRA_PTC

  {

    :

    :

    //   @siclog "Steps 2-27" siclog@

    // Make the UE attempt an IMS speech call

    f_EUTRA_GenericIMS_MT_SpeechCall(eutra_Cell1);

    //  @siclog "Step 28" siclog@

    //  The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup inter RAT measurement and reporting for event B2.

    v_Meas := cs_RRCConnectionReconfiguration_SRVCC_GERAN(v_RRC_TI,

                                                         v_Frequency_IE_Cell1.UL_DL_Earfcn.dl_CarrierFreq,

                                                         v_ChBandDependency_Cell1.AllowedMeasBandwidth,

                                                         v_GERAN_ARFCN_f11,

                                                         v_BandIndicatorGERAN_Cell24,

                                                         f_ConvertGERANNeighCell (v_GERANSysInfof12.Geran[0].Arfcn, v_GERANSysInfof13.Geran[0]. Arfcn));

    // Anritsu_13435 - Incorrect threshold per step 21/T1. Prose change also required. As this will casue incorrect Measurement Report even the TTCN does not check it     

    v_Meas.message_.c1.rrcConnectionReconfiguration.criticalExtensions.c1.rrcConnectionReconfiguration_r8.measConfig.reportConfigToAddModList[0].reportConfig.reportConfigInterRAT.triggerType.event.eventId.eventB2.b2_Threshold1.threshold_RSRP := (-90 + 140); // @sic R5s140697 sic@
    v_Meas.message_.c1.rrcConnectionReconfiguration.criticalExtensions.c1.rrcConnectionReconfiguration_r8.measConfig.reportConfigToAddModList[0].reportConfig.reportConfigInterRAT.triggerType.event.eventId.eventB2.b2_Threshold2.b2_Threshold2GERAN := (-100 + 110); // @sic R5s140697 sic@
:
:


After change:
	  function fl_TC_13_4_3_5_Body() runs on EUTRA_PTC

  {

    :

    :

    //   @siclog "Steps 2-27" siclog@

    // Make the UE attempt an IMS speech call

    f_EUTRA_GenericIMS_MT_SpeechCall(eutra_Cell1);

    //  @siclog "Step 28" siclog@

    //  The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup inter RAT measurement and reporting for event B2.

    v_Meas := cs_RRCConnectionReconfiguration_SRVCC_GERAN(v_RRC_TI,

                                                         v_Frequency_IE_Cell1.UL_DL_Earfcn.dl_CarrierFreq,

                                                         v_ChBandDependency_Cell1.AllowedMeasBandwidth,

                                                         v_GERAN_ARFCN_f11,

                                                         v_BandIndicatorGERAN_Cell24,

                                                         f_ConvertGERANNeighCell (v_GERANSysInfof12.Geran[0].Arfcn, v_GERANSysInfof13.Geran[0]. Arfcn));

    // Anritsu_13435 - Incorrect threshold per step 21/T1. Prose change also required. As this will casue incorrect Measurement Report even the TTCN does not check it         

    v_Meas.message_.c1.rrcConnectionReconfiguration.criticalExtensions.c1.rrcConnectionReconfiguration_r8.measConfig.reportConfigToAddModList[0].reportConfig.reportConfigInterRAT.triggerType.event.eventId.eventB2.b2_Threshold1.threshold_RSRP := (-94 + 140); // @sic R5s140697 sic@

    v_Meas.message_.c1.rrcConnectionReconfiguration.criticalExtensions.c1.rrcConnectionReconfiguration_r8.measConfig.reportConfigToAddModList[0].reportConfig.reportConfigInterRAT.triggerType.event.eventId.eventB2.b2_Threshold2.b2_Threshold2GERAN := (-69 + 110); // @sic R5s140697 sic@    
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