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	UE will have two PDNs after eCall, emergency PDN needs to be deactivated
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	Emergency PDN deactivated using f_EUTRA_DeactivateEPS_BearerContext()
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Change 1
	Template name
	fl_TC_8_1_2_11_Body()

	Reason for change
	UE will have two PDNs after eCall, emergency PDN needs to be deactivated


	Summary of change
	Emergency PDN deactivated using f_EUTRA_DeactivateEPS_BearerContext()

	Source of change
	\LTE\8_5\RRC_OtherFunctions.ttcn


Before change:

	function fl_TC_8_1_2_11_Body()runs on EUTRA_PTC

  {

    //Steps 1 to 15 of the generic test procedure for IMS Emergency call establishment in EUTRA: Normal Service (TS 36.508 4.5A.4.3).

    //@siclog "Step 1-15" siclog@

    f_EUTRA_508_EstablishIMSEmergencyCall(eutra_Cell1, px_EmergencyCallNumber, "Step 2");

    //Wait Trigger from IMS

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN2]);

    //@siclog "Step 16" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?

    f_EUTRA_508Check_ConnectedState(eutra_Cell1);

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN2]);   // @sic R5s140798 sic@

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN2]); //Wait for emergency call release

  }



After change:

	  function fl_TC_8_1_2_11_Body()runs on EUTRA_PTC

  {

    //Steps 1 to 15 of the generic test procedure for IMS Emergency call establishment in EUTRA: Normal Service (TS 36.508 4.5A.4.3).

    //@siclog "Step 1-15" siclog@

    f_EUTRA_508_EstablishIMSEmergencyCall(eutra_Cell1, px_EmergencyCallNumber, "Step 2");

    //Wait Trigger from IMS

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN2]);

    //@siclog "Step 16" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?

    f_EUTRA_508Check_ConnectedState(eutra_Cell1);

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN2]);   // @sic R5s140798 sic@

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN2]); //Wait for emergency call release

    f_EUTRA_DeactivateEPS_BearerContext (eutra_Cell1, '6'H);
  }
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