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Change 1
	Function name
	f_EUTRA_UE_Detach_SwitchOffUe()

	Reason for change
	After EPS bearer modification , IP traffic will be sent on DRB2. Hence, IMS deregistration happens over DRB2.



	Summary of change
	Updated IP routing table with DRB2

	TTCN module
	 Common\EUTRA\EUTRA_NASSteps.ttcn

	MCC160 Comment
	


Before change

function f_EUTRA_UE_Detach_SwitchOffUe(EUTRA_CellId_Type p_CellId,

                                         EUTRA_RRC_STATE_Type p_RRCState,

                                         RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI_Def,

                                         EUTRA_ATTACH_Type p_ForcedAttach := NORMAL,

                                         template DetachType p_DetachType := omit,

                                         integer p_SelectedPlmnId := 1,

                                         boolean p_USIM_Rmvd := false, //@sic R5s140906 sic@

                                         boolean p_SwitchOffDone := false) runs on EUTRA_PTC

  { // @sic R5s11046: new parameter p_SelectedPlmnId sic@

    var GutiParameters_Type v_Guti := f_EUTRA_CellInfo_GetGuti(p_CellId);

    var template (present) NAS_MSG_Indication_Type v_ExpectedDetachRequest, v_ExpectedServiceRequest;

    var NAS_MSG_Indication_Type v_NasInd;

    var template (present) DetachType v_DetachType;

    var NAS_AttDetValue_Type v_AttachType := f_GetEDetachType(p_ForcedAttach);  // @sic R5s100538, R5s110176 sic@

    var NAS_KsiValue v_KsiValue := f_EUTRA_SecurityKSIasme_Get();

    if (ispresent(p_DetachType.typeOfDetach)) {  // @sic R5-103675 sic@

      v_DetachType := p_DetachType;     // compiler warning cannot be suppressed as there is no way to convert 'template' to 'template (present)'

    } else {

      v_DetachType := cr_DetachType('1'B, v_AttachType);

    }

    v_ExpectedDetachRequest :=

      cr_NAS_Indication((tsc_SHT_IntegrityProtected, tsc_SHT_IntegrityProtected_Ciphered),

                          cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, ?), // @sic R5s110031 sic@

                                                   f_GutiParameters2MobileIdentity(omit, v_Guti),  // @sic R5s090225, R5s090310 sic@

                                                   v_DetachType)); // @sic R5-103675 sic@

    v_ExpectedServiceRequest := cr_NAS_Indication(tsc_SHT_IntegrityProtected, cr_508_SERVICE_REQUEST(v_KsiValue));

    f_IP_ChangeEutraCell(IP, p_CellId, tsc_DRB1); //Anritsu TTCN CR R5s150057 MCC

      if (pc_SwitchOnOff or p_USIM_Rmvd and pc_USIM_Removal) // The UE can be switched off @sic R5s09225 sic@ or USIM removed @sic R5s120597r1 sic@

        { 
….

After change

 function f_EUTRA_UE_Detach_SwitchOffUe(EUTRA_CellId_Type p_CellId,

                                         EUTRA_RRC_STATE_Type p_RRCState,

                                         RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI_Def,

                                         EUTRA_ATTACH_Type p_ForcedAttach := NORMAL,

                                         template DetachType p_DetachType := omit,

                                         integer p_SelectedPlmnId := 1,

                                         boolean p_USIM_Rmvd := false, //@sic R5s140906 sic@

                                         boolean p_SwitchOffDone := false) runs on EUTRA_PTC

  { // @sic R5s11046: new parameter p_SelectedPlmnId sic@

    var GutiParameters_Type v_Guti := f_EUTRA_CellInfo_GetGuti(p_CellId);

    var template (present) NAS_MSG_Indication_Type v_ExpectedDetachRequest, v_ExpectedServiceRequest;

    var NAS_MSG_Indication_Type v_NasInd;

    var template (present) DetachType v_DetachType;

    var NAS_AttDetValue_Type v_AttachType := f_GetEDetachType(p_ForcedAttach);  // @sic R5s100538, R5s110176 sic@

    var NAS_KsiValue v_KsiValue := f_EUTRA_SecurityKSIasme_Get();

    if (ispresent(p_DetachType.typeOfDetach)) {  // @sic R5-103675 sic@

      v_DetachType := p_DetachType;     // compiler warning cannot be suppressed as there is no way to convert 'template' to 'template (present)'

    } else {

      v_DetachType := cr_DetachType('1'B, v_AttachType);

    }

    v_ExpectedDetachRequest :=

      cr_NAS_Indication((tsc_SHT_IntegrityProtected, tsc_SHT_IntegrityProtected_Ciphered),

                          cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, ?), // @sic R5s110031 sic@

                                                   f_GutiParameters2MobileIdentity(omit, v_Guti),  // @sic R5s090225, R5s090310 sic@

                                                   v_DetachType)); // @sic R5-103675 sic@

    v_ExpectedServiceRequest := cr_NAS_Indication(tsc_SHT_IntegrityProtected, cr_508_SERVICE_REQUEST(v_KsiValue));


if( testcasename() == "TC_10_2_1") {

    f_IP_ChangeEutraCell(IP, p_CellId, tsc_DRB2);

    }

    else {
    f_IP_ChangeEutraCell(IP, p_CellId, tsc_DRB1); //Anritsu TTCN CR R5s150057 MCC


}

      if (pc_SwitchOnOff or p_USIM_Rmvd and pc_USIM_Removal) / …..
