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Change 1
	Function name
	f_IMS_INVITE_ReceiveRequest_Common()

	Reason for change
	Following implementation of prose CR R5-150706, the SIP URI of the remote UE is now passed into the function f_IMS_SRVCC_ReInvite_AnnexC31(). This is passed through to the function f_IMS_INVITE_ReceiveRequest_Common() where it is used to create the expected callee URI for the re-INVITE request. Here when the expected callee URI is created it is not specified that the UE can include a portfield in the URI, so the default value of OMIT is used (inside function f_SIP_BuildSIPUri_RX()). In the previous implementation, “*” was used when this function was called in the context of A_2_1_A5.

	Summary of change
	Pass “*” as the port field when creating the expected callee URI from a value passed into the function f_IMS_INVITE_ReceiveRequest_Common().

	TTCN module
	IMS_Procedured_CallControl.ttcn

	MCC160 Comment
	Accepted in principle:
As enhancement to the MCC160 implementation of R5s150177 change 9 a template of type SipUrl shall be handed over instead of the charstring (see below)

( port can be specified at the calling side


Before change

function f_IMS_INVITE_ReceiveRequest_Common(INVITE_A_2_1_Context_Type p_Context := A_2_1_A4,

                                              template (present) MessageHeader p_MessageHeader := cr_MessageHeader_Dummy,

                                              OptionTag_List p_AdditionalOptionTagsForSupported := tsc_OptionTagList_Empty,

                                              template charstring p_OtherCalleeUri := omit,

                                              template (omit) float p_WaitDuration := omit,

                                              boolean p_A3 := pc_MultimediaTelephonyService,    /* @sic R5s130510 additional change 1: tsc_IMS_MTSI replaced by pc_MultimediaTelephonyService sic@ */

                                              boolean p_A8 := pc_IMS_Geolocation,

                                              boolean p_A9 := false,

                                              boolean p_A11 := false,

                                              boolean p_SrvccAlertingSupported := pc_IMS_SRVCCAlert)

    runs on IMS_PTC return template (omit) IMS_DATA_REQ

  { /* p_OtherCalleeUri .. if present to be used as CalleeUri; if omit default CalleeUri is used acc. to PIXITs and context */

…………..
    if (ispresent(p_OtherCalleeUri)) {

      if (isvalue(p_OtherCalleeUri)) {

        v_ExpectedCalleeUri := f_SIP_BuildSipUri_RX(valueof(p_OtherCalleeUri)); 

      } else {

        v_ExpectedCalleeUri := cr_SipUri_HostPort(?);

      }

    } else {

      select (p_Context) {

        case (A_2_1_A4) {                // A4: INVITE creating a dialog

          v_ExpectedCalleeUri := f_SIP_BuildSipUri_RX(px_IMS_CalleeUri);

        }

        case (A_2_1_A5) {                // A5: re-INVITE

          v_ExpectedCalleeUri := f_SIP_BuildSipUri_RX(px_IMS_CalleeContactUri, *);  /* @sic R5s140020 change 8.1 sic@ */

        }

        case (A_2_1_A6, A_2_1_A7) {      // A6, A7: emergency call

          v_ExpectedCalleeUri := cr_SipUrl_Common(c_urnScheme, cr_SipUrl_SOS);

        }

        case else {

          FatalError(__FILE__, __LINE__, "");

        }

      }

    }

………….
  }
After change

        function f_IMS_INVITE_ReceiveRequest_Common(INVITE_A_2_1_Context_Type p_Context := A_2_1_A4,

                                              template (present) MessageHeader p_MessageHeader := cr_MessageHeader_Dummy,

                                              OptionTag_List p_AdditionalOptionTagsForSupported := tsc_OptionTagList_Empty,

                                              template charstring p_OtherCalleeUri := omit,

                                              template (omit) float p_WaitDuration := omit,

                                              boolean p_A3 := pc_MultimediaTelephonyService,    /* @sic R5s130510 additional change 1: tsc_IMS_MTSI replaced by pc_MultimediaTelephonyService sic@ */

                                              boolean p_A8 := pc_IMS_Geolocation,

                                              boolean p_A9 := false,

                                              boolean p_A11 := false,

                                              boolean p_SrvccAlertingSupported := pc_IMS_SRVCCAlert)

    runs on IMS_PTC return template (omit) IMS_DATA_REQ

  { /* p_OtherCalleeUri .. if present to be used as CalleeUri; if omit default CalleeUri is used acc. to PIXITs and context */

…………..
    if (ispresent(p_OtherCalleeUri)) {

      if (isvalue(p_OtherCalleeUri)) {

        v_ExpectedCalleeUri := f_SIP_BuildSipUri_RX(valueof(p_OtherCalleeUri),*); 

      } else {

        v_ExpectedCalleeUri := cr_SipUri_HostPort(?);

      }

    } else {

      select (p_Context) {

        case (A_2_1_A4) {                // A4: INVITE creating a dialog

          v_ExpectedCalleeUri := f_SIP_BuildSipUri_RX(px_IMS_CalleeUri);

        }

        case (A_2_1_A5) {                // A5: re-INVITE

          v_ExpectedCalleeUri := f_SIP_BuildSipUri_RX(px_IMS_CalleeContactUri, *);  /* @sic R5s140020 change 8.1 sic@ */

        }

        case (A_2_1_A6, A_2_1_A7) {      // A6, A7: emergency call

          v_ExpectedCalleeUri := cr_SipUrl_Common(c_urnScheme, cr_SipUrl_SOS);

        }

        case else {

          FatalError(__FILE__, __LINE__, "");

        }

      }

    }

………….
  }
MCC160 Implementation
	  function f_IMS_INVITE_ReceiveRequest_Common(INVITE_A_2_1_Context_Type p_Context := A_2_1_A4,

                                              template (present) MessageHeader p_MessageHeader := cr_MessageHeader_Dummy,

                                              OptionTag_List p_AdditionalOptionTagsForSupported := tsc_OptionTagList_Empty,

                                              template charstring p_OtherCalleeUri := omit,
                                              template SipUrl p_OtherCalleeUri := omit,
                                              template (omit) float p_WaitDuration := omit,

                                              boolean p_A3 := pc_MultimediaTelephonyService,    /* @sic R5s130510 additional change 1: tsc_IMS_MTSI replaced by pc_MultimediaTelephonyService sic@ */

                                              boolean p_A8 := pc_IMS_Geolocation,

                                              boolean p_A9 := false,

                                              boolean p_A11 := false,

                                              boolean p_SrvccAlertingSupported := pc_IMS_SRVCCAlert)

    runs on IMS_PTC return template (omit) IMS_DATA_REQ

  {
    var IMS_DATA_REQ v_IMS_DATA_REQ;

    var template (present) MessageBody v_MessageBody := f_SIP_MessageBodySDP_RX(p_A8);  /* @sic R5w140112 sic@ */

    var template (present) MessageHeader v_MessageHeader_Invite;

    var template (present) SipUrl v_ExpectedCalleeUri;

    var boolean v_TimerControl := ispresent(p_WaitDuration);

    timer t_Timer;

    if (ispresent(p_OtherCalleeUri)) { 
      v_ExpectedCalleeUri := p_OtherCalleeUri;
      if (isvalue(p_OtherCalleeUri)) {

        v_ExpectedCalleeUri := f_SIP_BuildSipUri_RX(valueof(p_OtherCalleeUri));

      } else {

        v_ExpectedCalleeUri := cr_SipUri_HostPort(?);

      }

    } else {

      select (p_Context) {

        case (A_2_1_A4) {                // A4: INVITE creating a dialog

          v_ExpectedCalleeUri := f_SIP_BuildSipUri_RX(px_IMS_CalleeUri);

        }

        case (A_2_1_A5) {                // A5: re-INVITE

          v_ExpectedCalleeUri := f_SIP_BuildSipUri_RX(px_IMS_CalleeContactUri, *);  /* @sic R5s140020 change 8.1 sic@ */

        }

        case (A_2_1_A6, A_2_1_A7) {      // A6, A7: emergency call

          v_ExpectedCalleeUri := cr_SipUrl_Common(c_urnScheme, cr_SipUrl_SOS);

        }

        case else {

          FatalError(__FILE__, __LINE__, "");

        }

      }

    }
...

  }

	  function f_IMS_SRVCC_ReInvite_AnnexC31_Step1(charstring p_OtherCalleeUri,

                                               boolean p_GeolocationInfoAvailable := false)

    runs on IMS_PTC return IMS_InviteRequestWithSdp_Type

  { /* @sic R5s140020, R5-140799: new function sic@ */

    /* @sic R5-140799 sic@ */

    /* @sic R5w140112: return type changed to IMS_InviteRequestWithSdp_Type to carry decoded SDP offer */

    /* @sic R5-150706: new parameter p_OtherCalleeUri to hand over the contact URI being used in the intial INVITE (MT call) sic@ */

    var template (omit) float v_WaitDuration := omit;   // no wait duration

    var template (present) SDP_Message v_SDP_MessageRX := f_IMS_BuildSDP_AnnexC31_Step1();

    var template (present) MessageHeader v_MessageHeader := cr_MessageHeader_Dummy;

    var IMS_DATA_REQ v_IMS_DATA_REQ;

    var SDP_Message v_SDP_Message;

    var template (present) SipUrl v_CalleeSipUrl := f_SIP_BuildSipUri_RX(p_OtherCalleeUri,*);    /* @sic R5s150204 sic@ */

    v_MessageHeader.reason := f_IMS_SIP_Reason487_RX();     // @sic R5s140370 change 3 - MCC160 implementation sic@

    v_IMS_DATA_REQ := valueof(f_IMS_INVITE_ReceiveRequest_Common(A_2_1_A5, v_MessageHeader, -, v_CalleeSipUrl, v_WaitDuration, -, p_GeolocationInfoAvailable));

    v_SDP_Message := f_IMS_MessageBody_CheckSdpMessageAndGeolocation(v_IMS_DATA_REQ.Request.Invite.messageBody, v_SDP_MessageRX, p_GeolocationInfoAvailable);

    return f_IMS_InviteRequestWithSdpMO(v_IMS_DATA_REQ, v_SDP_Message);

  }


( formal parameter p_OtherCalleeUri is changed to "SipUrl" for the following functions 
· f_IMS_INVITE_ReceiveRequest
· f_IMS_MOCallSetup_AnnexC21_Step2_Optional
· f_IMS_MOCallSetup_AnnexC21_Step2_A4
· EmergencyCallSetup_AnnexC22
· f_IMS_MOCallSetup_Video_Step2
· f_TC_19_1_3_TC_19_3_2x_Common
And at the calling side:
· f_TC_19_3_3_IMS2
var charstring v_CalleeUri := tsc_IMS_UrnServiceSos_Ambulance;
replaced by
var template (present) SipUrl v_CalleeUri := f_SIP_BuildSipUri_RX(tsc_IMS_UrnServiceSos_Ambulance);
· f_TC_19_3_4_IMS1
var charstring v_CalleeUri := px_IMS_CalleeUri;
replaced by
var template (present) SipUrl v_CalleeUri := f_SIP_BuildSipUri_RX(px_IMS_CalleeUri);

· f_TC_11_2_6_IMS1
var template charstring v_OtherCalleeUri := ?;
replaced by
var template (present) SipUrl v_OtherCalleeUri := cr_SipUri_HostPort(?);
