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Change 1
	Function name
	f_TC_9_2_3_1_15_EUTRA

	Reason for change
	In current TTCN implementation at step 29, UE’s mode is changed to Manual PLMN selection. After this the UE is never changed back to Automatic PLMN selection.



	Summary of change
	Changed the UE mode to Automatic PLMN selection before the postamble. Similar changes already done for TC 9.2.1.1.13.

	TTCN module
	LTE_IRAT\9_2\NAS_TrackingArea_UG.ttcn

	MCC160 Comments
	Accepted.  Similar changes made to 9.2.3.1.15a


Before change

function f_TC_9_2_3_1_15_EUTRA() runs on EUTRA_PTC

  { /* Normal tracking area update / Rejected / PLMN not allowed */

    var template (value) CellPowerList_Type v_CellPowerList;

    f_EUTRA_NAS_InitIRATorEUTRAonly(LTE_CellsOnDifferentPLMN, -, -, LTE_NAS_Replacef3_f1); // @sic R5-113805, R5s120340 sic@ @sic R5-121081 sic@

    f_UT_ConfigureEPSAttach(UT); // @sic R5-103811 sic@

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellG);

    f_EUTRA_CellConfig_Def(eutra_CellH);

    f_EUTRA_CellConfig_Def(eutra_CellI);

    // @sic R5-112618 sic@

    f_EUTRA_PreambleOtherRAT(eutra_CellG, EPS_Only);          // @sic R5-113805 sic@

    v_CellPowerList := {

      cs_CellPower(eutra_CellG, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_CellH, tsc_NonSuitableCellRS_EPRE),

      cs_CellPower(eutra_CellI, tsc_NonSuitableOffCellRS_EPRE)

    };

    f_EUTRA_SetCellPowerList(v_CellPowerList);

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_1_15_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellG, E2_CONNECTED, EPS_Only); // @sic R5s110176 sic@

  }
After change

          function f_TC_9_2_3_1_15_EUTRA() runs on EUTRA_PTC

  { /* Normal tracking area update / Rejected / PLMN not allowed */

    var template (value) CellPowerList_Type v_CellPowerList;

    f_EUTRA_NAS_InitIRATorEUTRAonly(LTE_CellsOnDifferentPLMN, -, -, LTE_NAS_Replacef3_f1); // @sic R5-113805, R5s120340 sic@ @sic R5-121081 sic@

    f_UT_ConfigureEPSAttach(UT); // @sic R5-103811 sic@

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellG);

    f_EUTRA_CellConfig_Def(eutra_CellH);

    f_EUTRA_CellConfig_Def(eutra_CellI);

    // @sic R5-112618 sic@

    f_EUTRA_PreambleOtherRAT(eutra_CellG, EPS_Only);          // @sic R5-113805 sic@

    v_CellPowerList := {

      cs_CellPower(eutra_CellG, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_CellH, tsc_NonSuitableCellRS_EPRE),

      cs_CellPower(eutra_CellI, tsc_NonSuitableOffCellRS_EPRE)

    };

    f_EUTRA_SetCellPowerList(v_CellPowerList);

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_1_15_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_SetCellPower (eutra_CellH, tsc_NonSuitableOffCellRS_EPRE); 

    f_EUTRA_SetCellPower (eutra_CellI, tsc_NonSuitableOffCellRS_EPRE); 

    f_UT_AutomaticPLMN_Select ( UT );

    //wait 300 seconds to let UE complete automatic PLMN search

    f_Delay(300.0);
    f_EUTRA_Postamble(eutra_CellG, E2_CONNECTED, EPS_Only); // @sic R5s110176 sic@

  }    
