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Change 1
	Function name
	fl_TC_9_1_3_3_Body

	Reason for change
	At the step 9a2, the function for configuration single DRB is using wrong cell eutra_Cell1. This cell is not used in test and should be use cell eutra_CellA. 

	Summary of change
	In the function f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB change the cell from eutra_Cell1 to eutra_CellA (at the step 9a2)

	TTCN module
	\LTE\9_1\NAS_SecurityMode.ttcn


Before change

    function fl_TC_9_1_3_3_Body() runs on EUTRA_PTC

  {

    var HalfOctet_Type v_EpsBearerId := tsc_EpsDefaultBearerId;

    var ProcedureTransactionIdentifier v_EPS_TI := '01'O;

    var GutiParameters_Type v_GutiParams := f_EUTRA_CellInfo_GetGuti(eutra_CellA);
    …

      //@siclog "Step 9a2" siclog@  // @sic R5s130201 sic@

      alt {

        [] SRB.receive(car_SRB1_NasPdu_IND(eutra_CellA,

                                           cr_NAS_Indication(?,

                                                             cr_508_Esm_Information_Response(?)))) {

          f_EUTRA_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 9a2"); // @sic R5s130201 sic@

        }

        [] t_Wait.timeout {}; // continue

      }

    }

    f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_Cell1, cs_OneDRB_ConfigAM);    // @sic R5s150338: DRB1 is not configured in f_EUTRA_CellConfig_Def anymore sic@

    // The SS transmits an ATTACH ACCEPT message- no integrity protection applied. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message

    //@siclog "Step 10" siclog@

After change

    function fl_TC_9_1_3_3_Body() runs on EUTRA_PTC

  {

    var HalfOctet_Type v_EpsBearerId := tsc_EpsDefaultBearerId;

    var ProcedureTransactionIdentifier v_EPS_TI := '01'O;

    var GutiParameters_Type v_GutiParams := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    …

      //@siclog "Step 9a2" siclog@  // @sic R5s130201 sic@

      alt {

        [] SRB.receive(car_SRB1_NasPdu_IND(eutra_CellA,

                                           cr_NAS_Indication(?,

                                                             cr_508_Esm_Information_Response(?)))) {

          f_EUTRA_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 9a2"); // @sic R5s130201 sic@

        }

        [] t_Wait.timeout {}; // continue

      }

    }

    f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellA, cs_OneDRB_ConfigAM);    // @sic R5s150338: DRB1 is not configured in f_EUTRA_CellConfig_Def anymore sic@ 

    // The SS transmits an ATTACH ACCEPT message- no integrity protection applied. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message

    //@siclog "Step 10" siclog@
