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Change 1
	Function name
	f_TC_9_3_1_16_EUTRA

	Reason for change
	As per spec 36.523-1 Table 9.3.1.16.3.2-1: UE is switched off in Step4 of test procedure, so next switch off is not necesarry as part of postamble.

	Summary of change
	Removed function  f_EUTRA_Postamble and used just function for release cells f_EUTRA_ReleaseAllCells. 

	TTCN module
	\LTE\9_3\NAS_ServiceRequest_EOnly.ttcn


Before change

    function f_TC_9_3_1_16_EUTRA() runs on EUTRA_PTC

  { // Service request / Abnormal case / Switch off

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c1);  // @sic R5s106627 sic@

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    // ==========================================================================

    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE);

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_3_1_16_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E4_DEREGISTERED);
  }
After change

   function f_TC_9_3_1_16_EUTRA() runs on EUTRA_PTC

  { // Service request / Abnormal case / Switch off

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c1);  // @sic R5s106627 sic@

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    // ==========================================================================

    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE);

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_3_1_16_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    //f_EUTRA_Postamble(eutra_CellA, E4_DEREGISTERED);

    f_EUTRA_ReleaseAllCells();                

  }
