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	Reason for change:
	According to the 36.523-1(preamble condition), UE is using PDCP Data PDUs with 7 bit SN length. This required to support  FGI=3. Therefore also selection expresion contidion C15 should be used instead of C16

	
	

	Summary of change:
	Change selection expression type from C16 to C15.

	
	

	Consequences if not approved:
	A non conformant UE may execute the test case
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	Other comments:
	


Change 1
	Function name
	f_SelectionExpr

	Reason for change
	According to the 36.523-1(preamble condition), UE is using PDCP Data PDUs with 7 bit SN length. This required to support  FGI=3. Therefore also selection expresion contidion C15 should be used instead of C16

	Summary of change
	Change selection expression type from C16 to C15

	TTCN module
	LTE_Testsuite.ttcn

	
	 


Before change
  //----------------------------------------------------------------------------

  control {

    if (f_ExecutionGuideline("TC_10_2_1"))                                         { execute(TC_10_2_1()); }

    if (f_ExecutionGuideline("TC_10_3_1"))                                         { execute(TC_10_3_1()); }
…

…

   if (f_ExecutionGuideline("TC_7_2_2_5_2") and f_SelectionExpr(C16))             { execute(TC_7_2_2_5_2()); }
…

…

    if (f_ExecutionGuideline("TC_9_4_3"))                                          { execute(TC_9_4_3()); }

    if (f_ExecutionGuideline("TC_9_4_4"))                                          { execute(TC_9_4_4()); }

  }

}

After change
  //----------------------------------------------------------------------------

  control {

    if (f_ExecutionGuideline("TC_10_2_1"))                                         { execute(TC_10_2_1()); }

    if (f_ExecutionGuideline("TC_10_3_1"))                                         { execute(TC_10_3_1()); }

…

…

   if (f_ExecutionGuideline("TC_7_2_2_5_2") and f_SelectionExpr(C15))             { execute(TC_7_2_2_5_2()); }
…

…

    if (f_ExecutionGuideline("TC_9_4_3"))                                          { execute(TC_9_4_3()); }

    if (f_ExecutionGuideline("TC_9_4_4"))                                          { execute(TC_9_4_4()); }

  }

}
