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Change 1 
	Function name
	f_EUTRA_508RRC_AddModRel_Scell_Common

	Reason for change
	Based on already accepted R5s150229 the PUCCH_ConfigDedicated_v1020 should be released together with the Scell release.

In D15wk18 TTCN suite the R5s150229 is implemented but instead of proper releasing of PUCCH_ConfigDedicated_v1020 it sets the IE to omit.

	Summary of change
	The PUCCH_ConfigDedicated_v1020 is released instead of being set to omit when Scell is released.

	TTCN module
	LTE_A\Common\EUTRA_CommonFunctions_CA.ttcn

	MCC160 Comment
	Accepted


Before change

    function f_EUTRA_508RRC_AddModRel_Scell_Common(EUTRA_CellId_Type                         p_PCellId,

                                                 EUTRA_CellIdList_Type                     p_SCellIdAddList := tsc_EUTRA_NullCellIdList,

                                                 EUTRA_CellIdList_Type                     p_SCellIdDelList := tsc_EUTRA_NullCellIdList,

                                                template (value) DL_DCCH_Message          p_RRC_ConnRecongMsg,

                                                template (value) Scell_Capability_Type    p_Scell_Capability := UL_DL,

                                                template (value) RachProcedureConfig_Type p_RachProcedureConfig,

                                                 C_RNTI                                    p_C_RNTI := tsc_C_RNTI_Def,

                                                 template (omit) MeasGapConfig             p_MeasGapConfig := omit, //@sic R5s130503 sic@

                                                 template (omit)  DciUlInfo_Type           p_DciUlInfo_SCell := cs_DciInfo_CcchDcchDtchUL_Def,

                                                 template (value) UL_GrantConfig_Type      p_UL_GrantConfig_SCell := cs_UL_GrantConfig_Stop,

                                                 boolean                                   p_CnfFlag := tsc_NoCnfReq,

                                                 boolean                                   p_PcelltoNormalCell := false)   //Configure Pcell to Normal cell if p_SCellIdAddList is empty

    runs on EUTRA_PTC

  {
...

    // Step 6: Transmit RRCConnectionReconfiguration/HO command to UE

    SRB.send(cas_SRB1_RrcPdu_REQ(p_PCellId, cs_TimingInfo(v_TimingInfo.SFN.Number, v_TimingInfo.Subframe.Number), p_RRC_ConnRecongMsg));

    //@sic R5s150070 sic@

    f_Delay(0.02); //Anritsu WA for CA tests (we have up to 100ms given by f_EUTRA_GetNextSendOccasion)

    if(ispresent (v_RRCConnectionReconfigurationIEs.radioResourceConfigDedicated.physicalConfigDedicated.pucch_ConfigDedicated_v1020))

    {

        f_EUTRA_SS_CommonCellConfig(p_PCellId, cas_CellConfig_PUCCH_Dedicated(p_PCellId,

                                                                              cs_TimingInfo(v_TimingInfo2.SFN.Number, v_TimingInfo2.Subframe.Number),

                                                                              v_FDD_TDDInfo_PCell.pucch_Config,

                                                                              v_RRCConnectionReconfigurationIEs.radioResourceConfigDedicated.physicalConfigDedicated.pucch_ConfigDedicated_v1020))

    }

    f_EUTRA_SS_CommonCellConfig(p_PCellId, cas_CellConfig_CQI_ReportConfig_r10(p_PCellId,

                                                                               cs_TimingInfo(v_TimingInfo2.SFN.Number, v_TimingInfo2.Subframe.Number),

                                                                               cs_CQI_ReportConfig_r10_DEFAULT));

    if (lengthof(p_SCellIdAddList) > 0) {

      // one or more SCell Addition

      for (i:=0; i < lengthof(p_SCellIdAddList); i:=i+1) {  //Executed 0 or more times

        // Step 4: Configure SCell as Scell

        f_EUTRA_SS_CommonCellConfig(p_SCellIdAddList[i], cas_SCellConfig_REQ(p_SCellIdAddList[i],

                                                                             cs_TimingInfo(v_TimingInfo2.SFN.Number, v_TimingInfo2.Subframe.Number),

                                                                             cs_SCellConfig(p_PCellId, v_SCellIndex, p_Scell_Capability, v_DeactTimer, - , v_STAG_Id),

                                                                             p_CnfFlag));

        if ( not v_NoUL_SCell) { //@sic R5s140083 sic@

          f_EUTRA_SS_CommonCellConfig(p_SCellIdAddList[i], cas_CellConfig_CQI_ReportConfig_r10(p_SCellIdAddList[i],

                                                                               cs_TimingInfo(v_TimingInfo2.SFN.Number, v_TimingInfo2.Subframe.Number),

                                                                               cs_CQI_ReportConfig_r10_DEFAULT));

         // Step 5: configure Stop UL grant configuration on S cell

          f_EUTRA_SS_CommonCellConfig(p_SCellIdAddList[i], cas_ULGrantAllocation_REQ(p_SCellIdAddList[i],

                                                                                     cs_TimingInfo(v_TimingInfo2.SFN.Number, v_TimingInfo2.Subframe.Number),

                                                                                     p_DciUlInfo_SCell,

                                                                                     cs_PUCCH_Synch_None,

                                                                                     p_UL_GrantConfig_SCell,

                                                                                     p_CnfFlag));

        }

      }

    }

    if (lengthof(p_SCellIdDelList) > 0) { // one or more SCell Removal

      if (p_PcelltoNormalCell and (lengthof(p_SCellIdAddList)== 0)) { // Pcell is no more a Pcell

        f_EUTRA_SS_CommonCellConfig(p_PCellId, cas_ServingCellRelease_REQ(p_PCellId,

                                                                          cs_TimingInfo(v_TimingInfo2.SFN.Number, v_TimingInfo2.Subframe.Number),

                                                                          p_CnfFlag));

    //@sic R5s150229 sic@

    f_EUTRA_SS_CommonCellConfig(p_PCellId, cas_CellConfig_PUCCH_Dedicated(p_PCellId,

                                                                              cs_TimingInfo(v_TimingInfo2.SFN.Number, v_TimingInfo2.Subframe.Number),

                                                                              v_FDD_TDDInfo_PCell.pucch_Config,

omit))

      }

      for (i:=0; i< lengthof(p_SCellIdDelList); i:=i+1) {

        if (fl_Check_CellID_InList(p_SCellIdDelList[i], p_SCellIdAddList)) { // SCell Being simultaneously released and Added, hence nothing to release

          continue;

        }

        // Step 9: Configure SCell as Scell

        f_EUTRA_SS_CommonCellConfig(p_SCellIdDelList[i], cas_ServingCellRelease_REQ(p_SCellIdDelList[i], cs_TimingInfo(v_TimingInfo2.SFN.Number, v_TimingInfo2.Subframe.Number), p_CnfFlag));

        v_SCellIndex := valueof(v_RRCConnectionReconfigurationIEs.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.sCellToReleaseList_r10[i]);

      }

    }

    // Step 7: Receive RRCConnectionReconfiguration Complete

    SRB.receive(car_SRB1_RrcPdu_IND(p_PCellId, cr_508_RRCConnectionReconfigurationComplete(tsc_RRC_TI_Def)));
...
After change

    function f_EUTRA_508RRC_AddModRel_Scell_Common(EUTRA_CellId_Type                         p_PCellId,

                                                 EUTRA_CellIdList_Type                     p_SCellIdAddList := tsc_EUTRA_NullCellIdList,

                                                 EUTRA_CellIdList_Type                     p_SCellIdDelList := tsc_EUTRA_NullCellIdList,

                                                template (value) DL_DCCH_Message          p_RRC_ConnRecongMsg,

                                                template (value) Scell_Capability_Type    p_Scell_Capability := UL_DL,

                                                template (value) RachProcedureConfig_Type p_RachProcedureConfig,

                                                 C_RNTI                                    p_C_RNTI := tsc_C_RNTI_Def,

                                                 template (omit) MeasGapConfig             p_MeasGapConfig := omit, //@sic R5s130503 sic@

                                                 template (omit)  DciUlInfo_Type           p_DciUlInfo_SCell := cs_DciInfo_CcchDcchDtchUL_Def,

                                                 template (value) UL_GrantConfig_Type      p_UL_GrantConfig_SCell := cs_UL_GrantConfig_Stop,

                                                 boolean                                   p_CnfFlag := tsc_NoCnfReq,

                                                 boolean                                   p_PcelltoNormalCell := false)   //Configure Pcell to Normal cell if p_SCellIdAddList is empty

    runs on EUTRA_PTC

  {
...

    // Step 6: Transmit RRCConnectionReconfiguration/HO command to UE

    SRB.send(cas_SRB1_RrcPdu_REQ(p_PCellId, cs_TimingInfo(v_TimingInfo.SFN.Number, v_TimingInfo.Subframe.Number), p_RRC_ConnRecongMsg));

    //@sic R5s150070 sic@

    f_Delay(0.02); //Anritsu WA for CA tests (we have up to 100ms given by f_EUTRA_GetNextSendOccasion)

    if(ispresent (v_RRCConnectionReconfigurationIEs.radioResourceConfigDedicated.physicalConfigDedicated.pucch_ConfigDedicated_v1020))

    {

        f_EUTRA_SS_CommonCellConfig(p_PCellId, cas_CellConfig_PUCCH_Dedicated(p_PCellId,

                                                                              cs_TimingInfo(v_TimingInfo2.SFN.Number, v_TimingInfo2.Subframe.Number),

                                                                              v_FDD_TDDInfo_PCell.pucch_Config,

                                                                              v_RRCConnectionReconfigurationIEs.radioResourceConfigDedicated.physicalConfigDedicated.pucch_ConfigDedicated_v1020))

    }

    f_EUTRA_SS_CommonCellConfig(p_PCellId, cas_CellConfig_CQI_ReportConfig_r10(p_PCellId,

                                                                               cs_TimingInfo(v_TimingInfo2.SFN.Number, v_TimingInfo2.Subframe.Number),

                                                                               cs_CQI_ReportConfig_r10_DEFAULT));

    if (lengthof(p_SCellIdAddList) > 0) {

      // one or more SCell Addition

      for (i:=0; i < lengthof(p_SCellIdAddList); i:=i+1) {  //Executed 0 or more times

        // Step 4: Configure SCell as Scell

        f_EUTRA_SS_CommonCellConfig(p_SCellIdAddList[i], cas_SCellConfig_REQ(p_SCellIdAddList[i],

                                                                             cs_TimingInfo(v_TimingInfo2.SFN.Number, v_TimingInfo2.Subframe.Number),

                                                                             cs_SCellConfig(p_PCellId, v_SCellIndex, p_Scell_Capability, v_DeactTimer, - , v_STAG_Id),

                                                                             p_CnfFlag));

        if ( not v_NoUL_SCell) { //@sic R5s140083 sic@

          f_EUTRA_SS_CommonCellConfig(p_SCellIdAddList[i], cas_CellConfig_CQI_ReportConfig_r10(p_SCellIdAddList[i],

                                                                               cs_TimingInfo(v_TimingInfo2.SFN.Number, v_TimingInfo2.Subframe.Number),

                                                                               cs_CQI_ReportConfig_r10_DEFAULT));

         // Step 5: configure Stop UL grant configuration on S cell

          f_EUTRA_SS_CommonCellConfig(p_SCellIdAddList[i], cas_ULGrantAllocation_REQ(p_SCellIdAddList[i],

                                                                                     cs_TimingInfo(v_TimingInfo2.SFN.Number, v_TimingInfo2.Subframe.Number),

                                                                                     p_DciUlInfo_SCell,

                                                                                     cs_PUCCH_Synch_None,

                                                                                     p_UL_GrantConfig_SCell,

                                                                                     p_CnfFlag));

        }

      }

    }

    if (lengthof(p_SCellIdDelList) > 0) { // one or more SCell Removal

      if (p_PcelltoNormalCell and (lengthof(p_SCellIdAddList)== 0)) { // Pcell is no more a Pcell

        f_EUTRA_SS_CommonCellConfig(p_PCellId, cas_ServingCellRelease_REQ(p_PCellId,

                                                                          cs_TimingInfo(v_TimingInfo2.SFN.Number, v_TimingInfo2.Subframe.Number),

                                                                          p_CnfFlag));

    //@sic R5s150229 sic@

    f_EUTRA_SS_CommonCellConfig(p_PCellId, cas_CellConfig_PUCCH_Dedicated(p_PCellId,

                                                                              cs_TimingInfo(v_TimingInfo2.SFN.Number, v_TimingInfo2.Subframe.Number),

                                                                              v_FDD_TDDInfo_PCell.pucch_Config,

                                                                              cs_508_PUCCH_ConfigDedicated_v1020_Release))

      }

      for (i:=0; i< lengthof(p_SCellIdDelList); i:=i+1) {

        if (fl_Check_CellID_InList(p_SCellIdDelList[i], p_SCellIdAddList)) { // SCell Being simultaneously released and Added, hence nothing to release

          continue;

        }

        // Step 9: Configure SCell as Scell

        f_EUTRA_SS_CommonCellConfig(p_SCellIdDelList[i], cas_ServingCellRelease_REQ(p_SCellIdDelList[i], cs_TimingInfo(v_TimingInfo2.SFN.Number, v_TimingInfo2.Subframe.Number), p_CnfFlag));

        v_SCellIndex := valueof(v_RRCConnectionReconfigurationIEs.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.sCellToReleaseList_r10[i]);

      }

    }

    // Step 7: Receive RRCConnectionReconfiguration Complete

    SRB.receive(car_SRB1_RrcPdu_IND(p_PCellId, cr_508_RRCConnectionReconfigurationComplete(tsc_RRC_TI_Def)));
...
Change 2
	Template name
	cs_508_PUCCH_ConfigDedicated_v1020_Release

	Reason for change
	New teplate to correspond to change 1 needs to be added.
.

	Summary of change
	Template for releasing the PUCCH_ConfigDedicated_v1020 has been created.

	TTCN module
	\LTE_A\Common\EUTRA_RRC_Templates_CA.ttcn

	MCC160 Comment
	Accepted


After change

  template (value) PUCCH_ConfigDedicated_v1020  cs_508_PUCCH_ConfigDedicated_v1020_Release :=

  { /* acc. to 36.508 Table 4.6.3-9A for condition 1TX */

    /* @status    APPROVED (LTE_A) */

    pucch_Format_r10 := {

      channelSelection_r10 := {

        n1PUCCH_AN_CS_r10 := {

          release := NULL

        }

      }

    },

    twoAntennaPortActivatedPUCCH_Format1a1b_r10 := omit,

    simultaneousPUCCH_PUSCH_r10                 := omit,

    n1PUCCH_AN_RepP1_r10                        := omit

  };
