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Change 1 
	Function name
	fl_TC_9_3_2_1_Body

	Reason for change
	TTCN is using wrong cell id in step 0-0A. TC uses eutra_cellA in whole TC but step 0-0A uses eutra_cell1. Step 0-0A should be tested on cell where UE is in idle state.

	Summary of change
	Instead of eutra_cell1 should be used eutra_cellA

	TTCN module
	LTE\9_3\NAS_Paging.ttcn

	MCC160 Comment
	


Before change

       function fl_TC_9_3_2_1_Body() runs on EUTRA_PTC

  {

    // ==========================================================================

    // initialize component specific data structures

    // ==========================================================================

    var float v_NoReactionTime := 5.0; //@sic R5-153786 sic@

    var NAS_MSG_Indication_Type v_NasInd;

    var GutiParameters_Type v_GutiParameters;

    var S_TMSI v_S_Tmsi2; // get all data which are required for a GUTI

    var GutiParameters_Type v_GutiParams := f_EUTRA_CellInfo_GetGuti(eutra_CellA); // initialize security parameters

    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();

    // ==========================================================================

    //Get cell specific parameters

    v_GutiParameters := f_EUTRA_CellInfo_GetGuti (eutra_Cell1);
    v_S_Tmsi2 := f_CreateNewS_Tmsi({v_GutiParameters.MME_Code, v_GutiParameters.M_TMSI});

    // The SS transmits a Paging message including an unmatched identity (incorrect S-TMSI).

    // Check: Does the UE transmit an RRCConnectionRequest message within 5 s?

    //@siclog "Step 0-0A" siclog@

    f_EUTRA_UE_Page_NoReaction (eutra_Cell1, 

                                cs_NasPaging_OneRecord(cs_PagingUE_Identity_S_TMSI(v_S_Tmsi2.mmec, v_S_Tmsi2.m_TMSI)),

                                v_NoReactionTime ); //@sic R5-153786 sic@

    //+   SS pages the UE using S-TMSI with CN domain indicator set to 'PS'

    //@siclog "Step 1" siclog@

    f_EUTRA_UE_Page(eutra_CellA,

                    cs_NasPaging_OneRecord(cs_PagingUE_Identity_S_TMSI(v_GutiParams.MME_Code,

                                                                       v_GutiParams.M_TMSI)));
 After change

  function fl_TC_9_3_2_1_Body() runs on EUTRA_PTC

  {

    // ==========================================================================

    // initialize component specific data structures

    // ==========================================================================

    var float v_NoReactionTime := 5.0; //@sic R5-153786 sic@

    var NAS_MSG_Indication_Type v_NasInd;

    var GutiParameters_Type v_GutiParameters;

    var S_TMSI v_S_Tmsi2; // get all data which are required for a GUTI

    var GutiParameters_Type v_GutiParams := f_EUTRA_CellInfo_GetGuti(eutra_CellA); // initialize security parameters

    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();

    // ==========================================================================

    //Get cell specific parameters

    v_GutiParameters := f_EUTRA_CellInfo_GetGuti (eutra_CellA);
    v_S_Tmsi2 := f_CreateNewS_Tmsi({v_GutiParameters.MME_Code, v_GutiParameters.M_TMSI});

    // The SS transmits a Paging message including an unmatched identity (incorrect S-TMSI).

    // Check: Does the UE transmit an RRCConnectionRequest message within 5 s?

    //@siclog "Step 0-0A" siclog@

    f_EUTRA_UE_Page_NoReaction (eutra_CellA, 

                                cs_NasPaging_OneRecord(cs_PagingUE_Identity_S_TMSI(v_S_Tmsi2.mmec, v_S_Tmsi2.m_TMSI)),

                                v_NoReactionTime ); //@sic R5-153786 sic@

    //+   SS pages the UE using S-TMSI with CN domain indicator set to 'PS'

    //@siclog "Step 1" siclog@

    f_EUTRA_UE_Page(eutra_CellA,

                    cs_NasPaging_OneRecord(cs_PagingUE_Identity_S_TMSI(v_GutiParams.MME_Code,

                                                                       v_GutiParams.M_TMSI)));
