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Reason for change:
(

In following test cases, the test path for RAB type – streaming_57_6k is not existent.So execution of these testcases will result in inconclusive verdicts when executed for RAB type – streaming_57_6k:

8.1.7.1c

8.2.6.39

8.2.6.44

8.3.1.25

8.3.1.30

8.2.3.36




Summary of change:
(

Change the testcase selection expressions of testcases to include support of transparent CS services (Speech or Transparent CS Data) as an AND condition.
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not approved:
A 3GPP conformant UE may fail the test case when tested with streaming_57_6k RAB type.
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A corresponding Prose CR will follow.
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2 Correction to Testcase selection expressions of 8.1.7.1c, 8.2.6.39, 8.2.6.44, 8.3.1.25, 8.3.1.30, 8.2.3.36
2.1 Test Case Index in RRC_v650.mp

Test step name
Test Case Index in RRC_v650.mp

Reason for change
In following test cases, the test path for RAB type – streaming_57_6k is not existent.So execution of these testcases will result in inconclusive verdicts when executed for RAB type – streaming_57_6k:

8.1.7.1c

8.2.6.39

8.2.6.44

8.3.1.25

8.3.1.30

Summary of change
Change the Selection Ref to include support of transparent CS services as another mandatory condition.

Source of change
Modification

Before Changes
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After Changes
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2.2 Test Case Selection Expression Definitions in RRC_v650.mp

Test step name
Test Case Selection Expression Definitions in RRC_v650.mp

Reason for change
In following test cases, the test path for RAB type – streaming_57_6k is not existent.So execution of these testcases will result in inconclusive verdicts when executed for RAB type – streaming_57_6k:

8.1.7.1c

8.2.6.39

8.2.6.44

8.3.1.25

8.3.1.30

Summary of change
Define a new selection expression-FDD_PS_ServiceAndCS_T_Service, which includes support of FDD, support of operation mode A and support of transparent CS services,as conditions to select the testcase.

Source of change
Modification

Before Changes

-

After Changes
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2.4 Test Case Index in HSU_ENH_v650.mp

Test step name
Test Case Index in HSU_ENH_v650.mp

Reason for change
In 8.2.3.36, the test path for RAB type – streaming_57_6k is not existent.So execution of this testcase will result in inconclusive verdicts when executed for RAB type – streaming_57_6k.

Summary of change
Change the Selection Ref to include support of transparent CS services as another mandatory condition.

Source of change
Modification

Before Changes
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After Changes
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2.5 Test Case Selection Expression Definitions in HSU_ENH_v650.mp

Test step name
Test Case Selection Expression Definitions in HSU_ENH_v650.mp

Reason for change
In 8.2.3.36, the test path for RAB type – streaming_57_6k is not existent.So execution of this testcase will result in inconclusive verdicts when executed for RAB type – streaming_57_6k.

Summary of change
Define a new selection expression-RRC_FDD_MODEA_CS_T_HSDPA_HSUPA, which includes support of FDD, support of operation mode A, support of transparent CS services,support of HSDPA and support of HSUPA, as conditions to select the testcase.

Source of change
Modification

Before Changes

-

After Changes
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