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1 Changes in ASP definition

	ASN.1 ASP Type Definition

	Type Name
	CPHY_TrCH_Config_CNF

	PCO Type
	CSAP

	Comment
	To confirm to configure the transport channel

	Type Definition

	SEQUENCE
{




cellId






INTEGER(0..63),




routingInfo





RoutingInfo

}


	ASN.1 ASP Type Definition

	Type Name
	CPHY_TrCH_Config_REQ

	PCO Type
	CSAP

	Comment
	To request to configure the transport channel

	Type Definition

	SEQUENCE
{




cellId






INTEGER(0..63),




routingInfo





RoutingInfo,




ratType






RatType,




trchConfigType




TrchConfigType,




configMessage




CphyTrchConfigReq

}


	ASN.1 Type Definition

	Type Name
	CphyTrchConfigReq

	Comment
	To request to configure the transport channel.

The same TFCS information should be provided to the PHY and MAC layers at all times. When a CPHY_TrCH_Config_REQ is used to configure the PHY layer, a corresponding CMAC_Config_REQ should be sent to the MAC layer to ensure that the configuration is consistent.

HS-DSCH MAC-d/EHS-DSCH/EHS-DSCH-Common flows or E-DCH MAC-d flows shall be separately configured whilst the ulconnectedTrCHList, ulTFCS, dlconnectedTrCHList and dlTFCS are omitted.

For configuring MBMS if the default TFCS used in the RRC message the dLTFCS shall use the “complete” CHOICE in “ExplicitTFCS-Configuration “ IE and the TFCS configuration shall be in line with clause 14.10.1.1/14.10.1.2 of TS 25.331.

ehs_DSCH_Flow is used when MAC-ehs is to be configured in Cell_DCH state.

ehs_DSCH_CommonFlows shall be used for configuring MAC_ehs layer in common connected mode states.

Only one of hsDSCHMacdFlows, ehs_DSCH_Flows, ehs_DSCH_CommonFlows can be present.

	Type Definition

	SEQUENCE
{



activationTime

SS_ActivationTime,


ulconnectedTrCHList

SEQUENCE (SIZE (0..maxTrCH)) OF SEQUENCE {





trchid




TransportChannelIdentity,





ul_TransportChannelType
SS_UL_TransportChannelType,




transportChannelInfo
CommonOrDedicatedTFS
















}
OPTIONAL,



ulTFCS



TFCS
OPTIONAL,


dlconnectedTrCHList

SEQUENCE (SIZE (0..maxTrCH)) OF SEQUENCE {





trchid




TransportChannelIdentity,





dl_TransportChannelType
SS_DL_TransportChannelType,




transportChannelInfo
CommonOrDedicatedTFS
















}
OPTIONAL,



dlTFCS



TFCS
OPTIONAL,


hsDSCHMacdFlows

HS_DSCHMACdFlows
OPTIONAL,
-- Rel-5 or later



e_DCHMacdFlows

E_DCHMACdFlows

OPTIONAL,
-- Rel-6 or later



ehs_DSCH_Flows

EHS_DSCH_Flows

OPTIONAL, 
-- Rel-7 or later



ehs_DSCH_CommonFlows
EHS_DSCH_CommonFlows OPTIONAL
-- Rel-7 or later

}


	ASN.1 Type Definition

	Type Name
	RoutingInfo

	Comment
	To route between each channels.

	Type Definition

	CHOICE     {



physicalChannelIdentity


INTEGER




{0..31},



transportChannelIdentity

TransportChannelIdentity,



logicalChannelIdentity


LogicalChannelIdentity,



rB_Identity





INTEGER




{-31..32},



cn_DomainIdentity



CN_DomainIdentity
}


	ASN.1 Type Definition

	Type Name
	RatType

	Comment
	To select route between each channels.

	Type Definition

	ENUMERATED
{




fdd (0), tdd (1)

}


	ASN.1 Type Definition

	Type Name
	CommonOrDedicatedTFS

	Comment
	Transport Format Set

	Type Definition

	SEQUENCE {


tti






CHOICE {



tti10




CommonOrDedicatedTF_InfoList,



tti20




CommonOrDedicatedTF_InfoList,



tti40




CommonOrDedicatedTF_InfoList,



tti80




CommonOrDedicatedTF_InfoList,



dynamic




CommonOrDedicatedTF_InfoList_DynamicTTI


},


semistaticTF_Information
SemistaticTF_Information

}


	ASN.1 Type Definition

	Type Name
	CommonOrDedicatedTF_InfoList

	Comment
	Transport Format Set

	Type Definition

	SEQUENCE (SIZE (1..maxTF)) OF CommonOrDedicatedTF_Info


	ASN.1 Type Definition

	Type Name
	CommonOrDedicatedTF_Info

	Comment
	Transport Format Set

	Type Definition

	SEQUENCE {


tb_Size




INTEGER (0..5035),


numberOfTbSizeList

SEQUENCE (SIZE (1..maxTF)) OF NumberOfTransportBlocks,


logicalChannelList

SS_LogicalChannelList 

}


	ASN.1 Type Definition

	Type Name
	CommonOrDedicatedTF_InfoList_DynamicTTI

	Comment
	Transport Format Set for TDD mode

	Type Definition

	SEQUENCE {


tb_Size




INTEGER (0..5035),


numberOfTbSizeList

SEQUENCE (SIZE (1..maxTF)) OF NumberOfTransportBlocks,


logicalChannelList

SS_LogicalChannelList 

}


	ASN.1 Type Definition

	Type Name
	TrchConfigType

	Comment
	

	Type Definition

	CHOICE {






nonDch





NULL,






dch
 





ENUMERATED {normal(0), softHO(1)}

}


	ASN.1 Type Definition

	Type Name
	HS_DSCHMACdFlows

	Comment
	Applicable Rel-5 or later

Within the ACK/NACK repetition period indicated by ackNackRepetitionFactor the SS shall not transmit MAC-hs PDU's on HS-PDSCH.

Only one among harqInfo and harqInfo_r7 shall be present. Harq_Info_r7 shall be used for Rel-7 or later.

mimoStatus represents status of MIMO, and shall be set only if mimo_Parameters are provided in HS-PDSCH configuration

	Type Definition

	SEQUENCE

{



harqInfo




HARQ_Info




OPTIONAL,



addOrReconfMACdFlow 

SS_AddOrReconfMAC_dFlow

OPTIONAL,



ackNackRepetitionFactor

ACK_NACK_repetitionFactor
OPTIONAL,



harqInfo_r7




HARQ_Info_r7



OPTIONAL,




-- to be used for Rel-7 or later.



mimoStatus




BOOLEAN





OPTIONAL




-- Rel-7 or later

}


	ASN.1 Type Definition

	Type Name
	EHS_DSCH_Flows

	Comment
	Applicable Rel-7 or later

Within the ACK/NACK repetition period indicated by ackNackRepetitionFactor the SS shall not transmit MAC-hs PDU's on HS-PDSCH.

mimoStatus represents status of MIMO, and shall be set only if mimo_Parameters are provided in HS-PDSCH configuration

	Type Definition

	SEQUENCE

{


harqInfo




HARQ_Info_r7



OPTIONAL,


addOrReconfMAC_ehs_ReordQ
AddOrReconfMAC_ehs_ReordQ
OPTIONAL,


ackNackRepetitionFactor

ACK_NACK_repetitionFactor
OPTIONAL,


mimoStatus




BOOLEAN





OPTIONAL

}


	ASN.1 Type Definition

	Type Name
	EHS_DSCH_CommonFlows

	Comment
	Applicable Rel-7 or later

	Type Definition

	SEQUENCE
{


harqInfo






HARQ_Info






OPTIONAL,


common_MAC_ehsReorderingQueueList
Common_MAC_ehsReorderingQueueList
OPTIONAL

}


	ASN.1 Type Definition

	Type Name
	SS_AddOrReconfMAC_dFlow

	Comment
	Applicable Rel-5 or later

	Type Definition

	SEQUENCE {


mac_hs_AddReconfQueue_List

SEQUENCE (SIZE(1..maxQueueIDs)) OF
SEQUENCE {






mac_hs_AddReconfQueue
SS_MAC_hs_AddReconfQueue}
OPTIONAL,


mac_hs_DelQueue_List


SEQUENCE (SIZE(1..maxQueueIDs)) OF SEQUENCE {






mac_hsQueueId


 INTEGER(0..7)}



OPTIONAL

}


	ASN.1 Type Definition

	Type Name
	SS_MAC_hs_AddReconfQueue

	Comment
	Applicable Rel-5 or later

The priority of PriorityQueue shall set acoording to the priority of logical channels which is mapped on to this priority queue. 

Note: the range of priority of PriorityQueue is from 0 to 7 and 0 is the lowest priority.

DiscardTimer defines the time (unit ms) to live for a MAC-hs SDU starting from the instant of its arrival into an HSDPA Priority Queue. The SS shall use this information to discard out-of-data MAC-hs SDUs from the HSDPA Priority Queues.

	Type Definition

	SEQUENCE {


mAChsAddReconfQueue



MAC_hs_AddReconfQueue,


logicalChannelList



SEQUENCE OF LogicalChannelIdentity,

-- logical channels mapping onto the priority queue

-- which is specified in maChsAddReconfQueue 


priority





INTEGER(0..7),


discardTimer




ENUMERATED { v20(0),v40(1),v60(2),v80(3),v100(4),v120(5),v140(6),v160(7),v180(8),v200(9), v250(10),v300(11),v400(12),v500(13),v750(14),v1000(15),v1250(16),v1500(17),v1750(18),v2000(19),v2500(20),v3000(21), v3500(22),v4000(23),v4500(24),v5000(25), v7500(26)













}
OPTIONAL

}


	ASN.1 Type Definition

	Type Name
	E_DCHMACdFlows

	Comment
	Rel-6 or later

	Type Definition

	SEQUENCE {



tti






E_DCH_TTI,



harq_Info




ENUMERATED {rv0 (0), rvtable (1)},



addReconf_MAC_d_FlowList
E_DCH_AddReconf_MAC_d_FlowList
OPTIONAL

}


	ASN.1 Type Definition

	Type Name
	SS_LogicalChannelList

	Comment
	

	Type Definition

	CHOICE
{


allSizes

NULL,


configured

NULL,


explicitList
SEQUENCE (SIZE (1..15 ) ) OF SS_LogicalChannelByRB

}


	ASN.1 Type Definition

	Type Name
	SS_LogicalChannelByRB

	Comment
	logChOfRb is an optional and currently unused

	Type Definition

	SEQUENCE
{


rb_Identity

SS_RB_Identity,


logChOfRb

INTEGER (0..1 )
OPTIONAL

}


2 Changes in HSU_ENH and MBMS ATSs

Modification of the constraint c_RACH_TF_r6 to enable TF240 only for CCCH and TF168 only for SRBs 1 to 4.

Before
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After
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Removal of  ts_SS_CCCH_TFC_RestrictEnable, ts_SS_CCCH_TFC_RestrictDisable and ts_SS_TFC_Restriction_RACH.

This is having impact in the following steps :

· ts_RRC_ConnEst_r6, 

· ts_RRC_ConnReqOptPaging_DSAC
· ts_C5_CheckURA_PCH_r6
· ts_RRC_ConnRejectGMM_Detach_r6
· ts_RRC_ReceiveCellUpdateNonPeriodic_r6
· ts_RRC_ConnEst_CheckA5_3
· ts_NormalRegistration_GSM_Or_UTRAN_r6

· ts_UpdateRegistration_GSM_Or_UTRAN_SharedPLMN

· ts_RRC_Receive_PreambleTrans_RRC_ConReq_Counting_Retrans_r6
· ts_RRC_ConnEstMBMS_PTPRB_Counting_r6
· ts_RRC_Receive_RRC_ConReq_Counting_Retrans_r6
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