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Reason for change:
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Correction of errors found in TTCN as part of Regression on wk10 GCF WI-49 ATS.




Summary of change:
(

This document list the changes applied to 08wk10 GCF WI-14 ATS, required for testing of the approved test case.  

See detailed change description for further information.
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Corrections required for MBMS_wk10 TTCN

Change 1

Test Step name
ts_TC_8_5_1_4_TestProcedure

Reason for change
At row 4: Calling r-99 test step but it should be r6 test step.

Summary of change
At row 4: Added r6 test step as shown below.

Source of change
Modification

MCC160 comment


After:
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Change 2

Test Step name
ts_HO_SS_ReconfDCH_ToDCH_64kPS_r6

Reason for change
Incomplete implementation of R5s080057

Summary of change
See R5s080057

Source of change
R5s080057

MCC160 comment


After:
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Change 3

Test Step name
ts_TC_8_5_5_4_TestProcedure

Reason for change
At row 4: Calling r-99 test step but it should be r6 test step.

Summary of change
At row 4: Added r6 test step as shown below.

Source of change
Modification

MCC160 comment


After:
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Change 4

Constraint  name
cb_SIB11_MBMS_Freq2

Reason for change
Incorrect indexing using p_InterCellInfo6.priScrmCode (twice!)

Summary of change
Corrected indexing using p_InterCellInfo4.priScrmCode (twice!)

Source of change
New

MCC160 comment


After:
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