Page 1



3GPP TSG-RAN WG5 Testing  
                                                 R5s140454
01 Jan – 31 Dec 2014
	CR-Form-v11

	CHANGE REQUEST

	

	
	34.123-3
	CR
	
	rev
	
	Current version:
	11.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to UTRA NAS test case 12.9.13

	
	

	Source to WG:
	Anite

	Source to TSG:
	R5

	
	

	Work item code:
	TEI_Test
	
	Date:
	2014-05-22

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	During the activation of Secondary PDP with the AT command AT+CGTFT =2,1,1…, inside the test step ts_AT_SecondaryPDP_Context at lt_AssignAT_TFT_Cmd command is incorrectly implemented. In this AT command, “48” is a protocol and "65435.65535" and "65235.65335" are port ranges, to be able to read port numbers, IP protocol must be either 6 (TCP) or 17 (UDP). Since the protocol is 48 (dynamic source routing protocol), there would never be any IP packet which could match to this filter (because ports cannot be obtained if protocol is 48).The filter is semantically incorrect.
In 3GPP 24.008, in chapter 6.1.3.2.3: “When a packet filter consists of conflicting packet filter components which would render the packet filter ineffective, i.e. no IP packet will ever fit this packet filter. How the network determines a semantic error in a packet filter is outside the scope of the present document”.
Similar to TTCN CR R5s140417 raised previously for test case 8.2.2.35

	
	

	Summary of change:
	Changed local test step lt_AssignAT_TFT_Cmd inside test step ts_AT_SecondaryPDP_Context in test case 12.9.13.

	
	

	Consequences if not approved:
	UE may fail the test when activating Secondary PDP Context.

	
	

	Clauses affected:
	12.9.13
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	Other comments:
	


1 Corrections to 12.9.13
1.1 Testcase 12.9.13
	Object name 
	lt_AssignAT_TFT_Cmd

	Reason for change
	During the activation of Secondary PDP with the AT command AT+CGTFT =2,1,1…, inside the test steps ts_AT_SecondaryPDP_ContextInteractiveOrBckgrnd and ts_AT_SecondaryPDP_Context at lt_AssignAT_TFT_Cmd command is incorrectly implemented. In this AT command, “48” is a protocol and "65435.65535" and "65235.65335" are port ranges, to be able to read port numbers, IP protocol must be either 6 (TCP) or 17 (UDP). Since the protocol is 48 (dynamic source routing protocol), there would never be any IP packet which could match to this filter (because ports cannot be obtained if protocol is 48).The filter is semantically incorrect.



	Summary of change
	Changed local test step lt_AssignAT_TFT_Cmd inside test step ts_AT_SecondaryPDP_Context in test case 12.9.13.

	Source of change
	Modification.

	MCC160
	Accepted - Same as R5s140417
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