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2 Correction to R99/R5/R6/R7/R8 WCDMA InterRAT testcases
2.1 Change 1
	Object name 
	tc_8_1_2_12: lt_RAU_LAU

	Reason for change
	According to TS 44.018, section 3.3.1.1.4.1, Early classmark sending consists in the mobile station sending as early as possible after access a CLASSMARK CHANGE message to provide the network with additional classmark information.

A CS-only mobile station enters the CS-only path in TTCN and sends a CLASSMARK CHANGE after LOCATION UPDATING REQUEST. TTCN does not have handling for the CLASSMARK CHANGE in the test step and hence handles it in default and fails the TC.

	Summary of change
	Test step ts_G_LocationUpdate is called for the CS-only path within local tree lt_RAU_LAU for TC 8.1.2.12

	Source of change
	WA#

	Label
	

	MCC160 Comments
	Accepted


Before change: 
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[Test Case I

Test Group Reference:

t_8_1_2 12
RRC/RRC_Connigmt/

Purpose: To verify that the UE shall selectthe GSM cell when RRC Connection Reject with Inter-RAT info setto GSM is received in response to RRC connection request.
Configuration;
Defaults: IntersystembDef
Comments:
[ Ind | Lael] | Behaviour Description JI Caonstraint Ref JLJI Comments
i START t_Guard
1 [P_RAT= fdd ] FDD specific behaviour
2 +Ht_Initvariables
3 +ts_85_CreateCellDCH (tsc_CellA) Configure lower tester
4 +ts_SendDefSysinfo_LongheighCellinfo (tsc_Cell) Sends the default system informatio
nin Cells
5 +ts_SendModifiedSysinfoSIB11_12(tsc_CellA)
6 +ts_ldleUpdated (tsc_CellA) Bring the UE into Idle Updated state
7 +ts_GERANCreateCell( tsc_GSM_Cell, si2quater) Activate GSM cell and send sys info
@sic T15050054, R5-096432 sic@
8 Tes (tev_TestBody = TRUE )
a +i_TestBody
10 TBE (tev_TestBody = FALSE ) ®)
1 +s_Delete_GPRS_Entiiesisc_GSM_Cells, tsc_PhyCht, tsc_LLEEnt @sic R5-050545 sic@
1)
12 +po_GPRS_S5_CellRelease (tsc_GSM_Cell4) @sic R5-050845 sic@
13 +po_ConnectionAndSs_Rels
1 ERR1 | [p RAT=tdd128] [0}
1 ERRZ [TRUE] [0}
It_TestBody
il +ts_CC_BasicServiO_Tel @sic T15050054 sic@
1 +ts_AT_InitCallCs Step 1. Attempt an outgoing call
2 TM?RLC_TR_DATA_IND (cv_InitialUE_Id := RLC_TR_DATA_INDM_mes  car_RRC_ConnReq( tsc_Cells, () Step 2. RRC CONNECTION REQU
sage.ul_CCCH_Message message ncConnectionRequestinitialUE_Identi | tsc_RBO, chr_108_RRC_ConnReq (cv_RRC_EstCa EST
1) umo))
3 UMIRLC_UM_DATA_REQ cas_RRC_ConnRej( Step 3. RRC CONNECTION REJEC
tsc_Calla, T with InterRATInfo
tsc_RBO,
cs_RRC_ConnRej_InterRATInfo (
tov_InitialUE_Id, tev_RRC_TI,
unspecified,
10
)
)
4 +Ht_RAU_LAU

Location Update | RA Update on S
M cell @sic R5-050545 sic@





[image: image2.png]RAU_LAU

+It_G_ConfigTrafiicChannel
+t5_InitAssigmentCma (toy_Ch_Mode )
+5_G_CC_EnterU10_MO (sc_GSM_CellA)
+15_G_CC_CheckState ( tsc_GSM_CallA, 0010108)
+5_G_Disconnect(sc_GSM_CelA, tsc_G_Trehidt)

[pe_GPRS]

+s_U2GCellChange_RAUpdate(isc_GSM_Cell4, tsc_PhyCh1, 08, (0015,
'0108), FALSE)

[NOT pe_GPRS]

+s_GSM_NormalRegistration(tsc_GSM_Cellé)

Steps 5 and 6 @sic T15050054 sic@)
Step 7. Check state U10
Release GSM connection

@sit R5-050545 sic@
@sic R5s110169 51c@

@sic R5-050545 sic@ i CS only,
Location Update / RA Update on S
M cell @sic T15050054 sic@




After change: 
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[Test Case I

Test Group Reference:

t_8_1_2 12
RRC/RRC_Connigmt/

Purpose: To verify that the UE shall selectthe GSM cell when RRC Connection Reject with Inter-RAT info setto GSM is received in response to RRC connection request.
Configuration;
Defaults: IntersystembDef
Comments:
[ Ind | Lael] | Behaviour Description JI Caonstraint Ref JLJI Comments
i START t_Guard
1 [P_RAT= fdd ] FDD specific behaviour
2 +Ht_Initvariables
3 +ts_85_CreateCellDCH (tsc_CellA) Configure lower tester
4 +ts_SendDefSysinfo_LongheighCellinfo (tsc_Cell) Sends the default system informatio
nin Cells
5 +ts_SendModifiedSysinfoSIB11_12(tsc_CellA)
6 +ts_ldleUpdated (tsc_CellA) Bring the UE into Idle Updated state
7 +ts_GERANCreateCell( tsc_GSM_Cell, si2quater) Activate GSM cell and send sys info
@sic T15050054, R5-096432 sic@
8 Tes (tev_TestBody = TRUE )
a +i_TestBody
10 TBE (tev_TestBody = FALSE ) ®)
1 +s_Delete_GPRS_Entiiesisc_GSM_Cells, tsc_PhyCht, tsc_LLEEnt @sic R5-050545 sic@
1)
12 +po_GPRS_S5_CellRelease (tsc_GSM_Cell4) @sic R5-050845 sic@
13 +po_ConnectionAndSs_Rels
1 ERR1 | [p RAT=tdd128] [0}
1 ERRZ [TRUE] [0}
It_TestBody
il +ts_CC_BasicServiO_Tel @sic T15050054 sic@
1 +ts_AT_InitCallCs Step 1. Attempt an outgoing call
2 TM?RLC_TR_DATA_IND (cv_InitialUE_Id := RLC_TR_DATA_INDM_mes  car_RRC_ConnReq( tsc_Cells, () Step 2. RRC CONNECTION REQU
sage.ul_CCCH_Message message ncConnectionRequestinitialUE_Identi | tsc_RBO, chr_108_RRC_ConnReq (cv_RRC_EstCa EST
1) umo))
3 UMIRLC_UM_DATA_REQ cas_RRC_ConnRej( Step 3. RRC CONNECTION REJEC
tsc_Calla, T with InterRATInfo
tsc_RBO,
cs_RRC_ConnRej_InterRATInfo (
tov_InitialUE_Id, tev_RRC_TI,
unspecified,
10
)
)
4 +Ht_RAU_LAU

Location Update | RA Update on S
M cell @sic R5-050545 sic@
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+It_G_ConfigTrafiicChannel
+t5_InitAssigmentCma (toy_Ch_Mode )
+5_G_CC_EnterU10_MO (sc_GSM_CellA)
+15_G_CC_CheckState ( tsc_GSM_CallA, 0010108)
+5_G_Disconnect(sc_GSM_CelA, tsc_G_Trehidt)

[pe_GPRS]
+s_U2GCellChange_RAUpdate(isc_GSM_Cell4, tsc_PhyCh1, 08, (0015,
'0108), FALSE)

INOT pe_GPRS]

+5_6_LocationUpdats(tsc_GSM_CellA)

START{_DIy(1000)
2TIMEOUTt_Dly
+5_G_DisablsCiphering(sc_GSM_Csll tsc_PhyCh, toy_RR_Channel
Type, tov_RR_Subchannel)

Steps 5 and 6 @sic T15050054 sic@)
Step 7. Check state U10
Release GSM connection

@sit R5-050545 sic@
@sic R5s110169 51c@

@sic R5-050545 sic@ i CS only,
Location Update / RA Update on S
W cell @sic T15050054 sic@
WAFPK

WARPK

WARPK

WAEPK




2.2 Change 2

	Object name 
	tc_8_3_7_14: lt_RAU_LU

	Reason for change
	According to TS 44.018, section 3.3.1.1.4.1, Early classmark sending consists in the mobile station sending as early as possible after access a CLASSMARK CHANGE message to provide the network with additional classmark information.

A CS-only mobile station enters the CS-only path in TTCN and sends a CLASSMARK CHANGE after LOCATION UPDATING REQUEST. TTCN does not have handling for the CLASSMARK CHANGE in the test step and hence handles it in default and fails the TC.

	Summary of change
	Modified Test step ts_G_LocationUpdate is called for the CS-only path within local tree lt_RAU_LU followed by ts_G_DisableCiphering

	Source of change
	WA#

	Label
	

	MCC160 Comments
	Accepted


Before change: 
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[pe_GPRS]
+s_U2GCellChange_RAUpdate_rs(isc_GSM_Cell4, tsc_PhyChi, 2, (001"
B,'0108), TRUE)
+s_nitialiseDlyAndTrafficClass
(1tv_Q0S_v = ts_Q0S_interactiveOrBackgroundhT_v( icv_DIyClas:
TraMicClass), ttv_G0S_tv.neakThroughput = 00118, toy_TI_S.AFla
+s_RRC_Delay(500)
+5_G_ModifyPDP_Contex_AcceptOrDeactivate(tsc_GSM_Cells, tsc_Ph
yChi, ¢_LLC_SAPI (INT_TO_BIT(tev_LLC_SAPI, 4)), tov_Qo5_h)
[NOT pe_GPRS]
+ts_G_LocationUpdate (tsc_GSM_CellA)

tor
B)

combined RAU @sic R65110169 i
@

Modify PDP context @sic RSs08040

5sic@
ircs ony,
do Loc Upd




After change: 
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[pe_GPRS]
+s_U2GCellChange_RAUpdate_rs(isc_GSM_Cell4, tsc_PhyChi, 2, (001"
B,'0108), TRUE)
+s_nitialiseDlyAndTrafficClass
(icv_Q0S_v = £5_Q0S_nteractiveOrBackgroundMT_iu tev_DIyClass, tov_
TrafficClass), itv_Q0S_tvpeakThroughput = 00118, fev_TL_S.tFlagi="1'E)
+s_RRC_Delay(500)
+5_G_ModifyPDP_Contex_AcceptOrDeactivate(tsc_GSM_Cells, tsc_Ph
yChi, ¢_LLC_SAPI (INT_TO_BIT(tev_LLC_SAPI, 4)), tov_Qo5_h)
[NOT pe_GPRS]
+s_G_LocationUpdate (sc_GSM_CellA)

START L_Waits(1)
TIMEOUT t_Waits
+5_G_DisablsCiphering(tsc_GSM_CellA, tsc_PhyCho, tov_RR_Channel
Type, tov_RR_Subchannel)

combined RAU @sic R65110169 i
@

Moy POP contex @sic R8s06040
ssce

rcs on,

40 Lox Usd

wazek

wazpk

sk




2.3 Change 3
	Object name 
	ts_G_LocationUpdate

	Reason for change
	According to TS 44.018, section 3.3.1.1.4.1, Early classmark sending consists in the mobile station sending as early as possible after access a CLASSMARK CHANGE message to provide the network with additional classmark information.

A CS-only mobile station enters the CS-only path in TTCN and sends a CLASSMARK CHANGE after LOCATION UPDATING REQUEST. TTCN does not have handling for the CLASSMARK CHANGE in the test step and hence handles it in default and fails the TC

	Summary of change
	Test step ts_G_LocationUpdate has been modified to handle CLASSMARK CHANGE and UTRAN CLASSMARK CHANGE after initial access

	Source of change
	WA#

	Label
	

	MCC160 Comments
	Accepted in principle, but don't need the optional GPRS Suspension Request as this will never be sent in this function.  Also replaced the call to this function with ts_GSM_NormalRegistration in ts_GSM_Idleupdated and 20.25.2 and 20.25.3.


Before change: 

[image: image7.png]Test Step

Test Step Id: ts_G_LocationUpdate (p_Cellld : INTEGER )

et st Group Ref: IaeUpdtet

Objectve

Defauts IntrsystemDer

comments WS perorms a ocation update

i [ Lobel Seavour Desorpton T Constrant et ] Commerts

0 +ts_G_SetTmpCellConfiginfo ( p_Cellld )

1 +s_G_RR_Con_Est (p_Cellld) Establish RR Connection and Recei
eve Senice Request

2 +ts_G_Loc_UpdatingRequest (p_Cellld ) Receive Location Updating Request

3 +ts_G_Authentication (p_Cellid ) Send Authentication Request and re
cee Authettication Response

4 +ts_G_Ciphering_Mode_Setting ( p_Cellld, tsc_PhyChD ) Send Ciphering Mode Command an
dreceiv Ciphering Mode Complets

5 +ts_G_Loc_UpdatingAccept (p_Cellld ) Send Location Updating Accept and
tecene Tial Reallocaton Corplte

6 +s_G_ChannelRelease ( p_Cellld, tsc_PhyCh0 ) Send Channel Release and receive

Release Data Link Indication





After change: 

[image: image8.png]Test Step

I_ReceiveUTRANCIassmark

] 6_L27 6_L2_DATA_IND
1 +15_G_ReceiveOptsuspend(ise_Phycho, 7)
0 6_1276_L2_DATA_IND
1 6_L27 6_L2_DATA_IND

©r_G_L2_DATA_IND(p_Celld, 7, tsc_PHyChD, 2,7, 7, ¢
1_G_UtranClassmarkChange)

©r_G_L2_DATA_IND (p_Cellld, 0, tsc_PhyChD, 7,7, ¢
1_GPRS_SUSPENSIONREQ(?,c_RAI_Any_v,2))
©r_G_L2_DATA_IND (p_Celld, 7, tsc_PhyCho, 7,2, 7,c
,_UtranClassmarkChange)

®

Test Step d: ts_G_LocationUpdate (p_Cellld : INTEGER )

Test Step Group Ref.  IdleUpdate/

Objective;

Defaults: IntersystembDef

Comments: MS performs a location update

[ Ind | [ Label] [ Behaviour Description JI Caonstraint Ref JLJI Comments

i +ts_G_SetTmpCellConfiginfo (p_Cellld )

1 +ts_G_RR_Con_Est (p_Celld) Establish RR Connection and Recei
eve Senvice Request

2 +s_G_Loc_UpdatingRequest (p_Celld Receive Location Updating Request

3 START {_ReceiveMessageTimer (5)

4 6_L27G_L2_DATA_IND CANCEL t_ReceiveMessageTimer cr_G_L2_DATA_IND (p_Cellid, 7, tsc_PhyCh0, 2, %, 7, ¢

;_ClassmarkChangeAny)

5 +Ht_ReceiveUTRANCIassmark

6 +Ht_Continue

4 ?TIMEOUTt_ReceiveMessageTimer

5 +Ht_Continue

It_Continue

il +t3_G_Authentication (p_Callid) Send Authentication Request and re
celve Authentication Response

1 +ts_G_Ciphering_Mode_Setting (p_Celld, tsc_PhyCha ) Send Ciphering Mode Command an
d receive Ciphering Mode Complete

2 +ts_G_Loc_UpdatingAccept (p_Cellld ) Send Location Updating Accept and
receive TSI Reallocation Complete

3 +s_G_ChannelRelease (p_Cellld, tsc_PhyCh0 ) Send Channel Release and recelve

Release Data Link Indication

canreceive these in either order

to Recaive Suspension Msg ifMode
B UE @sic RSS080068 5ic@





MCC160 Additional Implementation:
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2.4 Change 4
	Object name 
	ts_G_IMSIDetach

	Reason for change
	According to TS 44.018, section 3.3.1.1.4.1, Early classmark sending consists in the mobile station sending as early as possible after access a CLASSMARK CHANGE message to provide the network with additional classmark information.

A CS-only mobile station enters the CS-only path in TTCN and sends a CLASSMARK CHANGE after LOCATION UPDATING REQUEST. TTCN does not have handling for the CLASSMARK CHANGE in the test step and hence handles it in default and fails the TC

	Summary of change
	Test step ts_G_IMSIDetach has been modified to handle CLASSMARK CHANGE and UTRAN CLASSMARK CHANGE after initial access

	Source of change
	WA#

	Label
	

	MCC160 Comments
	Accepted in principle, but don't need the optional GPRS Suspension Request as this will never be sent in this function.  The current function is copied and renamed to ts_GSMDetach and called from Idle Mode test cases 6.2.1.1, 6.2.1.6, 6.2.1.8a2, 6.2.2.4, 6.2.2.5 and test step ts_DetachOnSwitchOffRATSpecific


Before change: 
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After change: 
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_ChRequest = 6_L2_ACCESS_IND.burst, to_RR_RA = (BIT_TO_INT (tov 7, er_ChanRedOtherProc )
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n

3 START {_RecsiveMessageTimer (5)

4 6_L276_L2_DATA_IND CANCEL {_ReceiveNessageTimer ©r_G_L2_DATA_IND (p_Cellld, 7, tsc_PhyCh0, 7,2, 7,c
1_G_ClassmarkChangeAm)

5 +It_ReceiveUTRANCIassmark

[ +s_G_ChannelRelease (p_Cellld, tsc_PhyCh0 )

3 2TIMEOUT {_ReceiveMessageTimer

4 +s_G_ChannelReleass (p_Cellid, tsc_PhyChO

I_ReceiveUTRANCIassmark

] 6_L27 6_L2_DATA_IND ©r_G_L2_DATA_IND(p_Celld, 7, tsc_PhyCho, 7,2, 7,c
1_G_UtranClassmarkChange)

1 +s_G_RecsiveOptSuspend(tse_Phycho, 7)

0 6_1276_L2_DATA_IND ©r_G_L2_DATA_IND (p_Cellld, 0, tsc_PhyChD, 7,7, ¢
1_GPRS_SUSPENSIONREQ(?,c_RAI_Any_v,2))

1 6_L27 6_L2_DATA_IND ©r_G_L2_DATA_IND (p_Celld, 7, tsc_PhyCho, 7,2, 7,c

S_UtranClassmarkChange)

®

Test Step Id: ts_G_IMSIDetach( p_Cellld : INTEGER )

et St Group Ref: M_RAT_Ho_GaM_Speciet

Objectve

Defauts nersystemorRs

comments Assurne UE already swished of @i RS5060003 sic

i [ Lobel Seiavour Desorton T Constrant et ] Commerts
0 ©.L270_L2_ACCESS_IND _(tv_RR_RFN = 0_L2_ACCESS_INDM, v cabr_G_L2_ACGESS_IND (p_Celld, tsc_FIYCHD 1,7 | Receie CHANNEL.

REQUEST for M Detach secand

Assign a GEM Channs! @sic T1504
0536 5ic@

M3 Detach Indication @sic ER1978

sit@
WAFPK

WAEPK

WARPK
@sic ER1982 5ic@
WAFPK
WAFPK

canreceive these in either order

to Recaive Suspension Msg ifMode
B UE @sic RSS080068 5ic@





MCC160 Additional Implementation:
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[Test Step Name] ts_DetachOnSwichORATSpeciic(p_Colla NTEGER) 2
Group (General

[Objective | Check The registered RAT type and Tur off UE and execute Detach procedure for properly detach.,
Defautt [NAS_Otmerwiseral

[Description _[Bring UE into d Updated -Don

e[ Label] ‘Behaviour Description Constraints Ref[verdict] Comments.
0 Tov_RegRieredRAT Type = UTRAN] UE regitered in UTRAN Cell

B ~is_DetachOnSwAchOTT_FACH (p_Celld) @sic ER20ETso@

g Tov_RegiteredRAT Type = GERAN] UE registered in GERAN Cel

+ ~is_GSHiDetach (p_Celld) @sic R5s120519 @

g [RuEr

Detalled Commens| Parameter descripton

p_Celld_Cel igentication

For Help, press F1
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[Test Siep Name] ts_GSHDetach( p_Celld - NTEGER ) 2
(Group 1_RAT_HO_GSW_Specifil

Defautt ntersystemGPRS
[ Assume UE afeady swiched off @sic REs140516 sic@

Label] ‘Behaviour Description Constraints Ref Comments.

0 5(27G_12_ ACCESS_ND _(1cv_RR_RFN = G_L2_ACCESS WD i {cv_ChRequest = G_L2_ACCESS_IND burst tov_RR_RA = (B_TO_NT ( [cabr_G_L2_ACCESS_ID (p_Cell] Receive CHANNEL
tov_ChRequest estCauRandomRef ) ) ) tscPrych0, 1,7,7, REQUEST for 1451 Detach second
(cr_ChanReqOtnerProc )
B G_21G_L2_UNTDATA_REQ [cas_G_L2_UNTDATA_REQ ( [Assign a GSif Channel @sic T150405% sio@)|
/p_Celld, tsc_PhyCh, 3,
15.c_G_RFI_OmE,

os_ImmediateAssignment (

{ev_G_CellConfighnfo.bCCH_Frea,

{tex_G_CellConfignfo be,

o RA_RA, tov_RR_RFIL) )

g G_1276_12_2Estab_D [car_G_L2_2€stab_ID (p_Celld, 1S Detach ndication @sic ER1978 @
|o_WS_Detachinany)

@sic ER1982 5100
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C Table " ReguarEsp * Down Change o
[Test Case Nameltc 6.2 1_1

Fieplace ||_Replace Al

Dusldetiode!
Purpose 1.To verfy hat e UE selecls the correct combinafion of PLIT and associted access fechnalogy according fo he filds on the USH
[Configuration 5
e[ Label] ‘Behaviour Description Constraints Ref] Comments. <
15 [ERR2 | [TRUE]
_ocarrest

2075 tcv_TestBody=TRUE)

21 ~is_WMLUE_Swichon Reauestto swich on the moble  (TEST STEP B) @sic T15040536 sic@

22 [(pe_AccessTechPrSuppTHPLINWACT = TRUE) AND ((icv_Relnd = spare’) OR (tov_Relnd = 1e_4) OR (tcv_Rellnd = reL 5))] [Tihe UE s using HPLITN Selector with Access Technobogy data fied on the USHT
@sic T1-040971, RS-115595 sic@

23 ~ts_GSI_NormaRegisiraton ( sc_GSH_CellA) (TEST STEP C )tethnod C

24 ~ts_ML_Cmd (“Please check that UE & registered on PLIN1 (GSH)") @sic 15040693 sic@

25 ~ts_GSliDetach (tsc_GSH_CelA ) TesTSTERD
@sic T15040347, ER1909, RSs140519 sic@

25 ~i5_55_SwichCelOf (Iso_ColA) @sic 755120630 i@

27 ~15_GSII_SeiChPowerLevel(sc_GSH_Call, isc_PnyCho, isc_ChPwrlvL Off) @sic 75120630 sic@

25 ~15_GSII_SeiChPowerLevel(sc_GSH_CelB, tsc_PhyChO, tsc_ChPwrLul_Off) @sic 755120630 sic@

29 =15 Cmd (“Please mnsert he USH card, USH B n62.11°) Requestto nsert the USH B n the UE TEST STEP D @sic REs00065 Sio@

30 15 _HMLUE_Swichon Request to switch on the moble . (TEST STEP )
@sic T1-040971, RSs07013¢ sic@

31 ~i5_GIili_CombinedAtiachReject FACH(tsc_CelB ) @sic 75120630 i@

2 <15 _l_PwrOrUSH_OTI(FALSE) @sic R5-115595, REs 120630 516@

B ~15_55_SwichBackCelOn (1sc_Cel) @sic 75120630 i@

3¢ ~15_GSII_SeiChPowerLevel(sc_GSH_Celi, isc_PhyChd, isc_ChPwrLvL figh) @sic 75120630 sic@

35 ~15_GSII_SeiChPowerLevel(sc_GSH_CelB, tsc_PhyChO, isc_ChPwrLvl_High) @sic 75120630 sic@

B 15 WMLUE_SwichOn @sic 755120630 sic@

Ei =ts_IRU_NormaRegistration  tsc_CelB) (TEST STE F )Hethod C @sic RSs080117 51o@

E =15 _HLCmd (“Please check that UE & registered on PLINZ (UTRAN) ) @sic 15040693 sic@

39/78E1 (tov_TestBody=FALSE)

40 [TRUET e UE & ot using HPLIN Sefeclor wih Access Technology Gafa fild on the USIN
@sic T1-04071 sic@

g ~is_NormaRegitration_GSI_Or_UTRAN( isc_GSH_CelA, sc_Cela) (TEST STEP C )fethod C
@sic T1-040571 sic@





