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2 Correction to Rel-8 testcase 8.3.4.16
2.1 Change 1
	Object name 
	Tc_8_3_4_16

	Reason for change
	As per the initial conditions according to Prose (34.123-1 v 11.6.0 Sec 8.3.4.16.4), the test case is supposed to check DC configuration by sending UE Capability Enquiry message on both Primary and Secondary Cell as part of the preamble.

The current TTCN implementation does not implement the UE Capability Enquiry messages in the preamble. This needs to be implemented.

	Summary of change
	Implemented the UE capability Enquiry procedure for both, Primary and Secondary Cell in the preamble of this testcase. Please see screenshot below.

	Source of change
	

	Label
	WA#


Before change: 
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After change: 
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2.2 Change 2
	Object name 
	lt_Send_ActSetUpdate_Step4

	Reason for change
	In the current TTCN implementation, this localtree is used to transmit the ActiveSetUpdate message as per Step 4 of the expected test sequence in 34.123-1 Sec 8.3.4.16.4. However, for the case when tcv_Rel7_Cfg.enhFDPCH_Started is FALSE, the TTCN is including the secondaryScramblingCode in the ActiveSetUpdate message. As per the Prose, this shouldn’t be included. This needs to be corrected.

	Summary of change
	Replaced tcv_CellInfoA.dl_DPCH_2ndScrCode with OMIT in line #41. Please see screenshot below.

	Source of change
	

	Label
	WA#


Before change:
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After change:
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