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--------------------------------------------start------------------------------------------------------------
<<unchanged part omitted>>
if ul-FullPowerTransmission in PUSCH-Config is set to fullpowerMode2 
-	 for full power TPMIs reported by the UE [16, TS 38.306], and  is the ratio of a number of antenna ports with non-zero PUSCH transmission power over a number of SRS ports for remaining TPMIs, where the number of SRS ports is associated with a SRS resource indicated by a SRI field in a DCI format scheduling the PUSCH transmission if more than one SRS resource is configured in the SRS-ResourceSet with usage set to 'codebook', or indicated by Type 1 configured grant, or the number of SRS ports is associated with the SRS resource if only one SRS resource is configured in the SRS-ResourceSet with usage set to 'codebook', 
-	, if a SRS resource with a single port is indicated by a SRI field in a DCI format scheduling the PUSCH transmission when more than one SRS resource is provided in the SRS-ResourceSet with usage set to 'codebook', or indicated by Type 1 configured grant, or if only one SRS resource with a single port is provided in the SRS-ResourceSet with usage set to 'codebook', and 	Comment by TAMRAKAR RAKESH: Note: this text was the agreed TP from RAN1#100b-e, the TP agreed in this meeting also includes correction over the agreed TP from RAN1#100b-e
-	if ul-FullPowerTransmission in PUSCH-Config is set to fullpower, 
<<unchanged part omitted>>
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