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Introduction
[bookmark: OLE_LINK13][bookmark: OLE_LINK14][bookmark: _GoBack]Per guidance from Mr. Chairman, this is to kick-off following email discussion, please provide your views below.
[101-e-NR-eMIMO-ULFPTx-01] Additional entries of full power TPMI grouping indication with Mode 2 operation by 5/29 and corresponding TP (if any) by 6/5 – Rakesh (vivo)
· Issue 1 of the FL summary
· Companies are encouraged to provide simulation results
· Note that having this email thread does not automatically mean that additional entries will be included into the specification

For reference, the agreement from RAN1#99 is copied below.
Agreement
For 4 ports, number of bits to indicate TPMI(s) which can deliver UL full power:
0. Non Coherent 2 bits
0. Partial coherent 4 bits
1. Additional entries on top of existing entries may be added to table 1 and table 2
0. Whether is this capability reporting is optional or not will be discussed as part of UE capability discussions
Table 1.
	4Tx, nonCoherent
	4Tx, partial coherent (4bit)

	G0
	G0

	G1
	G1

	G2
	G2

	G3
	G3

	
	G4

	
	G5

	
	G6

	
	



Definition of G0~G6 can be found in the table below.
Table 2.
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Remaining issues 
Issue 1: Additional entries of full power TPMI grouping indication with Mode 2 operation 
There are diverging views/proposals on this issue in contribution submitted in this RAN1#101-e and following alternatives are listed:

Alt1: Whether to revise the number of bits for partial coherent case? i.e. revise the bit size to 3bits for 4Tx partial coherent 


Alt2: Whether to revise TPMI groups G0~G6? i.e. revise the existing TPMI groups


Alt3: Whether to introduce more TPMI groups for 4Tx partial coherent? If yes, how many groups and TPMI group details 


	Company
	Comment
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Annex
	TPMI groups
	Precoder
	Source company
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	QC, ZTE, DCM, CMCC
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	LG
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	 in partial/noncoherent codebooksubset for 4 Tx UE
	QC
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TPMI Groups   

G0  1 2 ൦ 1 0 0 0 ൪  

G1  { 1 2 ൦ 1 0 0 0 ൪ , 1 2 ൦ 0 0 1 0 ൪ }   { 1 2 ൦ 1 0 0 0 0 1 0 0 ൪ }  

G2  { 1 2 ൦ 1 0 0 0 ൪ , 1 2 ൦ 0 1 0 0 ൪ , 1 2 ൦ 0 0 1 0 ൪ }   :  1 2 ൦ 1 0 0 0 0 1 0 0 ൪ , 1 2 ൦ 1 0 0 1 0 0 0 0 ൪ , 1 2 ൦ 0 0 1 0 0 1 0 0 ൪ } :  1 2 ൦ 1 0 0 0 1 0 0 0 1 0 0 0 ൪  

G3  { 1 2 ൦ 1 0 0 0 0 1 0 0 ൪ , 1 2 ൦ 1 0 0 1 0 0 0 0 ൪ , 1 2 ൦ 0 0 1 0 0 1 0 0 ൪ } :  1 2 ൦ 1 0 0 0 1 0 0 0 1 0 0 0 ൪  

G4  { 1 2 ൦ 1 0 1 0 ൪ , 1 2 ൦ 1 0 − 1 0 ൪ , 1 2 ൦ 1 0 𝑗 0 ൪ , 1 2 ൦ 1 0 − 𝑗 0 ൪ } ; 1 2 ൦ 1 0 0 0 0 1 0 0 ൪  

G5  { 1 2 ൦ 1 0 1 0 ൪ , 1 2 ൦ 1 0 − 1 0 ൪ , 1 2 ൦ 1 0 𝑗 0 ൪ , 1 2 ൦ 1 0 − 𝑗 0 ൪ } ; { 1 2 ൦ 1 0 0 0 0 1 0 0 ൪ , 1 2 ൦ 1 0 0 1 0 0 0 0 ൪ , 1 2 ൦ 0 0 1 0 0 1 0 0 ൪ } :  1 2 ൦ 1 0 0 0 1 0 0 0 1 0 0 0 ൪  

G6  ൞ 1 2 ൦ 1 0 1 0 ൪ , 1 2 ൦ 1 0 − 1 0 ൪ , 1 2 ൦ 1 0 𝑗 0 ൪ , 1 2 ൦ 1 0 − 𝑗 0 ൪ ൢ ; { 1 2 ൦ 0 1 0 1 ൪ , 1 2 ൦ 0 1 0 − 1 ൪ , 1 2 ൦ 0 1 0 𝑗 ൪ , 1 2 ൦ 0 1 0 − 𝑗 ൪ } ;   { 1 2 ൦ 1 0 0 0 0 1 0 0 ൪ , 1 2 ൦ 0 0 1 0 0 0 0 1 ൪ , 1 2 ൦ 1 0 0 1 0 0 0 0 ൪ , 1 2 ൦ 1 0 0 0 0 0 0 1 ൪ , 1 2 ൦ 0 0 1 0 0 1 0 0 ൪ , 1 2 ൦ 0 0 0 0 1 0 0 1 ൪ } ; 1 2 ൦ 1 0 0 0 1 0 0 0 1 0 0 0 ൪  

 


