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	This CR's revision history:
	This is the first version for this CR.





[bookmark: _Toc524727095]
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UE behaviour
If a UE transmits a PUSCH on active UL BWP [image: ] of carrier [image: ] of serving cell [image: ] using parameter set configuration with index [image: ] and PUSCH power control adjustment state with index [image: ], the UE determines the PUSCH transmission power [image: ] in PUSCH transmission occasion [image: ] as
[image: ] [dBm]
where,
-	[image: ]is the UE configured maximum output power defined in [8-1, TS 38.101-1], [8-2, TS38.101-2] and [8-3, TS38.101-3] for carrier [image: ] of serving cell [image: ] in PUSCH transmission occasion [image: ].
-	[image: ] is a parameter composed of the sum of a component [image: ] and a component [image: ] where [image: ]. 
-	If a UE established dedicated RRC connection using a Type-1 random access procedure, as described in Clause 8, and is not provided P0-PUSCH-AlphaSet or for a PUSCH (re)transmission corresponding toscheduled by a RAR UL grant as described in Clause 8.3, 
	[image: ], [image: ], and [image: ], 
where  is provided by preambleReceivedTargetPower [11, TS 38.321] and  is provided by msg3-DeltaPreamble, or [image: ] dB if msg3-DeltaPreamble is not provided, for carrier [image: ] of serving cell [image: ]
-	If a UE established dedicated RRC connection using a Type-2 random access procedure, as described in Clause 8, and is not provided P0-PUSCH-AlphaSet, or for a PUSCH transmission for Type-2 random access procedure as described in Clause 8.1A, 
	, , and , 
where  is provided by preambleReceivedTargetPower and  is provided by msgADeltaPreamble, or  dB if msgADeltaPreamble is not provided, for carrier  of serving cell 
-	For a PUSCH (re)transmission configured by ConfiguredGrantConfig, [image: ], [image: ] is provided by p0-NominalWithoutGrant, or [image: ] if p0-NominalWithoutGrant is not provided, and [image: ] is provided by p0 obtained from p0-PUSCH-Alpha in ConfiguredGrantConfig that provides an index P0-PUSCH-AlphaSetId to a set of P0-PUSCH-AlphaSet for active UL BWP [image: ] of carrier [image: ] of serving cell [image: ]
-	For [image: ], a [image: ] value, applicable for all [image: ], is provided by p0-NominalWithGrant, or [image: ] if p0-NominalWithGrant is not provided, for each carrier [image: ] of serving cell [image: ] and a set of [image: ]values are provided by a set of p0 in P0-PUSCH-AlphaSet indicated by a respective set of p0-PUSCH-AlphaSetId for active UL BWP [image: ] of carrier [image: ] of serving cell [image: ]
-	If the UE is provided by SRI-PUSCH-PowerControl more than one values of p0-PUSCH-AlphaSetId and if a DCI format scheduling the PUSCH transmission includes a SRI field, the UE obtains a mapping from sri-PUSCH-PowerControlId in SRI-PUSCH-PowerControl between a set of values for the SRI field in the DCI format [5, TS 38.212] and a set of indexes provided by p0-PUSCH-AlphaSetId that map to a set of P0-PUSCH-AlphaSet values and determines the value of [image: ] from the p0-PUSCH-AlphaSetId value that is mapped to the SRI field value. If the DCI format also includes a open-loop power control parameter set indication field and a value of the open-loop power control parameter set indication field is '1', the UE determines a value of [image: ] from a first value in P0-PUSCH-Set-r16 with a p0-PUSCH-SetId-r16 value mapped to the SRI field value.
-	If the PUSCH transmission except for the PUSCH retransmission corresponding to a RAR UL grant is scheduled by a DCI format that does not include an SRI field, or if SRI-PUSCH-PowerControl is not provided to the UE, [image: ], 
-	If P0-PUSCH-Set-r16 is provided to the UE and the DCI format includes an open-loop power control parameter set indication field, the UE determines a value of [image: ] from
-	a first P0-PUSCH-AlphaSet in p0-AlphaSets if a value of the open-loop power control parameter set indication field is '0' or '00'
-	a first value in P0-PUSCH-Set-r16 with the lowest p0-PUSCH-SetID value if a value of the open-loop power control parameter set indication field is '1' or '01'
-	a second value in P0-PUSCH-Set-r16 with the lowest p0-PUSCH-SetID value if a value of the open-loop power control parameter set indication field is '10'
-	else, the UE determines [image: ] from the value of the first P0-PUSCH-AlphaSet in p0-AlphaSets
-	For [image: ]
-	For [image: ], 
-	if  and msgA-Alpha is provided,  is the value of msgA-Alpha
-	elseif  or msgA-Alpha is not provided, and msg3-Alpha is provided, [image: ] is the value of msg3-Alpha
-	else, [image: ]
-	For [image: ], [image: ] is provided by alpha obtained from p0-PUSCH-Alpha in ConfiguredGrantConfig providing an index P0-PUSCH-AlphaSetId to a set of P0-PUSCH-AlphaSet for active UL BWP [image: ] of carrier [image: ] of serving cell [image: ]
-	For [image: ], a set of [image: ] values are provided by a set of alpha in P0-PUSCH-AlphaSet indicated by a respective set of p0-PUSCH-AlphaSetId for active UL BWP [image: ] of carrier [image: ] of serving cell [image: ]
-	If the UE is provided SRI-PUSCH-PowerControl and more than one values of p0-PUSCH-AlphaSetId, and if a DCI format scheduling the PUSCH transmission includes a SRI field, the UE obtains a mapping from sri-PUSCH-PowerControlId in SRI-PUSCH-PowerControl between a set of values for the SRI field in the DCI format [5, TS 38.212] and a set of indexes provided by p0-PUSCH-AlphaSetId that map to a set of P0-PUSCH-AlphaSet values and determines the values of [image: ] from the p0-PUSCH-AlphaSetId value that is mapped to the SRI field value
[bookmark: _GoBack]-	If the PUSCH transmission except for the PUSCH retransmission corresponding to a RAR UL grant is scheduled by a DCI format that does not include a SRI field, or if SRI-PUSCH-PowerControl is not provided to the UE, [image: ], and the UE determines [image: ] from the value of the first P0-PUSCH-AlphaSet in p0-AlphaSets
<Unchanged part omitted>
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