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1. Introduction
In this contribution, we summarize the email reflector discussions for [102-e-NR-Mob-Enh-01]. Chairman has approved the following email discussion:
· [102-e-NR-Mob-Enh-01] Email discussion/approval on issues #2, #4 and #7 in R1-2005942 until 8/20; if necessary, endorse remaining TPs by 8/26 – Daewon (Intel)


2. Recap of Issues from R1-2005942 [10]

Issue #2) Power Sharing Mode for UL DAPS-HO [1][3][4][5][6][7]
Several companies provided discussion on how to correct the power sharing mode description for UL DAPS-HO. The following are list of proposals and corresponding TPs:

· Proposal from [1]
· gNB can disable power sharing between the source and target cell for a UE by not configuring UL power sharing mode. Power sharing mode is indicated by the network, UE should also cancel the source cell transmission in case of overlapping as agreed in RAN1#99.
· The following is proposed TP: 
#TP1-1
	15	Dual active protocol stack based handover
<---------------------------Other parts are omitted ------------------------------->
If the UE indicates support for dynamic power sharing and is provided uplinkPowerSharingDAPS-Mode = Dynamic, the UE determines a transmission power for the target MCG or for the source MCG as described in Clause 7.6.2 for NR-DC-PC-mode = Dynamic by considering the target MCG as the MCG and the source MCG as the SCG.
If 
-	the UE is not provided with UplinkPowerSharingDAPS-HO-mode, and 
-	UE transmissions on the target cell and the source cell are in overlapping time resources 
the UE transmits only on the target cell.
If 
-	the UE isdoes not provided with UplinkPowerSharingDAPS-HO-mode, and 
-	UE transmissions on the target cell and the source cell overlap 
the UE transmits only on the target cell and cancels the transmission on the source cell if the first symbol of the transmission on the source cell is after . The UE does not expect to cancel a transmission on the source cell if a first symbol of the transmission on the source cell is less than  after a last symbol of a CORESET where the UE receives a PDCCH providing a DCI format scheduling a transmission on the target cell.  is the PUSCH preparation time for the corresponding PUSCH processing capability [6, TS 38.214] assuming ,   is a time duration corresponding to 2 symbols for SCS configuration , and  is the smallest SCS configuration between the SCS configuration of the PDCCH providing the DCI format and the SCS configuration for the transmission on the source cell. If the UE transmits PRACH using 1.25 kHz or 5 kHz SCS on the source cell, the UE determines  assuming SCS configuration .
UE transmissions on the target cell and the source cell overlap if they are in
-	overlapping time resources if the carrier frequencies for the target MCG and the source MCG are intra-frequency and intra-band
-	overlapping time resources and overlapping frequency resources if the carrier frequencies for the target MCG and the source MCG are not intra-frequency and intra-band
<---------------------------Other parts are omitted ------------------------------->



· Proposal [3]: The table below summarizes the expected UE behavior with respect to the provision or non-provision of UplinkPowerSharingDAPS-HO-mode.
	
	UE is provided UplinkPowerSharingDAPS-HO-mode
	UE doesn’t provide UplinkPowerSharingDAPS-HO or is not provided UplinkPowerSharingDAPS-HO-mode

	NW sends an intra-frequency
DAPS-HO command to UE
	UE behavior  Perform source UL transmission cancellation
	UE behavior  Perform source UL transmission cancellation

	NW sends an intra-band
inter-frequency DAPS-HO command to UE
	UE behavior  Perform UL power sharing based on mode configured by UplinkPowerSharingDAPS-HO-mode
	UE behavior 
1. if UE indicates UL transmission cancellation support, UE performs source UL transmission cancellation
1. if UE does not indicate UL transmission cancellation support and does not indicate UL power sharing support, UE expects PUCCH/PUSCH/SRS transmissions to be TDM-ed


· The following is proposed TP: 
#TP1-2
	15   Dual active protocol stack based handover
<unchanged text omitted>
If
· the carrier frequencies of target MCG and source MCG are not intra-band intra-frequency, and
· the UE does not support [UplinkCancellationDAPS-HO], and
· the UE does not provide UplinkPowerSharingDAPS-HO or the UE is not provided with UplinkPowerSharingDAPS-HO-mode,
the UE does not expect transmissions on the target and source cell in overlapping time resources.
If
· the UE does not provide UplinkPowerSharingDAPS-HO, and
· UE transmissions on the target cell and the source cell overlap, and
· the carrier frequencies of target MCG and source MCG are intra-band intra-frequency, or
· the carrier frequencies of target MCG and source MCG are not intra-band intra-frequency, and
· the UE supports [UplinkCancellationDAPS-HO], and
· the UE does not provide UplinkPowerSharingDAPS-HO or the UE is not provided with UplinkPowerSharingDAPS-HO-mode,
the UE transmits only on the target cell, and cancels the transmission to source cell if the first symbol of source cell transmission is after Tproc,2+d. 
< End of the text proposal >




· Proposal from [4] 
· For intra-frequency DAPS and for inter-frequency DAPS when the UE provides ul-TransCancellationDAPS-r16, the UE shall cancel the transmission to source unless it is configured to perform power sharing 
· For inter-frequency DAPS when the UE does not provide ul-TransCancellationDAPS-r16, the UE does not expect UL transmissions in overlapping time resources.	
· The following is proposed TP: 
#TP1-3
	15	Dual active protocol stack based handover
<unchanged text omitted>
If the UE indicates support for dynamic power sharing and is provided uplinkPowerSharingDAPS-Mode = Dynamic, the UE determines a transmission power for the target MCG or for the source MCG as described in Clause 7.6.2 for NR-DC-PC-mode = Dynamic by considering the target MCG as the MCG and the source MCG as the SCG.
For intra-frequency DAPS operation, and for inter-frequency DAPS operation when the UE provides ul-TransCancellationDAPS-r16, if If 
-	the UE does not provide UplinkPowerSharingDAPS-HO, or is not provided uplinkPowerSharingDAPS-Mode, and 
-	UE transmissions on the target cell and the source cell overlap 
the UE transmits only on the target cell and cancels the transmission on the source cell if the first symbol of the transmission on the source cell is after . The UE does not expect to cancel a transmission on the source cell if a first symbol of the transmission on the source cell is less than  after a last symbol of a CORESET where the UE receives a PDCCH providing a DCI format scheduling a transmission on the target cell.  is the PUSCH preparation time for the corresponding PUSCH processing capability [6, TS 38.214] assuming ,   is a time duration corresponding to 2 symbols for SCS configuration , and  is the smallest SCS configuration between the SCS configuration of the PDCCH providing the DCI format and the SCS configuration for the transmission on the source cell. If the UE transmits PRACH using 1.25 kHz or 5 kHz SCS on the source cell, the UE determines  assuming SCS configuration .
For inter-frequency DAPS operation, if 
-	the UE does not provide ul-TransCancellationDAPS-r16, and
-	the UE does not provide UplinkPowerSharingDAPS-HO, or is not provided uplinkPowerSharingDAPS-Mode, and
-	UE transmissions on the target cell and the source cell overlap 
the UE does not expect to transmit on the target and source in overlapping time resources. 
UE transmissions on the target cell and the source cell overlap if they are in
-	overlapping time resources if the carrier frequencies for the target MCG and the source MCG are intra-frequency and intra-band
-	overlapping time resources and overlapping frequency resources if the carrier frequencies for the target MCG and the source MCG are not intra-frequency and intra-band
----- omitted ------



· Proposal from [5]
· (1) UE transmits only on target cell and drops the source cell transmission, 
· (2) UE does not expect gNB to schedule any overlapping target and source cell transmission, 
· (3) UE supports transmission of target and source cell transmissions using either semi-static or dynamic power sharing rules.
· For Intra-frequency DAPS,
· Apply case (3) if UE supports semi-static/dynamic power sharing and gNB configures semi-static of dynamic power sharing.
· Otherwise, 
· Apply case (1). Uplink transmission cancellation support is mandatory for UE that support intra-frequency DAPS HO.
· For Inter-frequency intra-band and Inter-frequency inter-band DAPS, 
· Apply case (3) if UE supports semi-static/dynamic power sharing and gNB configures semi-static of dynamic power sharing.
· Otherwise, 
· Apply case (1) if UE supports UL transmission cancellation.
· Apply case (2) if UE does not support UL transmission cancellation.
· The following is proposed TP: 
#TP1-4
	15   Dual active protocol stack based handover
<unchanged text omitted>
If
-   the carrier frequencies for the target MCG and the source MCG are intra-frequency, or the carrier frequencies for the target MCG and the source MCG are inter-frequency and the UE indicates support of ul-TransCancellationDAPS-r16,
-   the UE does not indicate support for any of semi-static power sharing mode1, semi-static power sharing mode 2, and dynamic power sharing mode, or the UE is not provided with uplinkPowerSharingDAPS-Mode-r16 UplinkPowerSharingDAPS-HO, and
-   UE transmissions on the target cell and the source cell are in overlapping time resources, 
the UE transmits only on the target cell and cancels the transmission on the source cell if the first symbol of the transmission on the source cell is after .  <unchanged text omitted>

UE transmissions on the target cell and the source cell overlap if they are in
-	overlapping time resources if the carrier frequencies for the target MCG and the source MCG are intra-frequency and intra-band,
-	overlapping time resources and overlapping frequency resources if the carrier frequencies for the target MCG and the source MCG are not intra-frequency and intra-band
If
-   the carrier frequencies for the target MCG and the source MCG are inter-frequency and the UE does not indicate support of ul-TransCancellationDAPS-r16, and
-   the UE does not indicate support for any of semi-static power sharing mode1, semi-static power sharing mode2, and dynamic power sharing mode, or the UE is not provided with uplinkPowerSharingDAPS-Mode-r16,
the UE does not expect transmissions on the target and source cell in overlapping time resources.




· Proposal from [6]
· The following is proposed TP: 
#TP1-5
	Text proposal #1 for section 15 in TS38.213
----omitted----
<unchanged text omitted>
If 
-     the UE indicates support of cancelling uplink transmission for DAPS handover or the carrier frequencies of target MCG and source MCG are intra-frequency, and
-     the UE does not provide UplinkPowerSharingDAPS-HO or the UE is not provided with UplinkPowerSharingDAPS-HO-mode, and 
-     UE transmissions on the target cell and the source cell are in overlapping time resources, 
the UE transmits only on the target cell, , and cancels the transmission to source cell if the first symbol of source cell transmission is after Tproc,2+d. The UE does not expect to cancel the transmission on the source cell with first symbol that occurs, relative to a last symbol of a CORESET where the UE detects a DCI format scheduling a transmission on the target cell, after a number of symbols that is smaller than Tproc,2+d. Tproc,2 is the PUSCH preparation time for the corresponding PUSCH processing capability [6, TS 38.214] assuming d2,1 = 1 after a last symbol of a CORESET where the UE detects a DCI format scheduling the transmission on the target cell, d is the time duration of 2 symbols with SCS based on SCS configuration μ, and μ corresponds to the smallest SCS configuration among the SCS configuration of the PDCCH carrying the DCI format and the SCS configuration of the UE transmission on the source cell. If the UE transmits PRACH using 1.25 kHz or 5 kHz SCS on the source cell, the UE determines Tproc,2 assuming SCS configuration μ=0.
If 
-    the carrier frequencies of target MCG and source MCG are inter-frequency, and 
-     the UE does not indicate support of cancelling uplink transmission for DAPS handover and
-     the UE does not provide UplinkPowerSharingDAPS-HO or the UE is not provided with UplinkPowerSharingDAPS-HO-mode, 
the UE does not expect transmissions on the target and source cell in overlapping time resources.
If
-   the UE does not provides UplinkPowerSharingDAPS-HO, and
-   UE transmissions on the target cell and the source cell overlap,
the UE transmits only on the target cell, and cancels the transmission to source cell if the first symbol of source cell transmission is after Tproc,2+d. The UE does not expect to cancel the transmission on the source cell with first symbol that occurs, relative to a last symbol of a CORESET where the UE detects a DCI format scheduling a transmission on the target cell, after a number of symbols that is smaller than Tproc,2+d. Tproc,2 is the PUSCH preparation time for the corresponding PUSCH processing capability [6, TS 38.214] assuming d2,1 = 1 after a last symbol of a CORESET where the UE detects a DCI format scheduling the transmission on the target cell, d is the time duration of 2 symbols with SCS based on SCS configuration μ, and μ corresponds to the smallest SCS configuration among the SCS configuration of the PDCCH carrying the DCI format and the SCS configuration of the UE transmission on the source cell. If the UE transmits PRACH using 1.25 kHz or 5 kHz SCS on the source cell, the UE determines Tproc,2 assuming SCS configuration μ=0.
UE transmissions on the target cell and the source cell overlap if they are in
-   overlapping time resources if the carrier frequencies for the target MCG and the source MCG are intra-frequency and intra-band
-   overlapping time resources and overlapping frequency resources if the carrier frequencies for the target MCG and the source MCG are not intra-frequency and intra-band
For intra-frequency DAPS HO operation, the UE expects that an active DL BWP and an active UL BWP on the target cell are within an active DL BWP and an active UL BWP on the source cell, respectively.
The UE determines intra-frequency as described in Clause 9.2.1 of [10, TS38.133].
----omitted----




· Proposal from [7]: 
· The following is proposed TP: 
#TP1-6
	15   Dual active protocol stack based handover
<unchanged text omitted>
If the carrier frequencies of target MCG and souce MCG are intra-frequency, and  if UE transmissions on the target cell and the source cell are in overlapping time resources,  the UE transmits only on the target cell.
If the carrier frequencies of target MCG and souce MCG are inter-frequency
-   if UE transmissions on the target cell and the source cell are in overlapping time resources and overlapping frequency resources, and if the UE supports UplinkCancellationDAPS-HO ,   the UE transmits only on the target cell. Otherwise, the UE does not expect transmissions on the target and source cell in overlapping time resources.
-   if UE transmissions on the target cell and the source cell are in overlapping time resources , 
    -   if the UE supports UplinkCancellationDAPS-HO , and the UE does not provide UplinkPowerSharingDAPS- HO or the UE is not provided with UplinkPowerSharingDAPS-HO-mode, the UE transmits only on the target cell.  or
   - if the UE doesn’t support UplinkCancellationDAPS-HO, and the UE does not provide UplinkPowerSharingDAPS- HO or the UE is not provided with UplinkPowerSharingDAPS-HO-mode, the UE does not expect transmissions on the target and source cell in overlapping time resources.
   - elseif the UE provides UplinkPowerSharingDAPS- HO or the UE is provided with UplinkPowerSharingDAPS-HO-mode, the UE transmits on the target and source cell in overlapping time resources.
If 
-	the UE does not provide UplinkPowerSharingDAPS-HO, and 
-	UE transmissions on the target cell and the source cell overlap 
the UE transmits only on the target cell and cancels the transmission on the source cell if the first symbol of the transmission on the source cell is after . The UE does not expect to cancel a transmission on the source cell if a first symbol of the transmission on the source cell is less than  after a last symbol of a CORESET where the UE receives a PDCCH providing a DCI format scheduling a transmission on the target cell.  is the PUSCH preparation time for the corresponding PUSCH processing capability [6, TS 38.214] assuming ,   is a time duration corresponding to 2 symbols for SCS configuration , and  is the smallest SCS configuration between the SCS configuration of the PDCCH providing the DCI format and the SCS configuration for the transmission on the source cell. If the UE transmits PRACH using 1.25 kHz or 5 kHz SCS on the source cell, the UE determines  assuming SCS configuration .
UE transmissions on the target cell and the source cell overlap if they are in
-	overlapping time resources if the carrier frequencies for the target MCG and the source MCG are intra-frequency and intra-band
-	overlapping time resources and overlapping frequency resources if the carrier frequencies for the target MCG and the source MCG are not intra-frequency and intra-band



· Proposal from [8]
· The following is proposed TP: 
#TP1-8
	15	Dual active protocol stack based handover
<unchanged text omitted>
If the UE indicates support for dynamic power sharing and is provided uplinkPowerSharingDAPS-Mode = Dynamic, the UE determines a transmission power for the target MCG or for the source MCG as described in Clause 7.6.2 for NR-DC-PC-mode = Dynamic by considering the target MCG as the MCG and the source MCG as the SCG.
The UE is not expected to be provided with uplinkPowerSharingDAPS-Mode that it does not indicate the support for.
<unchanged text omitted>
If 
· the UE does not not provide UplinkPowerSharingDAPS-HOindicate the support for power sharing or the UE is not provided with uplinkPowerSharingDAPS-Mode, and
· UE transmissions on the target cell and the source cell are in overlapping time resources
Or Iif 
-	the UE  notprovide UplinkPowerSharingDAPS-HO is provided with uplinkPowerSharingDAPS-Mode, and 
-	UE transmissions on the target cell and the source cell overlap, 
the UE transmits only on the target cell and cancels the transmission on the source cell if the first symbol of the transmission on the source cell is after . The UE does not expect to cancel a transmission on the source cell if a first symbol of the transmission on the source cell is less than  after a last symbol of a CORESET where the UE receives a PDCCH providing a DCI format scheduling a transmission on the target cell.  is the PUSCH preparation time for the corresponding PUSCH processing capability [6, TS 38.214] assuming ,   is a time duration corresponding to 2 symbols for SCS configuration , and  is the smallest SCS configuration between the SCS configuration of the PDCCH providing the DCI format and the SCS configuration for the transmission on the source cell. If the UE transmits PRACH using 1.25 kHz or 5 kHz SCS on the source cell, the UE determines  assuming SCS configuration . The UE cancels the transmission on the source cell according to its capability s ul-TransCancellationDAPS-r16.
UE transmissions on the target cell and the source cell overlap if they are in
-	overlapping time resources if the carrier frequencies for the target MCG and the source MCG are intra-frequency and intra-band
-	overlapping time resources and overlapping frequency resources if the carrier frequencies for the target MCG and the source MCG are not intra-frequency and intra-band
<unchanged text omitted>




Issue #4) DAPS HO with m-TRP [3]
One company has identified that some description is needed in order to fix the support of DAPS HO during multiple TRP operation scenarios. The following are the proposal and corresponding TP for the suggested correction.

· Proposal from [3]
· During DAPS-HO, 
· the scheduled PDSCH(s) for the UE is associated with CORESETPoolIndex = 0 and the UE shall monitor one or more CORESETs associated with CORESETPoolIndex = 0.
· If the UE is indicated with two TCI states in a codepoint of the DCI field ‘Transmission Configuration Indication’, then only the first TCI state is applied to the PDSCH during DAPS-HO. 
· The following is proposed TP: 
#TP1-9
	15	Dual active protocol stack based handover
< Unchanged parts are omitted >
For DAPS operation in a same frequency band, a UE does not transmit PUSCH/PUCCH/SRS to the source MCG in a slot overlapping in time with a PRACH transmission to the target MCG or when a gap between a first or last symbol of a PRACH transmission to the target MCG in a first slot would be separated by less than  symbols from a last or first symbol, respectively, of the PUSCH/PUCCH/SRS transmission to the source MCG in a second slot. For DAPS operation in a same frequency band, a UE does not transmit PRACH on the source MCG in a slot overlapping in time with a PUSCH/PUCCH/SRS transmission on the target MCG or when a gap between the first or last symbol of a PUSCH/PUCCH/SRS transmission on the target MCG is separated by less than  symbols from a last or a first symbol, respectively, of a PRACH transmission on the source MCG.   for  or ,  for  or , and  is the SCS configuration of the active UL BWP for the PUSCH/PUCCH/SRS transmission to source MCG. 
During DAPS operation, the scheduled PDSCH(s) for the UE is associated with CORESETPoolIndex = 0 and the UE shall monitor one or more CORESETs associated with CORESETPoolIndex = 0. If the UE is indicated with two indicated TCI states in a codepoint of the DCI field ‘Transmission Configuration Indication’, only the first TCI state is applied to the PDSCH during DAPS operation.




Issue #7) Correcting DAPS for half duplex operations [8]
One company identified that some description is needed to support DAPS for the half duplex operating UEs. Especially on cases to handle the transmission time period between Tx and Rx (and Rx to Tx) situations.

· Proposed TP from [8]:
#TP1-10
	15	Dual active protocol stack based handover
<unchanged text omitted>
If 
-	the UE does not provide UplinkPowerSharingDAPS-HO, and 
-	UE transmissions on the target cell and the source cell overlap 
the UE transmits only on the target cell and cancels the transmission on the source cell if the first symbol of the transmission on the source cell is after . The UE does not expect to cancel a transmission on the source cell if a first symbol of the transmission on the source cell is less than  after a last symbol of a CORESET where the UE receives a PDCCH providing a DCI format scheduling a transmission on the target cell.  is the PUSCH preparation time for the corresponding PUSCH processing capability [6, TS 38.214] assuming ,   is a time duration corresponding to 2 symbols for SCS configuration , and  is the smallest SCS configuration between the SCS configuration of the PDCCH providing the DCI format and the SCS configuration for the transmission on the source cell. If the UE transmits PRACH using 1.25 kHz or 5 kHz SCS on the source cell, the UE determines  assuming SCS configuration .
For DAPS HO operation, a UE not capable of full-duplex communication is not expected to transmit in the uplink to a cell earlier than  after the end of the last received downlink symbol in the other cell where  is given by Table 4.3.2-3 in TS 38.211. 
A UE not capable of full-duplex communication is not expected to receive in the downlink from a cell earlier than  after the end of the last transmitted uplink symbol in the other cell where  is given by Table 4.3.2-3 in TS 38.211.
<unchanged text omitted>





3. Discussions 

Issue #2)
Since there are numerous TPs available for this issue, the moderator has constructed series of questions to facilitate the email discussions. From the proposed TP, it seems the underlying function that companies wish to implement is similar. So moderator suggest to first focus on clearly defining the behaviors and then finalizing the TP.

Q1) What is the behavior set corresponding to case (1) ~ (6)? Please provide inputs based on listed UE behavior A ~ D. If the case categorization below is not able to capture the different cases that specification needs to handle, please provide the categorization and corresponding UE behavior information.

	
	Power Sharing Mode

	No Power Sharing Mode

	DAPS Scenario
	support of ul-TransCancellationDAPS-r16
	UE is provided uplinkPowerSharingDAPS-Mode-r16
&
(Assumes UE provided one or more of power sharing mode) 

	UE does not indicate support for any of semi-static power sharing mode1, semi-static power sharing mode2, and dynamic power sharing mode
OR
UE is not provided UplinkPowerSharingDAPS-HO-mode-r16

	Intra-frequency DAPS
	UE needs to support UL cancellation in intra-frequency DAPS
	case (1)
	case (2)

	Intra-band Inter-frequency DAPS
&
Inter-band inter-frequency DAPS
	UE doesn’t indicates support of ul-TransCancellationDAPS-r16
	case (3)
	case (4)

	
	UE indicates support of ul-TransCancellationDAPS-r16
	case (5)
	case (6)



· UE behavior A: when Tx overlap, UE transmits only on target cell and drops the source cell transmission (source cell Tx dropping timing/gap agreed apply)
· UE behavior B: UE does not expect gNB to schedule any overlapping target and source cell transmission
· UE behavior C: UE supports transmission of target and source cell transmissions using either semi-static or dynamic power sharing rules
· UE behavior D: undefined


	 Company
	Comments for Q1

	Example
	Case (1) – behavior C
Case (2) – behavior A
Case (3) – behavior C
Case (4) – behavior B
Case (5) – behavior C
Case (6) – behavior A
Additional notes: xxxx

	ZTE
	We make some modifications on the UE behavior as shown below.
UE behavior A: when Tx overlaps in the time domain, UE transmits only on target cell and drops the source cell transmission (source cell Tx dropping timing/gap agreed apply)
UE behavior E: when Tx overlaps in the time domain and frequency domain, UE transmits only on target cell and drops the source cell transmission (source cell Tx dropping timing/gap agreed apply)
Case (1) - behavior A
Case (2) - behavior A
Case (3) - behavior C 
Case (4) - behavior B
Case (5) - behavior C or behavior E
Case (6) - behavior A

	Ericsson
	
We would also like to make one clarification of the behaviors:
UE behavior C: UE transmits to source and target cell using either semi-static or dynamic power sharing rules when Tc overlap
Case (1) – behavior C
Case (2) – behavior A
Case (3) – behavior C
Case (4) – behavior B
Case (5) – behavior C
Case (6) – behavior A

	Intel
	We are ok with ZTE’s modification to UE behavior A, and Ericsson changes to behavior C.

Case (1) – behavior C 
Case (2) – behavior A
Case (3) – behavior C
Case (4) – behavior B
Case (5) – behavior C
Case (6) – behavior A

For UEs not supporting dual transmission in intra-frequency or inter-frequency, this can be supported by intra-frequency or inter-frequency DAPS capability indication. Therefore, even though RAN1 has agreed previously that UE would always drop the source cell transmission in intra-frequency case (1) and (2), we are ok of supporting behavior C.




Issue #4)
Newly brought up issue for merging of m-TRP and DAPS features in Rel-16 is discussed in issue #4.

Q2) Is TP#1-9 agreeable? If No, please provide comments on why. If need more information, please provide questions towards proponent company(ies) that you would like to seek or clarify. If yes with some modifications, please provide the changes. If there are other comments, please provide them as well.

	 Company
	TP#1-9 agreeable? (Yes/No/Need more information)
	Comments for Q2

	ZTE
	No
	From the perspective of physical layer, the main impact of M-TRP is to increase the PDCCH monitoring overhead. However, it does not exceed the UE capability since the UE should support PDCCH blind decoding capability with 4 cells. It cannot lead to the extension of DAPS handover duration. In addition, M-TRP can improve the reliability especially for the UE on the edge of the cell. This is important for handover since it can reduce the possibility of handover failure. Therefore, it is not necessary to disable the second TRP operation during DAPS handover

	Ericsson
	No
	We realize that simultaneous DAPS HO and mTRP may be complex. However, we propose to reuse the same paradigm as for SCells – the NW would have to release all SCells in the HO command, and reestablish them after HO. Similarily, the NW would have to turn of mTRP operation during DAPS HO.
For section 15 in 38.213, the TP would read
[bookmark: _Hlk48639070]During DAPS operation, the UE is not expected to be configured with any CORESETs that are associated with CORESETPoolIndex, or to be indicated with two indicated TCI states in a codepoint of the DCI field ‘Transmission Configuration Indication’.

	Intel 
	yes
	We are also ok with Ericsson’s suggestion for the alternative TP (above)

	
	
	





Issue #7)
Newly brought up issue for supporting half duplex UEs for DAPS is discussed in issue #7.

Q3) Is TP#1-10 agreeable? If No, please provide comments on why. If need more information, please provide questions towards proponent company(ies) that you would like to seek or clarify. If yes with some modifications, please provide the changes. If there are other comments, please provide them as well.


	 Company
	TP#1-10 agreeable? (Yes/No/Need more information)
	Comments for Q3

	ZTE
	Need more information
	First, a question should be resolved, i.e., whether the half duplex UE supports DAPS. We are not sure whether RAN1 can make a conclusion. If the answer is yes, the capability should be indicated by the UE. The second question is whether to reuse the current capability indication or introduce a separate capability indication for DAPS handover. 

	Ericsson
	No
	Our understanding is that the text in 38.211 applies also to DAPS. For sure, as long as the UE does not indicate any of  simultaneousRxTxInterBandENDC, simultaneousRxTxInterBandCA or simultaneousRxTxSUL the gap will be applied. There may be a corner case where the UE supports simultaneous RxTx for one of the above cases but not for DAPS. The natural solution would be to add a capability for this.

If we cannot add a capability, the update should be in 38.211.

	Intel
	No
	We believe the half duplex generic text in TS38.211 (see section 4.3.2) provides the information that half duplex UEs cannot perform immediate transmission.
If text needs to be updated, we prefer to update 211 where the other half duplex constraints are placed. 
It should be noted that supporting DAPS for half duplex UEs without a separate capability may need further discussion in the UE feature list.

TS38.211 Section 4.3.2
“A UE not capable of full-duplex communication and not supporting simultaneous transmission and reception as defined by parameter simultaneousRxTxInterBandENDC, simultaneousRxTxInterBandCA or simultaneousRxTxSUL [10, TS 38.306] among all cells within a group of cells is not expected to transmit in the uplink in one cell within the group of cells earlier …”
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