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1. Overall Description:
RAN1 thanks RAN2 LS (R1-2202620/R2-2203597), which requests RAN1 inputs for a number of issues. In this reply LS, RAN1 would like to provide the feedbacks for the following two issues related TEG and PRU in the RAN2 LS.
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	Issue Number
	Issues
	Required RAN1 work

	Issue # 1
	The definition of TEG is captured in the running CR of TS38.305 as
UE Rx Timing Error Group (UE Rx TEG): A UE Rx TEG  is associated with one or more DL timing measurements, which have the Rx timing error difference within a certain margin. 
UE RxTx Timing Error Group (UE RxTx TEG): A UE RxTx TEG is associated with one or more UE Rx-Tx time difference measurements, which have the ‘Rx timing errors+Tx timing errors’ difference within a certain margin.
UE Tx Timing Error Group (UE Tx TEG): A UE Tx TEG is associated with the transmissions of one or more UL SRS resources for the positioning purpose, which have the Tx timing error difference within a certain margin.
TRP Rx Timing Error Group (TRP Rx TEG): A TRP Rx TEG is associated with one or more UL timing measurements, which have the Rx timing error difference within a certain margin.
TRP RxTx Timing Error Group (TRP RxTx TEG): A TRP RxTx TEG is associated with one or more gNB Rx-Tx time difference measurements, which have the ‘Rx timing errors+Tx timing errors’ difference within a certain margin.
TRP Tx Timing Error Group (TRP Tx TEG): A TRP Tx TEG is associated with the transmissions of one or more DL PRS resources, which have the Tx timing error difference within a certain margin.
Issue: companies in RAN2 commented that the definitions for the different TEG are unclear. The emphasis seems to be about the association with certain measurement but still does not explain the relation to the resources involved and what reference is for the “error difference”. It is also not intuitive what the “group” in TEG refers to;

RAN2 plan to use RAN1 agreements as baseline for the definition of TEGs, i.e. 
Tx timing error: Result of Tx time delay (defined below) involved in the transmission of a signal. It is the uncalibrated Tx time delay, or the remaining delay after the TRP/UE internal calibration/compensation of the Tx time delay, involved in the transmission of the DL PRS/UL SRS signals. The calibration/compensation may also include the calibration/compensation of the relative time delay between different RF chains in the same TRP/UE and may also possibly consider the offset of the Tx antenna phase centre to the physical antenna centre
Tx time delay: From a signal transmission perspective, the time delay from the time when the digital signal is generated at baseband to the time when the RF signal is transmitted from the Tx antenna
Rx timing error: Result of Rx time delay (defined below) involved in the reception of a signal before reporting measurements that are obtained from the signal. It is the uncalibrated Rx time delay, or the remaining delay after the UE/TRP internal calibration/compensation of the Rx time delay, involved in the reception of the DL PRS/UL SRS signals. The calibration/compensation may also include the calibration/compensation of the relative time delay between different RF chains in the same UE/TRP and may also possibly consider the offset of the Rx antenna phase centre to the physical antenna centre
Rx time delay: From a signal reception perspective, there will be a time delay from the time when the RF signal arrives at the Rx antenna to the time when the signal is digitized and time-stamped at the baseband
UE Tx ‘timing error group’ (UE Tx TEG): Tx timing errors, associated with UE transmissions on one or more UL SRS resources for positioning purpose, that are within a certain margin
UE Rx ‘timing error group’ (UE Rx TEG): Rx timing errors, associated with UE reporting of one or more DL measurements (RSTD), that are within a certain margin
UE RxTx ‘timing error group’ (UE RxTx TEG): Rx timing errors and Tx timing errors, associated with UE reporting of one or more UE Rx-Tx time difference measurements and one or more UL SRS resources for positioning purpose, that are within a certain margin
TRP Tx ‘timing error group’ (TRP Tx TEG): Tx timing errors, associated with TRP transmissions on one or more DL PRS resources, that are within a certain margin
TRP Rx ‘timing error group’ (TRP Rx TEG): Rx timing errors, associated with TRP reporting of one or more UL measurements, that are within a certain margin
TRP RxTx ‘timing error group’ (TRP RxTx TEG): Rx timing errors and Tx timing errors, associated with TRP reporting of one or more gNB Rx-Tx time difference measurements and one or more DL PRS resources, that are within a certain margin.
	RAN1 provides further clarifications and confirmation on the definition;

	Issue # 2
	RAN2 has agreed that RAN2 will not discuss PRUs further without further guidance from RAN1 (LS or feature list).

	RAN1 to decide whether PRU is supported in Rel-17;




For the Issue#1, RAN1 have made the following agreement:

	Agreement
Provide the following response to RAN2 LS (R1-2202620):
· A “Rx TEG” is associated with one or more measurements obtained from one or multiple received RS resources. The Rx timing error differences between any pair of the measurements belonging to the same Rx TEG are within a certain margin.
· A “Tx TEG” is associated with one or more transmitted RS resources.  The Tx timing error differences between any pair of the RS resources belonging to the same Tx TEG are within a certain margin.
· The “group” means that for a set of multiple measurements or a set of multiple RS resources, if the error difference between any pair within the set is within the margin, the set is intuitively considered as timing error group, and is associated with a TEG ID.
· The definitions of the Tx/Rx timing delays/errors and Rx/Tx/RxTx TEGs in RAN2’s LS that RAN2 plans on using as a baseline are correct with the following changes. 
· UE RxTx ‘timing error group’ (UE RxTx TEG): Rx timing errors and Tx timing errors, associated with UE reporting of one or more UE Rx-Tx time difference measurements, which have the 'Rx timing errors+Tx timing errors' differences within a certain margin
· TRP RxTx ‘timing error group’ (TRP RxTx TEG): Rx timing errors and Tx timing errors, associated with TRP reporting of one or more gNB Rx-Tx time difference measurements, which have the 'Rx timing errors+Tx timing errors' differences within a certain margin
· RAN1 is not planning on changing the definitions of UE Rx/Tx/RxTx TEGs specified in TS 38.214





For the Issue#2, RAN1 have reached the following conclusion:

	Conclusion
From RAN1 perspective, no change to RAN1 specifications is needed in order to support PRU in Rel-17.





2. Actions:
To RAN2
ACTION: 	RAN1 respectfully requests RAN2 to take above information into account in their future work.

3. Date of Next TSG-RAN WG1 Meetings:
TSG-RAN WG1 Meeting #109-e	16 May – 27 May 2022		E-Meeting
TSG-RAN WG1 Meeting #110	22 Aug – 26 Aug 2022		Toulouse, France

