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If a UE 
-	would transmit a first channel/signal using E-UTRA radio access and second channels/signals using NR radio access, and
-	a transmission of the first channel/signal would overlap in time with a transmission of the second channels/signals, and
-	the priorities of the channels/signals are known to both E-UTRA radio access and NR radio access at the UE  msec prior to the start of the earliest of the two transmissions, where  and is based on UE implementation, 
the UE transmits only the channels/signals of the radio access technology with the highest priority value, where the highest priority value
-	 as is determined by the SCI formats scheduling the transmissions, or, 
-	is indicated by higher layers in case of a S-SS/PSBCH block or a sidelink synchronization signal using E-UTRA radio access, as indicated by higher layers or, 
-  is determined as described in clause 16.2.4.2 among PSFCH transmissions and
-	is equal to the priority value of the corresponding PSSCH in case of PSFCH transmission with HARQ-ACK information, orequal to the priority of the corresponding PSSCH. 
-	is equal to the smallest priority value determined by the SCI formats 1-A of the corresponding conflicting resources in case of PSFCH transmission for conflict information 
If a UE 
-	would respectively transmit or receive a first channel/signal using E-UTRA radio access and receive a second channel/signal or transmit second channels/signals using NR radio access, and
-	a transmission or reception of the first channel/signal would respectively overlap in time with a reception of the second channel/signal or transmission of the second channels/signals, and
-	the priorities of the channels/signals are known to both E-UTRA radio access and NR radio access at the UE  msec prior to the start of the earliest transmission or reception, where  and is based on UE implementation,
the UE transmits or receives the channels/signals of the radio access technology with the highest priority value, where the highest priority value
-	as is determined by the SCI formats scheduling the transmissions, or, 
-	is indicated by higher layers in case of a S-SS/PSBCH block or a sidelink synchronization signal using E-UTRA radio access, as indicated by higher layers or, 
-  is determined as described in clause 16.2.4.2 among PSFCH transmissions and
-	is equal to the priority value of the corresponding PSSCH in case of PSFCH reception with HARQ-ACK information, or, equal to the priority of the corresponding PSSCH.
-	is equal to the priority value determined by the corresponding SCI formats 1-A in case of PSFCH reception with conflict information
[bookmark: _Toc29894883][bookmark: _Toc29899182][bookmark: _Toc29899600][bookmark: _Toc29917336][bookmark: _Toc36498211][bookmark: _Toc45699239][bookmark: _Toc92093887]16.2.4.2	Simultaneous PSFCH transmission/reception
For a PSFCH transmission or reception with HARQ-ACK information, a priority value for the PSFCH is equal to the priority value indicated by an SCI format 1-A associated with the PSFCH.
For PSFCH transmission with conflict information, a priority value for the PSFCH is equal to the smallest priority value determined by the corresponding SCI formats 1-A for the conflicting resources.
For PSFCH reception with conflict information, a priority value for the PSFCH is equal to the priority value determined by the corresponding SCI format 1-A for the conflicting resource.
If a UE 
-	would transmit  PSFCHs and receive  PSFCHs, and
-	transmissions of the  PSFCHs would overlap in time with receptions of the  PSFCHs
the UE transmits or receives only a set of PSFCHs corresponding to the smallest priority field value, as determined by a first set of SCI format 1-A and a second set of SCI format 1-A [5, TS 38.212] that are respectively associated with the  PSFCHs with HARQ-ACK information and the  PSFCHs with HARQ-ACK information when one or more of the PSFCHs provide HARQ-ACK information. If none of the  PSFCHs and none of the  PSFCHs provide HARQ-ACK information, the UE transmits or receives only a set of PSFCHs corresponding to the smallest priority value of the first set of PSFCHs and the second set of PSFCHs that are respectively associated with the  PSFCHs and the  PSFCHs when the PSFCHs provide conflict information.	Comment by Aris Papasakellariou: If “up to” is essential here, it can be included. Otherwise, if it is understood, better not to add as that is legacy text.
If a UE would transmit  PSFCHs in a PSFCH transmission occasion, the UE first transmits  PSFCHs with HARQ-ACK information corresponding to the smallest  priority field values. Subsequently, the UE transmits remaining PSFCHs with conflict information corresponding to the smallest remaining priority field values from the  priority field values, if any indicated in all SCI formats 1-A associated with the PSFCH transmission occasion.
[bookmark: _Toc29894884][bookmark: _Toc29899183][bookmark: _Toc29899601][bookmark: _Toc29917337][bookmark: _Toc36498212][bookmark: _Toc45699240][bookmark: _Toc92093888]16.2.4.3	Simultaneous SL and UL transmissions/receptions
If a UE 
-	would simultaneously transmit on the UL and on the SL in a carrier or in two respective carriers, and
-	the UE is not capable of simultaneous transmissions on the UL and on the SL in the carrier or in the two respective carriers
the UE transmits only on the link, UL or SL, with the higher priority.
If a UE 
-	would simultaneously transmit on the UL and receive on the SL in a carrier, or
-	would simultaneously transmit on the UL and receive on the SL in two respective carriers and the UE is not capable of simultaneous transmission on the UL and reception on the SL in the two respective carriers
the UE transmits on UL or receives on SL, with the higher priority.
If a UE 
-	is capable of simultaneous transmissions on the UL and on the SL in two respective carriers,
-	would transmit on the UL and on the SL in the two respective carriers, 
-	the transmission on the UL would overlap with the transmission on the SL over a time period, and
-	the total UE transmission power over the time period would exceed 
the UE 
-	reduces the power for the UL transmission prior to the start of the UL transmission, if the SL transmission has higher priority than the UL transmission as determined in clause 16.2.4.3.1, so that the total UE transmission power would not exceed 
-	reduces the power for the SL transmission prior to the start of the SL transmission, if the UL transmission has higher priority than the SL transmission as determined in clause 16.2.4.3.1, so that the total UE transmission power would not exceed 
[bookmark: _Toc45699241][bookmark: _Toc92093889]16.2.4.3.1	Prioritizations for sidelink and uplink transmissions/receptions 
A UE performs prioritization between SL transmissions/receptions and UL transmissions after performing the procedures described in clause 9, clause 9.2.5, and clause 9.2.6, and in clause 6.1 of [6, TS 38.214]. 
PSFCH transmissions in a slot, as determined in clause 16.2.4.2, have a same priority value as the smallest priority value among PSSCH receptions with corresponding HARQ-ACK information provided by the PSFCH transmissions in the slot, if any, and as the smallest priority value among PSFCH transmissions with conflict information in the slot, if any, where each priority value is equal to the smallest priority value determined by corresponding SCI formats 1-A as described in clause 16.3.
PSFCH receptions in a slot, as determined in clause 16.2.4.2, have a same priority value as the smallest priority value among PSSCH transmissions with corresponding HARQ-ACK information provided by the PSFCH receptions in the slot, if any, and as the smallest priority values among PSFCH receptions with conflict information in the slot, if any, where each priority value is equal to the priority value determined by corresponding SCI format 1-A as described in clause 16.3.
A priority of S-SS/PSBCH block transmission or reception is provided by sl-SSB-PriorityNR.
For prioritization between SL transmission or PSFCH/S-SS/PSBCH block reception and UL transmission other than a PRACH, or a PUSCH scheduled by an UL grant in a RAR and its retransmission, or a PUSCH corresponding to Type-2 random access procedure and its retransmission, or a PUCCH with sidelink HARQ-ACK information report 
-	if the UL transmission is for a PUSCH or for a PUCCH with priority index 1, 
-	if sl-PriorityThreshold-UL-URLLC is provided
-	the SL transmission or reception has higher priority than the UL transmission if the priority value of the SL transmission or reception is smaller than sl-PriorityThreshold-UL-URLLC; otherwise, the UL transmission has higher priority than the SL transmission or reception
-	else
-	the UL transmission has higher priority than the SL transmission or reception
-	else
-	the SL transmission or reception has higher priority than the UL transmission if the priority value of the SL transmission(s) or reception is smaller than sl-PriorityThreshold; otherwise, the UL transmission has higher priority than the SL transmission or reception
A PRACH transmission, or a PUSCH scheduled by an UL grant in a RAR and its retransmission, or a PUSCH for Type-2 random access procedure and its retransmission, or a PUCCH with HARQ-ACK information in response to successRAR, or a PUCCH indicated by a DCI format 1_0 with CRC scrambled by a corresponding TC-RNTI has higher priority than a SL transmission or reception.
A PUCCH transmission with a sidelink HARQ-ACK information report has higher priority than a SL transmission if a priority value of the PUCCH is smaller than a priority value of the SL transmission. The priority value of the PUCCH transmission is as described in clause 16.5. If the priority value of the PUCCH transmission is larger than the priority value of the SL transmission, the SL transmission has higher priority.
A PUCCH transmission with a sidelink HARQ-ACK information report has higher priority than a PSFCH/S-SS/PSBCH block reception if a priority value of the PUCCH is smaller than a priority value of the SL reception. If the priority value of the PUCCH transmission is larger than the priority value of the PSFCH/S-SS/PSBCH block reception, the SL reception has higher priority.
When one or more SL transmissions from a UE overlap in time with multiple non-overlapping UL transmissions from the UE, the UE performs the SL transmissions if at least one SL transmission is prioritized over all UL transmissions subject to the UE processing timeline with respect to the first SL transmission and the first UL transmission.
When one or more UL transmissions from a UE overlap in time with multiple non-overlapping SL transmissions, the UE performs the UL transmissions if at least one UL transmission is prioritized over all SL transmissions subject to the UE processing timeline with respect to the first SL transmission and the first UL transmission.
When one SL transmission overlaps in time with one or more overlapping UL transmissions, the UE performs the SL transmission if the SL transmission is prioritized over all UL transmissions subject to both the UE multiplexing and processing timelines with respect to the first SL transmission and the first UL transmission, where the UE processing timeline with respect to the first SL transmission and the first UL transmission is same as when one or more SL transmissions overlap in time with multiple non-overlapping UL transmissions.
When one SL transmission overlaps in time with one or more overlapping UL transmissions, the UE performs the UL transmission if at least one UL transmission is prioritized over the SL transmission subject to both the UE multiplexing and processing timelines with respect to the first SL transmission and the first UL transmission, where the UE processing timeline with respect to the first SL transmission and the first UL transmission is same as when one or more SL transmissions overlap in time with multiple non-overlapping UL transmissions.
16.3	UE procedure for reporting and obtaining control information in PSFCH 
Control information provided by a PSFCH transmission includes HARQ-ACK information or conflict information.
[bookmark: _Toc92093891]16.3.0	UE procedure for transmitting PSFCH with control information
A UE can be indicated by an SCI format scheduling a PSSCH reception to transmit a PSFCH with HARQ-ACK information in response to the PSSCH reception. The UE provides HARQ-ACK information that includes ACK or NACK, or only NACK.
A UE can be provided, by sl-PSFCH-Period, a number of slots in a resource pool for a period of PSFCH transmission occasion resources. If the number is zero, PSFCH transmissions from the UE in the resource pool are disabled.
A UE can be enabled, by inter-UECoordinationScheme2, to transmit a PSFCH with conflict information in a resource pool. The UE can determine, based on an indication by a SCI format 1-A, a set of resources that includes one or more slots and resource blocks that are reserved for PSSCH transmission. If the UE determines a conflict for a reserved resource for PSSCH transmission, the UE provides conflict information in a PSFCH. 
A UE expects that a slot  ) has a PSFCH transmission occasion resource if , where  is defined in [6, TS 38.214], and  is a number of slots that belong to the resource pool within 10240 msec according to [6, TS 38.214], and  is provided by sl-PSFCH-Period.
A UE may be indicated by higher layers to not transmit a PSFCH that includes HARQ-ACK information in response to a PSSCH reception [11, TS 38.321].
If a UE receives a PSSCH in a resource pool and the HARQ feedback enabled/disabled indicator field in an associated SCI format 2-A or a SCI format 2-B has value 1 [5, TS 38.212], the UE provides the HARQ-ACK information in a PSFCH transmission in the resource pool. The UE transmits the PSFCH in a first slot that includes PSFCH resources and is at least a number of slots, provided by sl-MinTimeGapPSFCH, of the resource pool after a last slot of the PSSCH reception. 
A UE is provided by sl-PSFCH-RB-Set a set of  PRBs in a resource pool for PSFCH transmission with HARQ-ACK information in a PRB of the resource pool. A UE can be provided by sl-PSFCH-Conflict-RB-Set a set of  PRBs in a resource pool for PSFCH transmission with conflict information in a PRB of the resource pool. For a number of  sub-channels for the resource pool, provided by sl-NumSubchannel, and a number of PSSCH slots associated with a PSFCH slot that is less than or equal to , the UE allocates the  PRBs from the  PRBs to slot  among the PSSCH slots associated with the PSFCH slot and sub-channel , where , , , and the allocation starts in an ascending order of  and continues in an ascending order of . The UE expects that  is a multiple of . 
The second OFDM symbol  of PSFCH transmission in a slot is defined as .
A UE determines a number of PSFCH resources available for multiplexing HARQ-ACK or conflict information in a PSFCH transmission as  where  is a number of cyclic shift pairs for the resource pool provided by sl-NumMuxCS-Pair and, based on an indication by sl-PSFCH-CandidateResourceType,
-	if sl-PSFCH-CandidateResourceType is configured as startSubCH,  and the  PRBs are associated with the starting sub-channel of the corresponding PSSCH; 
-	if sl-PSFCH-CandidateResourceType is configured as allocSubCH,  and the  PRBs are associated with the  sub-channels of the corresponding PSSCH.
The PSFCH resources are first indexed according to an ascending order of the PRB index, from the  PRBs, and then according to an ascending order of the cyclic shift pair index from the  cyclic shift pairs.  
A UE determines an index of a PSFCH resource for a PSFCH transmission with HARQ-ACK information in response to a PSSCH reception or with conflict information corresponding to a reserved resource as  where  is a physical layer source ID provided by SCI format 2-A or 2-B [5, TS 38.212] scheduling the PSSCH reception, or by SCI format 2-A or 2-B with corresponding SCI format 1-A reserving the resource from another UE to be provided with the conflict information and for HARQ-ACK information,  is the identity of the UE receiving the PSSCH as indicated by higher layers if the UE detects a SCI format 2-A with Cast type indicator field value of "01"; otherwise,  is zero. For conflict information,  is zero.
For a PSFCH transmission with HARQ-ACK information and conflict information, a UE determines a  value, for computing a value of cyclic shift  [4, TS 38.211], from a cyclic shift pair index corresponding to a PSFCH resource index and from  using Table 16.3-1. A UE expects that different PRBs are (pre)configured for conflict information and HARQ-ACK information.
Table 16.3-1: Set of cyclic shift pairs
	
	

	
	Cyclic Shift Pair Index 0
	Cyclic Shift Pair Index 1
	Cyclic Shift Pair Index 2
	Cyclic Shift Pair Index 3
	Cyclic Shift Pair Index 4
	Cyclic Shift Pair Index 5

	1
	0
	-
	-
	-
	-
	-

	2
	0
	3
	-
	-
	-
	-

	3
	0
	2
	4
	-
	-
	-

	6
	0
	1
	2
	3
	4
	5



For a PSFCH transmission with HARQ-ACK information, a UE determines a  value, for computing a value of cyclic shift  [4, TS 38.211], as in Table 16.3-2 if the UE detects a SCI format 2-A with Cast type indicator field value of "01" or "10", or as in Table 16.3-3 if the UE detects a SCI format 2-B or a SCI format 2-A with Cast type indicator field value of "11". For a PSFCH transmission with conflict information, a UE determines a  value for computing a value of cyclic shift  [4, TS 38.211] as in Table 16.3-4. The UE applies one cyclic shift from a cyclic shift pair to a sequence used for the PSFCH transmission [4, TS 38.211]. 
Table 16.3-2: Mapping of HARQ-ACK information bit values to a cyclic shift, from a cyclic shift pair, of a sequence for a PSFCH transmission when HARQ-ACK information includes ACK or NACK
	HARQ-ACK Value
	0 (NACK)
	1 (ACK)

	Sequence cyclic shift
	0
	6



Table 16.3-3: Mapping of HARQ-ACK information bit values to a cyclic shift, from a cyclic shift pair, of a sequence for a PSFCH transmission when HARQ-ACK information includes only NACK
	HARQ-ACK Value
	0 (NACK)
	1 (ACK)

	Sequence cyclic shift
	0
	N/A



Table 16.3-4: Mapping of conflict information bit values to a cyclic shift, from a cyclic shift pair, of a sequence for a PSFCH transmission
	Conflict information
	Conflict information for a next in time reserved resource indicated in SCI for either a current or a next PSSCH transmission

	Sequence cyclic shift
	0


A first UE determines a second UE for providing the conflict information to in a PSFCH as follows
-  the PSFCH occasions for resource conflict information of the second UE are valid
-  the indicationUEB flag in SCI Format 1-A from a second UE is set to 1, if indicationUEBScheme2 = ‘enabled’ 
-	if the first UE is an intended receiver of the second UE for a reserved resource of a PSSCH transmission in a slot,
-	does not expect to perform reception on the sidelink due to half-duplex operation in the slot, and
-	determines to transmit to the second UE the PSFCH with the conflict information.
A first UE determines a UE for providing the conflict information to in a PSFCH as follows
-	if, for a resource pool, interUECoordinationScheme2XYZ1 is disabled, the first UE has been indicated a first reserved resource and a second reserved resource as resources for PSSCH reception or, if for a resource pool interUECoordinationScheme2XYZ1 is enabled, has been indicated at least the first reserved resource or the second reserved resource for PSSCH reception,
-	detects a first SCI format 1-A that includes a first priority value, , and the first reserved resource for PSSCH transmission from a second UE,
-	detects a second SCI format 1-A that includes a second priority value, , and the second reserved resource for PSSCH transmission from a third UE, and
-	determines that the first and second resources overlap in time and frequency
-	determines to transmit to the second UE the PSFCH with the conflict information
-  determines to transmit to either the second UE or the third UE the PSFCH with the conflict information, if 
The first UE can be provided conditions by optionForCondition2A1Scheme2ABC to determine conflict of reserved resources in a resource pool
-	if optionForCondition2A1Scheme2ABC = 'RSRP-ThresPerPrioritiesrule1', the first UE can be provided by, ThresPSSCH-RSRP-List , a list of RSRP thresholds for each priority combination  [6, TS 38.214]
-	if the first UE is an intended receiver for PSSCH in a reserved resource of the second UE, the first UE determines a resource conflict if the RSRP [6, TS 38.214] of the third UE is above a threshold
-	if the first UE is an intended receiver for PSSCH in a reserved resource of the third UE, the first UE determines a resource conflict if the RSRP of the second UE is above a threshold
-	if optionForCondition2A1Scheme2ABC = 'RSRP-ThresWithRsrpMeasurementrule2', the first UE can be provided a value  by deltaRSRPThresh
-	if the first UE is an intended receiver for PSSCH in a reserved resource of the second UE, the first UE determines a resource conflict if , where  and  are the RSRP measurements from the first UE for the second UE and the third UE, respectively
-	if the first UE is an intended receiver for PSSCH in a reserved resource of the third UE, the first UE determines a resource conflict if 
If a UE transmits a PSFCH with conflict information corresponding to a reserved resource indicated in an SCI format 1-A, the UE transmits the PSFCH in the resource pool in a slot determined based on PSFCHOccasionScheme2
-	If PSFCHOccasionScheme2 = 'followSCI', the UE transmits the PSFCH in a first slot that includes PSFCH resources and is at least a number of slots, provided by sl-MinTimeGapPSFCH, of the resource pool after a slot of a PSCCH reception that provides the SCI format 1-A. The PSFCH resource is in a slot that is at least  slots [6, TS 38.214] before the resource associated with the conflict information; otherwise, the UE does not transmit the PSFCH with conflict information.
-	If PSFCHOccasionScheme2 = 'followReservedResource', the UE transmits the PSFCH in a latest slot that includes PSFCH resources and is at least  slots before a slot of the resource associated with conflict information. The PSFCH resource is in a slot that is at least sl-MinTimeGapPSFCH slots after a slot of a PSCCH reception that provides the SCI format 1-A; otherwise, the UE does not transmit the PSFCH with conflict information.
[bookmark: _Toc92093892]16.3.1	UE procedure for receiving PSFCH with control information 
A UE that transmitted a PSSCH scheduled by a SCI format 2-A or a SCI format 2-B that indicates HARQ feedback enabled, attempts to receive associated PSFCHs with HARQ-ACK information according to PSFCH resources determined as described in clause 16.3.0. The UE determines an ACK or a NACK value for HARQ-ACK information provided in each PSFCH resource as described in [8-4, TS 38.101-4]. The UE does not determine both an ACK value and a NACK value at a same time for a PSFCH resource. 
For each PSFCH reception occasion, from a number of PSFCH reception occasions, the UE generates HARQ-ACK information to report to higher layers. For generating the HARQ-ACK information, the UE can be indicated by a SCI format to perform one of the following 
-	if the UE receives a PSFCH associated with a SCI format 2-A with Cast type indicator field value of "10"
-	report to higher layers HARQ-ACK information with same value as a value of HARQ-ACK information that the UE determines from the PSFCH reception 
-	if the UE receives a PSFCH associated with a SCI format 2-A with Cast type indicator field value of "01" 
-	report an ACK value to higher layers if the UE determines an ACK value from at least one PSFCH reception occasion from the number of PSFCH reception occasions in PSFCH resources corresponding to every identity  of UEs that the UE expects to receive corresponding PSSCHs as described in clause 16.3; otherwise, report a NACK value to higher layers
-	if the UE receives a PSFCH associated with a SCI format 2-B or a SCI format 2-A with Cast type indicator field value of "11"
-	report to higher layers an ACK value if the UE determines absence of PSFCH reception for the PSFCH reception occasion; otherwise, report a NACK value to higher layers
A UE that transmitted SCI format 1-A, indicating one or more reserved resources, and enabled by inter-UECoordinationScheme2, attempts to receive associated PSFCH with conflict information in a resource pool ofin PSFCH resources that the UE determines as described in clause 16.3.0. If the UE determines presence of a resource conflict based on conflict information in a PSFCH reception, the UE reports the resource conflict to higher layers.
-	if slotLevelResourceExclusionScheme2 is not provided, the UE reports resources overlapping with a next in time reserved resource indicated by a SCI format 1-A


-	if slotLevelResourceExclusionScheme2 is provided, the UE reports resources in a slot of a next in time reserved resource indicated by a SCI format 1-A
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