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1 Introduction
In RAN1#108-e, a list of Rel-17 UE features for NR NTN were agreed for further discussions [1]. In this contribution, we address an issue that may arise for Rel-18 onward. 
2 Discussion 
1. 
1. 
· FG 26-5
NTN-TN mobility is one of the objectives of Rel-18 NR NTN enhancements. Therefore, 3GPP will start investigating systems with both NTN and TN components in Rel-18. In order to avoid any issues when discussing features from Rel-18 onward, we suggest we clarify that FG 26-5 covers operation with NTN carriers only. While this clarification has no impact for Rel-17, it will be useful in the future if there are scenarios where one carrier is for NTN and one for TN.
For component description add “when a UE is configured with NTN carriers only” as follows. 

	26. NR_NTN_solutions
	26-5
	Increasing the number of HARQ processes
	The maximal supported HARQ process number is X for UL and Y for DL, when a UE is configured with NTN carriers only.
	
	Yes
	No
	Increased number of HARQ processes is not supported for NR communication via satellite
	Per band 
	No
	No
	No
	Candidate component values for (X,Y): {(16,32),(32,16),(32,32)}
	Optional with capability signalling

[Note: This UE feature group is applicable only for NR cell for communication via satellite/HAPS as specified in TS 38.101-5 or TS 38.104; for any other cell this feature is not supported]



[bookmark: _Hlk86417714][bookmark: _Ref124589665][bookmark: _Ref71620620][bookmark: _Ref124671424][bookmark: _GoBack]Proposal 1: Agree on the updated FG 25-6 as shown below:

	26. NR_NTN_solutions
	26-5
	Increasing the number of HARQ processes
	The maximal supported HARQ process number is X for UL and Y for DL, when a UE is configured with NTN carriers only.
	
	Yes
	No
	Increased number of HARQ processes is not supported for NR communication via satellite
	Per band 
	No
	No
	No
	Candidate component values for (X,Y): {(16,32),(32,16),(32,32)}
	Optional with capability signalling

[Note: This UE feature group is applicable only for NR cell for communication via satellite/HAPS as specified in TS 38.101-5 or TS 38.104; for any other cell this feature is not supported]
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