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8.13 Maintenance on NR Dynamic spectrum sharing (DSS)
[109-e-R17_DSS-01] Email discussion for moderator’s proposals in the FL summary R1-2205192 for maintenance on DSS – Ravi (Ericsson)

· Discussion and decision by May 18
[109-e-R17_DSS-02] Email discussion for maintenance on further MR-DC/CA Enhancement, including Issue-1, Issue-2 and Issue-3 of moderator’s proposals in the FL summary R1-2205179– Frank (Huawei)

· Discussion and decision by May 18
Agreement
· Adopt the TP of Propsal-TP1 in R1-2205584 for 38.213 v17.1.0 sub-clause 10.1
· Note: Whether the change is also made to previous release specification(s) can be discussed in respective maintenance A.I.
Agreement
· Adopt the TP of Propsal-TP2v2 in R1-2205584 for 38.213 v17.1.0 sub-clause 10.1
Agreement
· Agree the TP Proposal-TP3v2 in R1-2205584 for 38.213 v17.1.0 sub-clause 10.1.1

Note: To editors, above proposals cited by Agreements could be found in R1-2205584.
Agreement
Adopt to the following TP for TS 38.213.
======================Start of Text proposal to TS 38.214============================

7.6.2     NR-DC

The UE procedures described in this clause is not applicable if the UE is provided scg-State [12, TS 38.331].
======================end of Text proposal to TS 38.213============================

Agreement
Adopt to the following TP for TS 38.214.

======================Start of Text proposal to TS 38.213============================
5.2.1.5.3          Aperiodic CSI-RS for tracking for fast SCell activation
When the UE receives an Enhanced Scell Activation/Deactivation MAC-CE that triggers one or two CSI-RS bursts for fast SCell activation for a (set of) deactivated SCell(s),
-        if the MAC-CE indicates that the first CSI-RS burst for SCell activation is present in an SCell, then the UE may assume that the first CSI-RS burst for SCell activation is present in that SCell. The first slot of the first CSI-RS burst starts at the m1th SCell slot after the last SCell slot coinciding with the reference slot n+k, as defined in clause 4.3 of [6, TS38.213], of the cell in which the MAC-CE was received.
======================End of Text proposal to TS 38.214============================
R1-2205584
Agreed TPs from Email discussion [109-e-R17_DSS-01]
R1-2205583
Summary of Email discussion [109-e-R17_DSS-01].

R1-2205179
[109-e-Prep-AI8.13 fMR-DC/CA Enh] Prep phase summary of further MR-DC/CA Enhancement


Moderator (Huawei)
R1-2203102
Discussion on NR Dynamic spectrum sharing
Huawei, HiSilicon

R1-2203196
Maintenance of DSS and MR-DC
ZTE

R1-2203528
Maintenance on Scell scheduling Pcell
vivo

R1-2203876
Remaining details of NR dynamic spectrum sharing
Samsung

R1-2204005
Remaining issues of cross-carrier scheduling from sSCell to Pcell
OPPO

R1-2204624
Remaining issues on Cross-carrier scheduling from Scell to Pcell
LG Electronics

R1-2204694
On Cross-Carrier Scheduling from sSCell to P(S)Cell
MediaTek Inc.

R1-2204778
On SCell scheduling PCell transmissions
Intel Corporation

R1-2204822
NR-DC uplink power sharing when SCG cells are deactivated
Nokia, Nokia Shanghai Bell

R1-2204962
Maintenance for Rel-17 DSS
Ericsson

R1-2204996
Maintenance on NR Dynamic spectrum sharing
Qualcomm Incorporated  
