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*** Unchanged text is omitted ***
If a UE can support
-	a first set of  serving cells where the UE is either not provided coresetPoolIndex or is provided coresetPoolIndex with a single value for all CORESETs on all DL BWPs of each scheduling cell from the first set of serving cells, and
-	a second set of  serving cells where the UE is not provided coresetPoolIndex or is provided coresetPoolIndex with a value 0 for a first CORESET, and with a value 1 for a second CORESET on any DL BWP of each scheduling cell from the second set of serving cells
the UE determines, for the purpose of reporting pdcch-BlindDetectionCA, pdcch-BlindDetectionCA-r17, pdcch-BlindDetectionCAr15, and pdcch-BlindDetectionCAr15 a number of serving cells as  where  is a value reported by the UE. 
If a UE indicates in UE-NR-Capability a carrier aggregation capability larger than 4 serving cells and the UE is not provided monitoringCapabilityConfig for any downlink cell or if the UE is provided monitoringCapabilityConfig = r15monitoringcapability for all downlink cells where the UE monitors PDCCH, the UE includes in UE-NR-Capability an indication for a maximum number of PDCCH candidates and for a maximum number of non-overlapped CCEs the UE can monitor per slot when the UE is configured for carrier aggregation operation over more than 4 cells. When a UE is not configured for NR-DC operation, the UE determines a capability to monitor a maximum number of PDCCH candidates and a maximum number of non-overlapped CCEs per slot that corresponds to  downlink cells, where	Comment by Stephen Grant: Case 1 (Rel-15 monitoring on all cells)
-	 is  if the UE does not provide pdcch-BlindDetectionCA where  is the number of configured downlink serving cells
-	otherwise,  is the value of pdcch-BlindDetectionCA 
*** Unchanged text is omitted ***
If a UE indicates in UE-NR-Capability a carrier aggregation capability larger than four downlink cells, the UE includes in UE-NR-Capability an indication for a maximum number of PDCCH candidates and a maximum number of non-overlapped CCEs that the UE can monitor per group of  slots when the UE is configured for carrier aggregation operation over more than four downlink cells for which the UE is provided monitoringCapabilityConfig = r17monitoringcapabilitywith SCS configuration . When a UE is not configured for NR-DC operation for all downlink cells where the UE monitors PDCCH, the UE determines a capability to monitor a maximum number of PDCCH candidates and a maximum number of non-overlapped CCEs per group of  slots that corresponds to  downlink cells, where	Comment by Stephen Grant: Case 4 (Rel-17 PDCCH monitoring on all cells)
-	 is  the number of configured downlink cells if the UE does not provide pdcch-MonitoringCABlindDetectionCA-r17, where  is the number of configured downlink serving cells
-	otherwise,  is the value of pdcch-MonitoringCABlindDetectionCA-r17
When the UE is configured for carrier aggregation operation over more than 4 cells, the UE does not expect to monitor per group of  slots a number of PDCCH candidates or a number of non-overlapped CCEs that is larger than the maximum number as derived from the corresponding value of .
*** Unchanged text is omitted ***
If a UE indicates in UE-NR-Capability a carrier aggregation capability larger than one downlink cell with monitoringCapabilityConfig = r15monitoringcapability or larger than one downlink cell with monitoringCapabilityConfig = r17monitoringcapability, the UE includes in UE-NR-Capability an indication for a maximum number of PDCCH candidates and a maximum number of non-overlapped CCEs the UE can monitor for downlink cells with monitoringCapabilityConfig = r15monitoringcapability or for downlink cells with monitoringCapabilityConfig = r17monitoringcapability when the UE is configured for carrier aggregation operation over more than two downlink cells with at least one downlink cell with monitoringCapabilityConfig = r15monitoringcapability and at least one downlink cell with monitoringCapabilityConfig = r17monitoringcapabilityhas SCS configuration . When a UE is not configured for NR-DC operation, the UE determines a capability to monitor a maximum number of PDCCH candidates and a maximum number of non-overlapped CCEs per slot or per group of  slots that corresponds to  downlink cells or to  downlink cells, respectively, where	Comment by Stephen Grant: Case 5 (Mix of Rel-15 and Rel-17 PDCCH monitoring)
-	 is  the number of configured downlink cells if the UE does not provide pdcch-BlindDetectionCAr15, where  is the number of configured downlink serving cells
-	otherwise, 
-	if the UE reports only one combination of (pdcch-BlindDetectionCAr15, pdcch-BlindDetectionCAr17),  is the value of pdcch-BlindDetectionCAr15 
-	else,  is the value of pdcch-BlindDetectionCAr15 from a combination of (pdcch-BlindDetectionCAr15, pdcch-BlindDetectionCAr17) that is provided by pdcch-BlindDetectionCA-CombIndicator-r17
and
-	 is  the number of configured downlink cells if the UE does not provide pdcch-BlindDetectionCAr17, where  is the number of configured downlink serving cells
-	otherwise, 
-	if the UE reports only one combination of (pdcch-BlindDetectionCAr15, pdcch-BlindDetectionCAr17),  is the value of pdcch-BlindDetectionCAr17 
-	else,  is the value of pdcch-BlindDetectionCAr17 from a combination of (pdcch-BlindDetectionCAr15, pdcch-BlindDetectionCAr17) that is provided by pdcch-BlindDetectionCA-CombIndicator-r17
*** Unchanged text is omitted ***
When the UE is configured for carrier aggregation operation over more than two downlink cells with at least one downlink cell with monitoringCapabilityConfig = r15monitoringcapability, at least one downlink cell with monitoringCapabilityConfig = r17monitoringcapability, and no downlink cell with monitoringCapabilityConfig = r16monitoringcapability, the UE does not expect to 
-	monitor per slot a number of PDCCH candidates or a number of non-overlapped CCEs that is larger than the maximum number as derived from the corresponding value of , and 
-	monitor per group of  slots a number of PDCCH candidates or a number of non-overlapped CCEs that is larger than the maximum number as derived from the corresponding value of 
*** Unchanged text is omitted ***
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*** Unchanged text is omitted ***
If a UE 
[bookmark: _Hlk23024772]-	does not report pdcch-BlindDetectionCA , pdcch-BlindDetectionCA-r17, pdcch-BlindDetectionCAr15, or pdcch-BlindDetectionCAr15 or is not provided BDFactorR, 
-	reports pdcch-BlindDetectionCA, pdcch-BlindDetectionCA-r17, pdcch-BlindDetectionCAr15, or pdcch-BlindDetectionCAr15, the UE can be indicated by BDFactorR either  or 
If a UE is configured with  downlink cells for which the UE is not provided monitoringCapabilityConfig, or is provided monitoringCapabilityConfig = r15monitoringcapability and is not provided CORESETPoolIndex, with associated PDCCH candidates monitored in the active DL BWPs of the scheduling cells using SCS configuration  where , the UE is not required to monitor, on the active DL BWPs of the scheduling cells, 	Comment by Stephen Grant: Case 1 (Rel-15 PDCCH monitoring on all cells)
-	more than  PDCCH candidates or more than  non-overlapped CCEs per slot for each scheduled cell when the scheduling cell is from the  downlink cells, or
-	more than  PDCCH candidates or more than  non-overlapped CCEs per slot for each scheduled cell when the scheduling cell is from the  downlink cells
-	more than  PDCCH candidates or more than  non-overlapped CCEs per slot for CORESETs with same coresetPoolIndex value for each scheduled cell when the scheduling cell is from the  downlink cells
 is replaced by , if a UE is configured with downlink cells for which the UE is provided both monitoringCapabilityConfig = r15monitoringcapability and monitoringCapabilityConfig = r16monitoringcapability.
If a UE 
-	is configured with  downlink cells for which the UE is not provided monitoringCapabilityConfig, or is provided monitoringCapabilityConfig = r15monitoringcapability and is not provided coresetPoolIndex, 
-	with associated PDCCH candidates monitored in the active DL BWPs of the scheduling cell(s) using SCS configuration , where , and
-	a DL BWP of an activated cell is the active DL BWP of the activated cell, and a DL BWP of a deactivated cell is the DL BWP with index provided by firstActiveDownlinkBWP-Id for the deactivated cell, 
[bookmark: _Hlk530114396]the UE is not required to monitor more than   PDCCH candidates or more than  non-overlapped CCEs per slot on the active DL BWP(s) of scheduling cell(s) from the  downlink cells.  is replaced by if a UE is configured with downlink cells for which the UE is provided both monitoringCapabilityConfig = r15monitoringcapability and monitoringCapabilityConfig = r16monitoringcapability.
For each scheduled cell from the  downlink cells, the UE is not required to monitor on the active DL BWP with SCS configuration  of the scheduling cell more than  PDCCH candidates or more than  non-overlapped CCEs per slot.
For each scheduled cell from the  downlink cells, the UE is not required to monitor on the active DL BWP with SCS configuration  of the scheduling cell 
-	more than  PDCCH candidates or more than  non-overlapped CCEs per slot
-	more than  PDCCH candidates or more than  non-overlapped CCEs per slot for CORESETs with same coresetPoolIndex value
*** Unchanged text is omitted ***
If a UE is configured with   downlink cells for which the UE is provided monitoringCapabilityConfig = r17monitoringcapability for with SCS configuration  in the active DL BWPs of the scheduling cells, and with   of the   downlink cells using any combination  for a group of  slots for PDCCH monitoring, where , , the UE is not required to monitor, on the active DL BWP of the scheduling cell, 	Comment by Stephen Grant: Case 4 (Rel-17 PDCCH monitoring on all cells)
· more than  PDCCH candidates or more than  non-overlapped CCEs per group of  slots for each scheduled cell when the scheduling cell is from the  downlink cells, or.
· more than  PDCCH candidates or more than  non-overlapped CCEs per group of  slots for each scheduled cell when the scheduling cell is from the  downlink cells, or
· more than  PDCCH candidates or more than  non-overlapped CCEs per group of  slots for CORESETs with same coresetPoolIndex for each scheduled cell when the scheduling cell is from the  downlink cells.
 If the UE is configured with downlink cells for which the UE is provided monitoringCapabilityConfig = r15monitoringcapability and downlink cells for which the UE is provided monitoringCapabilityConfig = r17monitoringcapability for the active DL BWPs,  is replaced by . If the UE is configured with downlink cells for which the UE is provided monitoringCapabilityConfig = r16monitoringcapability and downlink cells for which the UE is provided monitoringCapabilityConfig = r17monitoringcapability for the active DL BWPs,  is replaced by . If the UE is configured with downlink cells for which the UE is provided monitoringCapabilityConfig = r15monitoringcapability and monitoringCapabilityConfig = r16monitoringcapability and downlink cells for which the UE is provided monitoringCapabilityConfig = r17monitoringcapabilitywith SCS configuration  for the active DL BWPs,  is replaced by . If, for one or more of the cells, the UE is provided with monitoringCapabilityConfig = r16monitoringcapability, the UE assumes .	Comment by Stephen Grant: Case 5	Comment by Stephen Grant: Case 6, 7
If a UE is configured  downlink cells with for which the UE is provided monitoringCapabilityConfig = r17monitoringcapability for the active DL BWPs of the scheduling cells, and with   of the   downlink cells using any combination  for a group of  slots for PDCCH monitoring, where  , a DL BWP of an activated cell is the active DL BWP of the activated cell, and a DL BWP of a deactivated cell is the DL BWP with index provided by firstActiveDownlinkBWP-Id for the deactivated cell, the UE is not required to monitor more than	Comment by Stephen Grant: Case 4

PDCCH candidates, or more than 

non-overlapped CCEs, per group of  slots on the active DL BWP(s) of scheduling cell(s) from the    downlink cells where   is a number of configured cells with associated PDCCH candidates monitored in the active DL BWPs of the scheduling cells using SCS configuration . If the UE is configured   downlink cells for which the UE is provided both monitoringCapabilityConfig = r15monitoringcapability or monitoringCapabilityConfig = r16monitoringcapability, and monitoringCapabilityConfig = r17monitoringcapability for the active DL BWP,  is replaced by , or by , or by , respectively, and 	Comment by Stephen Grant: Case 5, 6, 7


and  is one of , , or , respectively. If, for one or more of the cells, the UE is provided with monitoringCapabilityConfig = r16monitoringcapability, the UE assumes .
For each scheduled cell from the  downlink cells using any combination  for a group of  slots, the UE is not required to monitor on the active DL BWP with SCS configuration  of the scheduling cell, more than  PDCCH candidates or more than  non-overlapped CCEs per group of  slots.
For each scheduled cell from the  downlink cells using any combination  for a group of  slots, the UE is not required to monitor on the active DL BWP with SCS configuration  of the scheduling cell, 
· more than  PDCCH candidates or more than  non-overlapped CCEs per group of  slots
· more than more than  PDCCH candidates or more than  non-overlapped CCEs per group of  slots for CORESETs with the same coresetPoolIndex value.
*** Unchanged text is omitted ***
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