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	Reason for change:
	RSRPP measurement using the same Rx beam as standalone RSRPP-based DL-AoD is deemed supported from specifications and it is also confirmed by RAN1/RAN2 with the exception of the mandatory reporting of the first RSRP. Such a case should be considered when determine the condition for reporting the Rx beam index. The current condition of Rx beam index reporting that is only applicable to RSRP is too restrictive.


	
	

	Summary of change:
	Add at least two RSRPP measurements associated with the same Rx beam as another condition to report the Rx beam index.


	
	

	Consequences if not approved:
	Rx beam index reporting is not supported for RSRPP-based DL-AoD.
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	Other comments:
	UE is required to implement this CR for RSRPP reporting for DL-AoD. No change to the RAN/core network is required.


	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc29673158][bookmark: _Toc29673299][bookmark: _Toc29674292][bookmark: _Toc36645522][bookmark: _Toc45810567][bookmark: _Toc114223814]5.1.6.5	PRS reception procedure
========================= Unchanged parts =========================
The UE may be configured to measure and report, subject to UE capability, up to 24 DL PRS-RSRP measurements on DL PRS resources associated with the same dl-PRS-ID. When the UE reports DL PRS-RSRP measurements from one DL PRS resource set, the UE may indicate which DL PRS-RSRP measurements associated with the same higher layer parameter nr-DL-PRS-RxBeamIndex [17, TS 37.355] have been performed using the same spatial domain filter for reception if for each nr-DL-PRS-RxBeamIndex reported there are at least 2 DL PRS-RSRP measurements associated with it within the DL PRS resource set. When the UE reports DL PRS-RSRP measurements for a DL PRS resource, the reported multiple DL PRS-RSRP measurements associated with the same or different higher layer parameter nr-DL-PRS-RxBeamIndex may have the same or different timestamps. 
The UE may be configured to measure and optionally report, subject to UE capability, up to 24 DL PRS RSRPP for the first detected path on DL PRS resources associated with the same dl-PRS-ID. When the UE reports DL PRS-RSRPP measurements from one DL PRS resource set, the UE may indicate which DL PRS-RSRPP measurements associated with the same higher layer parameter nr-DL-PRS-RxBeamIndex [17, TS 37.355] have been performed using the same spatial domain filter for reception if for each nr-DL-PRS-RxBeamIndex reported there are at least 2 DL PRS-RSRPP measurements associated with it within the DL PRS resource set.
========================= Unchanged parts =========================

