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	Reason for change:
	Power control for PUCCH carrying UCIs of different priorities is according to high priority UCI(s).  The effective coding rate of the high priority UCI is used in two power control formulae for a case with   larger than 11 bits and another case with  no larger than 11 bits. The effective coding rate is formed as a ratio between a numerator part and a denominator part. While the specification text clearly prescribes the calculation of the denominator part, the calculation of the numerator part is not clear.

	
	

	Summary of change:
	The introduced change prescribes the calculation of the numerator part for two cases (i.e.  no larger than 11 bits and  larger than 11 bits).

	
	

	Consequences if not approved:
	Due to ambiguity in the specification text, a UE may transmit PUCCH carrying UCIs of different priorities at a power level not intended by the network.
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	Isolated impact analysis:

This CR is based on RAN1’s common understanding, which has no impact on UE behavior. 
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9.2.5.3	UE procedure for reporting UCI of different priorities
*** Unchanged text is omitted ***
If a UE transmits a PUCCH that includes HARQ-ACK information bits of priority 0 and 1 using a PUCCH resource that includes PUCCH format 2, 3 or 4, the UE determines a power for the PUCCH transmission as described in clause 7.2.1 assuming that the PUCCH includes only UCI bits of priority 1, where . If bits,  replaces  in the  calculation in clause 7.2.1; otherwise,   replaces    in the calculation in clause 7.2.1.
*** Unchanged text is omitted ***


