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10	UE procedure for receiving control information
*** Unchanged parts are omitted ***
A UE is not required to monitor PDCCH candidates for a Type0/0A/0B/1/1A /2/2A -PDCCH CSS set when the active TCI state for a corresponding CORESET is not associated with physCellId in ServingCellConfigCommon.
If a UE monitors the PDCCH candidate for a Type0-PDCCH CSS set on the serving cell according to the procedure described in clause 13, the UE may assume that no SS/PBCH block is transmitted in REs used for monitoring the PDCCH candidate on the serving cell. 
If at least one RE of a PDCCH candidate for a UE on the serving cell overlaps with at least one RE of lte-CRS-ToMatchAround, or of LTE-CRS-PatternList, the UE 
-	is not required to monitor the PDCCH candidate if the UE is not provided XYZ,
-	monitors the PDCCH candidate if the UE is provided XYZ and is not provided lte-CRS-PatternList3 or lte-CRS-PatternList4.	Comment by Aris Papasakellariou 1: Whether or not to support more than one non-overlapping CRS patterns is currently under discussion and the text in this paragraph is subject to corresponding RAN1 decisions.
If a UE is provided availableRB-SetsPerCell, the UE is not required to monitor PDCCH candidates that overlap with any RB from RB sets that are indicated as unavailable for receptions by an available RB set indicator field in DCI format 2_0 as described in clause 11.1.1. If the UE does not obtain the available RB set indicator for a symbol, the UE monitors PDCCH candidates on all RB sets in the symbol.
*** Unchanged parts are omitted ***
When precoderGranularity = allContiguousRBs, a UE does not expect 
-	to be configured a set of resource blocks of a CORESET that includes more than four sub-sets of resource blocks that are not contiguous in frequency
-	any RE of a CORESET to overlap with any RE determined from
-	lte-CRS-ToMatchAround, or from LTE-CRS-PatternList if the UE is not provided XYZ, or
-	lte-CRS-PatternList3 or lte-CRS-PatternList4 if the UE is provided XYZ, or
-	with any RE of a SS/PBCH block.
If a UE is provided two TCI states indicating quasi co-location information of the DM-RS antenna port for PDCCH reception in a CORESET associated with a Type3-PDCCH CSS set, the UE may assume the quasi co-location information indicated in both of the two TCI states for the PDCCH reception in the CORESET.
*** Unchanged parts are omitted ***

