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1. Overall Description:

RAN1 has discussed and concluded on the following with regards to derive to determine the L1 data rate from the UE’s band combinations and baseband capabilities. 
The approximate data rate for a given number of aggregated carriers in a band or band combination is computed as follows. 
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· J is the number of aggregated component carriers in a band or band combination

· Rmax = 948/1024

· For the j-th CC,
· 
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 is the maximum number of layers 
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 is the maximum modulation order
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is the scaling factor 

· The scaling factor can at least take the values 1 and 0.75. 
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is signalled per band and per band per band combination
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 the amount of spectrum in MHz.
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 is the spectral utilization and is less than 1 (as defined in [38.101]) 
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is the overhead and takes the following values

· [0.14], for frequency range FR1 for DL

· [0.2], for frequency range FR2 for DL

· [0.14], for frequency range FR1 for UL

· [0.2], for frequency range FR2 for UL

· Note: Only one of the UL or SUL carriers (the one with the higher data rate) is counted for a cell operating SUL 

· The approximate maximum data rate can be computed as the maximum of the approximate data rates computed using the above formula for each of the supported band or band combinations.

2. Actions:

To RAN WG2 group.

ACTION: 
RAN WG1 asks RAN WG2 to take into account the above approximate maximum data rate definition
3. Date of Next TSG-RAN WG1 Meetings:

TSG-RAN1-AH-1801

22 - 26 Jan 2018
Vancouver, Canada

TSG-RAN WG1 Meeting #92
26th Feb 2018 – 2th Mar 2018
Athens, Greece
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