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Introduction
This is the summary of the following email discussion:
· [AT116-e][702][V2X/SL] 38.321 running CR (LG)

Scope: Continue the discussion on the issues in R2-2110157 and prepare 38.321 running CR for endorsement. 

Intended outcome: Discussion summary in R2-2111418 and 38.321 running CR in R2-2111419 (if needed). Proposals and CR will be approved by email.   



  


    Deadline: 11/8, 17:00 UTC
	Company
	Name
	E-mail

	LG
	Giwon Park
	Giwon.park@lge.com
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Issues for a running CR to 38.321
Issue 1: Priority order of SL DRX Command MAC CE
RAN2 previously agreed in RAN2#113-e that SL DRX Command MAC CE is introduced for SL DRX operation in unicast. RAN2 should discuss the priority order of the Sidelink DRX Command MAC CE.
Priority order of Sidelink MAC CE is specified in 38.321 as follows:
Logical channels shall be prioritised in accordance with the following order (highest priority listed first):

-
data from SCCH;

-
Sidelink CSI Reporting MAC CE;

-
data from any STCH.
Thus, one of the options is to have the same priority order of Sidelink CSI Reporting MAC CE.

Rapporteur believe that the SL DR Command MAC CE should at least have a higher priority than the SL CSI reporting MAC CE. When designing SL CSI reporting in RAN1, there was an opinion that CSI reporting may even be lower than the priority of STCH. That is, in the RAN1, it is typically assumed that the priority of CSI is lower than other control information.
Therefore, Rapporteur think that SL DRX command MAC CE, which is related to power saving of the UE, should at least have a higher priority than SL CSI reporting MAC CE.
Q1: Which option do you prefer for priority order of Sidelink DRX Command MAC CE?
a) Between data from SCCH and Sidelink CSI Reporting MAC CE
b) Same priority order of Sidelink CSI Reporting MAC CE
c) Between Sidelink CSI Reporting MAC CE and data from any STCH
d) Any other
	Company
	Option
	Comment

	LG
	a
	SL DRX command MAC CE, which is related to power saving of the UE, should at least have a higher priority than SL CSI reporting MAC CE.

	OPPO
	a or c
	b is not feasible since we cannot have the same priority order of 2 different MAC CEs which may be transmitted together. For a and c, we can follow majority’s view.


Issue 2: Priority value of SL DRX Command MAC CE
RAN2 should discuss and decide the priority value of the Sidelink DRX Command MAC CE. One of the options is to have the same priority vaue (e.g., fixed value “1”) of Sidelink CSI Reporting MAC CE.
Q2: Can Sidelink DRX Command MAC CE's priority value be set to a fixed value (i.e., “1”)?

a) Yes
b) No
c) Any other?
	Company
	Yes or no
	Comment

	LG
	a
	

	OPPO
	a
	


Issue 3: Starting point of sl-drx-HARQ-RTT-Timer in case of HARQ feedback disabled 
For the HARQ Feedback Disabled Case, it has not been determined whether the HARQ RTT timer value is set to a fixed "0" or can have a different value. Rapporteur thinks that the understanding of the start time of the HARQ RTT timer may change depending on this decision (i.e., HARQ RTT timer value in case of HARQ feedback disabled MAC PDU transmission), so it is necessary to discuss the HARQ RTT timer value first.
Thus, Rapporteur’s suggestion is to postpone discussion of this issue until the end of the discussion of HARQ RTT timer for HARQ Feedback Disabled MAC PDU transmission.
This issue has been excluded from the discussion. Feedback is not needed.
Conclusion and recommendation

