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[bookmark: _Toc535235050]START OF CHANGES
[bookmark: _Toc12750878][bookmark: _Toc5705145]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
BAP	Backhaul Adaptation Protocol
BC	Band Combination
BT	Bluetooth
DAPS	Dual Active Protocol Stack
DL	Downlink
EHC	Ethernet Header Compression
FS	Feature Set
FSPC	Feature Set Per Component-carrier
IAB-MT	Integrated Access Backhaul Mobile Termination
MAC	Medium Access Control
MCG	Master Cell Group
MN	Master Node
MR-DC	Multi-RAT Dual Connectivity
PDCP	Packet Data Convergence Protocol
[bookmark: _Hlk96681662]QoE	Quality of Experience
RLC	Radio Link Control
RTT	Round Trip Time
SCG	Secondary Cell Group
SDAP	Service Data Adaptation Protocol
SN	Secondary Node
UL	Uplink
WLAN	Wireless Local Area Network

NEXT CHANGES
[bookmark: OLE_LINK12]4.2.x QoE measurement parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2 DIFF

	qoe-Streaming-MeasReport-r17
Indicates whether the UE supports NR QoE Measurement Collection for streaming services.
	UE
	No
	No
	No

	qoe-MTSI-MeasReport-r17
Indicates whether the UE supports NR QoE Measurement Collection for MTSI services.
	UE
	No
	No
	No

	qoe-VR-MeasReport-r17
Indicates whether the UE supports NR QoE Measurement Collection for VR services.
	UE
	No
	No
	No

	ranVisibleQoE-Streaming-MeasReport-r17 	Comment by Lenovo (Hyung-Nam): Add dash between “ran” and “Visible”
Indicates whether the UE supports RAN visible QoE Measurement Collection for stearming service.
	UE
	No
	No
	No

	ranVisibleQoE-VR-MeasReport-r17 	Comment by Lenovo (Hyung-Nam): Add dash between “ran” and “Visible”
Indicates whether the UE supports RAN visible QoE Measurement Collection for VR service.
	UE
	No
	No
	No

	qoe-RRC-Segmentation-r17
Indicates whether the UE supports UL RRC segementation for QoE report.
	UE
	No
	No
	No



END OF CHANGES


	

Annex A: R2 feature list for this CR
[bookmark: OLE_LINK3]5.2.x	NR_QoE-Core
Table 5.2.X-1: Layer-2 and Layer-3 feature list for NR_QoE-Core	Comment by Lenovo (Hyung-Nam): The description of the components, field names need to be aligned with the proposed changes above.
	[bookmark: OLE_LINK20]Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Field name in TS 38.331
	Parent IE in TS 38.331 [2]
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Note
	Mandatory/Optional

	X. NR_QoE-Core
	X-1
	[bookmark: OLE_LINK4]NR QoE measurement collection
	Indicates whether the UE supports NR QoE Measurement Collection for streaming services.
	
	qoe-Streaming-MeasReport-r17
	qoE-Parameters-r17
	No
	No
	
	Optional with capability signalling

	
	X-2
	NR QoE measurement collection
	Indicates whether the UE supports NR QoE Measurement Collection for MTSI services.
	
	qoe-Streaming-MTSI-r17
	qoE-Parameters-r17
	No
	No
	
	Optional with capability signalling

	
	X-3
	NR QoE measurement collection
	Indicates whether the UE supports NR QoE Measurement Collection for VR services.
	
	qoe-Streaming-VR-r17
	qoE-Parameters-r17
	No
	No
	
	Optional with capability signalling

	
	X-4
	RAN visible QoE measurement collection
	Indicates whether the UE supports RAN visible QoE Measurement Collection for stearming service
	
	ranVisibleQoE-Streaming-MeasReport-r17
	[bookmark: OLE_LINK13]qoE-Parameters-r17
	No
	No
	
	Optional with capability signalling

	
	X-5
	RAN visible QoE measurement collection
	Indicates whether the UE supports RAN visible QoE Measurement Collection for VR service
	
	ranVisibleQoE-VR-MeasReport-r17
	qoE-Parameters-r17
	No
	No
	
	[bookmark: OLE_LINK17]Optional with capability signalling


	
	X-6
	NR QoE measurement collection
	Indicates whether the UE supports UL RRC segementation for QoE report.
	
	qoe-RRC-Segemengtation-r17
	qoE-Parameters-r17
	No
	No
	
	Optional with capability signalling



