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	Reason for change:
	The MDT measurement reports included in NR includes the measurements related to the UE’s height information. This information is included as follows in TS 38.331.

Sensor-LocationInfo-r16 ::= SEQUENCE {
    sensor-MeasurementInformation-r16    OCTET STRING    OPTIONAL,
    sensor-MotionInformation-r16         OCTET STRING    OPTIONAL,
    ...
}

sensor-MeasurementInformation
This field provides barometric pressure measurements as Sensor-MeasurementInformation defined in TS 37.355 [49]. The first/leftmost bit of the first octet contains the most significant bit.

The UE includes the barometric pressure measurements in the logged MDT reports and immediate MDT reports based on the network configurations. In the case of immediate MDT, the UE obtains the configuration related to the inclusion of barometric pressure measurements in the otherConfig whereas for the logged MDT, the UE obtains the configurations related to the inclusion of baromteric pressure measurements in the loggedMeasurementConfiguration.

The height information so included in the MDT reports aids the operator to build a 3D coverage map of their deployment. 

Such height related information is missing in the LTE MDT reports. 



	
	

	Summary of change:
	A UE capability indicating its ability to report uncompensated barometric pressure information in logged and immediate MDT reporting is introduced.

A UE capability indicating its ability to report uncompensated barometric pressure information in immediate MDT reporting is introduced.



	
	

	Consequences if not approved:
	Height information reporting is not configurable by the network for the MDT reports as netowrk is not aware if the UE supports the height measurement reporting in MDT logs, thus leading to inability of the operator to build 3D coverage maps.
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/*Start of first change*/
[bookmark: _Toc90587424][bookmark: _Toc46493956][bookmark: _Toc52534850][bookmark: _Toc83650738]4.3.13	UE-based network performance measurement parameters
[bookmark: _Toc90587425]4.3.13.1	loggedMeasurementsIdle
This parameter defines whether the UE supports logged measurements including logging in any cell selection state in RRC_IDLE upon request from the network as specified in TS 36.331 [5] and TS 36.304 [14]. A UE that supports logged measurements in RRC_IDLE shall also support a minimum of 64kB memory for log storage.
[bookmark: _Toc90587426]4.3.13.2	standaloneGNSS-Location
This parameter defines whether the UE is equipped with a standalone GNSS receiver that may be used to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE.
[bookmark: _Toc90587427]4.3.13.3	Void
[bookmark: _Toc90587428]4.3.13.4	loggedMBSFNMeasurements-r12
This parameter defines whether the UE supports logged MBSFN measurement in RRC_IDLE and RRC_CONNECTED upon request from the network. A UE that supports logged MBSFN measurements shall also support a minimum of 64kB memory for log storage. A UE that supports logged MBSFN measurements shall also support logged measurements in RRC_IDLE upon request from the network.
[bookmark: _Toc90587429]4.3.13.5	locationReport-r14
This parameter defines whether the UE supports reporting of its geographical location information to eNB.
[bookmark: _Toc90587430]4.3.13.6	loggedMeasBT-r15
This parameter indicates whether the UE supports Bluetooth measurements in RRC_IDLE mode.
[bookmark: _Toc90587431]4.3.13.7	loggedMeasWLAN-r15
This parameter indicates whether the UE supports WLAN measurements in RRC_IDLE mode.
[bookmark: _Toc90587432]4.3.13.8	immMeasBT-r15
This parameter indicates whether the UE supports Bluetooth measurements in RRC_CONNECTED mode.
[bookmark: _Toc90587433]4.3.13.9	immMeasWLAN-r15
This parameter indicates whether the UE supports WLAN measurements in RRC_CONNECTED mode.
[bookmark: _Toc90587434]4.3.13.10	ul-PDCP-AvgDelay-r16
This parameter indicates whether the UE supports UL PDCP Packet Average Delay measurement (as specified in TS 38.314 [41]) and reporting in RRC_CONNECTED state.
4.3.13.x	loggedMeasUncomBarPre-r17
This parameter indicates whether the UE supports logging of uncompensated barometric pressure measurement in RRC_IDLE mode and reporting upon request from the network.
4.3.13.y	immMeasUncomBarPre-r17
This parameter indicates whether the UE supports uncompensated barometric pressure measurement reporting in RRC_CONNECTED mode and reporting upon request from the network.

/*end of first change*/
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