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1. Introduction
This is for the discussion of the following:
[AT117-e][616][Relay] Relay running CR to 38.351 (OPPO)
      Scope: Review and update the CR in R2-2202276.
      Intended outcome: Agreeable CR
      Deadline:  Tuesday 2022-03-01 1200 UTC
	Company
	Name
	E-mail

	Ericsson
	Min wang
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2. Discussion
Q1: Please share your additional comment on the running in the following table.

	Company
	Clause
	Comment

	Ericsson
	5.3.3.2
	if there is an entry in sl-SRAP-Config-Relay, whose sl-LocalIdentity matches the UE ID field in SRAP Data PDU, and which includes an sl-RemoteUE-RB-Identity matches srb-Identity or drb-Identity (SRB and DRB are differentiated based on sl-Egress-RLC-Channel-PC5) of the SRAP Data PDU based on the BEARER ID field,
this clause is for UL traffic, therefore sl-Egress-RLC-Channel-PC5 needs to be updated as sl-Egress-RLC-Channel-Uu

	Ericsson
	4.4
	We can remove the editor note on flow control. RAN2 has already concluded to not support control PDU in this release. Therefore, if FC is agreed, it must be implemented in other layers.

	
	
	

	
	
	

	
	
	

	
	
	


3. Conclusion
4. Reference

[1] R2-2202276
Running CR for TS 38.351
OPPO
draft TS
Rel-17
38.351
0.4.0
NR_SL_relay-Core
