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1. Overall Description:
[bookmark: _Hlk132801439]RAN3 would like to inform SA2 of the following progress to address the Editor's notes in TS 23.502 related to NGAP messages:
EN in section 4.8.1.1a:
Editor's note:	Whether the N2 message to be used is a new message or an existing message, e.g. N2 notification, needs coordination with RAN WG considering also if it's NGAP class 1 or class 2 procedure.
RAN3 progress: 
RAN3 has agreed to define a new class 1 procedure named “MT Communication Handling” procedure to signal (based on implementation) the eDRX Cycle information for UE in RRC_INACTIVE when eDRX is beyond 10.24 seconds, by sending a MT Communication Handling request message as per Figure 4.8.1.1a-1 step 2 and a MT Communication Handling response in step 6.

EN in section 4.8.2.2:
Editor's note:	Whether the N2 message to be used is a new message or an existing message, e.g. N2 notification, needs coordination with RAN WGs considering also if it's NGAP class 1 or class 2 procedure.
RAN3 progress: 
RAN3 has agreed that the same class 1 MT Communication Handling procedure is used to request the AMF to disable the 5GC MT communication handling when the UE gets RRC_CONNECTED by sending a MT Communication Handling request message as per Figure 4.8.2.2-1 step 3b.1. The AMF sends MT Communication Handling response message to NG-RAN in step 3b.5.

EN in section 4.8.2.2b 
Editor's note:	Whether the N2 message to be used is a new message or an existing message, e.g. N2 notification, needs coordination with RAN WGs.
RAN3 progress: 
RAN3 agreed to define a new “DL Data Notification” class 2 procedure for AMF to indicate to NG-RAN that DL data/DL signalling is available as per Figure 4.8.2.2b-1 step 2.
RAN3 will continue working on the necessary changes to support MT buffering in CN.

2. Actions:
To SA2:
ACTION: 	RAN3 kindly asks SA2 to take the above RAN3 progress into account. RAN3 will further update SA2 as more progress is achieved.


3. Date of Next TSG-RAN3 Meetings:
TSG RAN3 Meeting #120 	22 - 26 May 2023		Incheon, Republic of Korea
TSG RAN3 Meeting #121 	21 – 25 August 2023		Toulouse, France

