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	Reason for change:
	1. The description for "UE out-of-coverage" is not clear, it should be refered to clause 8.2.
2. Based on current clause 8.1 in TS 38.304 and TS 38.331, not all the UE who is out-of-coverage will apply SL-PreconfigurationNR, i.e., UE who is out-of-coverage can perform NR SL communication according to 
Scenario 1: SL-V2X-PreconfigurationNR
Scenario 2: SIB12 of the cell on the frequency which provides inter-carrier NR sidelink configuration
3. For L2 U2N relay operation, a Remote UE may not be able to detect any cell but it can still receive SIB12 via the connected Relay UE, corresponding clarification is agreed (in principle) in RAN2#121bis e-meeting (R2-2303489). Thus, a L2 U2N Remote UE who is out-of-coverage can still obtain SIB12 via a L2 U2N Relay UE.


	
	

	Summary of change:
	1.	add a reference  for "UE out-of-coverage".
2.	Add clarification for UE to use SL configuration from SIB12, considering following three cases:
Case 1: in-coverage UE
Case 2: L2 U2N Remote UE.
Case 3: non L2 U2N Remote UE out-of-coverage on the frequency which UE is configured to perform NR sidelink communication/discovery and is included in sl-FreqInfoList in SIB12.
3. Add clarification for UE to use PreconfigurationNR, i.e., for non L2 U2N Remote UE out-of-coverage on the frequency which UE is configured to perform NR sidelink communication/discovery and the frequency is not included in sl-FreqInfoList in SIB12.

Impact analysis
Impacted 5G architecture options: 
NR SA, NR-DC

Impacted functionality:
SL DRX, IUC

Inter-operability:
If the network is implemented according to this CR while the UE is not, there is no inter-operability issue.
If the UE is implemented according to this CR while the network is not, there is no inter-operability issue.
If one UE is implemented according to this CR while the other UE is not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	1. The definition of “UE out-of-coverage” is not correct.
2. The conditions to use SIB12 and PreconfigurationNR are not correct.
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8.1	NR sidelink communication, and V2X sidelink communication, and NR sidelink discovery
The UE may transmit or receive NR sidelink communication if it fulfils the condition(s) defined in TS 38.331 [3], clause 5.8.2. When UE is in-coverage for sidelink operation as defined in clause 8.2, the UE may perform NR sidelink communication according to SIB12, and when out-of-coverage for sidelink, the UE may perform NR sidelink communication according to SL-V2X-PreconfigurationNR or according to SIB12 of the cell on the frequency which provides inter-carrier NR sidelink configuration, as specified in TS 38.331 [3]. The UE shall not perform NR sidelink communication according to SL-V2X-PreconfigurationNR if the UE detects a cell providing NR sidelink configuration or inter-carrier NR sidelink configuration for the frequency UE is interested to perform NR sidelink communication on.
The UE may transmit or receive V2X sidelink communication if it fulfills the condition(s) defined in TS 36.331[6], clause 5.10.1d. When UE is in-coverage for sidelink operation as defined in clause 8.2, the UE may perform V2X sidelink communication according to SIB13/ SIB14 of the cell on an NR frequency.
The U2N Remote UE, the U2N Relay UE, or both may transmit NR sidelink relay discovery (i.e., as specified in TS 23.304 [22]) if it fulfills the condition(s) defined in TS 38.331 [3].
For NR sidelink broadcast and groupcast, the UE may obtain SL DRX configuration from SIB12 (for in-coverage UE, as defined in clause 8.2, in RRC_IDLE and RRC_INACTIVE state; or for L2 U2N Remote UE; or for non L2 U2N Remote UE out-of-coverage, as defined in clause 8.2, on the frequency which the UE is configured to perform NR sidelink communication/discovery and which is included in sl-FreqInfoList in SIB12) or SL-PreconfigurationNR (for non L2 U2N Remote UE out-of-coverage, as defined in clause 8.2, on the frequency which the UE is configured to perform NR sidelink communication/discovery and which is not included in sl-FreqInfoList in SIB12).
[bookmark: _GoBack]For inter-UE coordination (IUC) information configuration, the UE may obtain it from SIB12 (for in-coverage UE, as defined in clause 8.2, in RRC_IDLE and RRC_INACTIVE state; and for L2 U2N Remote UE; and for non L2 U2N Remote UE out-of-coverage, as defined in clause 8.2, on the frequency which UE is configured to perform NR sidelink communication and is included in sl-FreqInfoList in SIB12) or SL-PreconfigurationNR (for non L2 U2N Remote UE out-of-coverage, as defined in clause 8.2, on the frequency which UE is configured to perform NR sidelink communication and is not included in sl-FreqInfoList in SIB12).
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