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1. Scope

This document discusses problems with the activation time for integrity protection for signaling radio bearer RB0.
2. Problem

Currently, activation time for integrity protection for signaling radio bearer RB0 (i.e., at which activation time the new integrity protection configuration shall be applied in uplink for RB0) is not appropriate. 

According to TS 25.331, section 8.6.3.5, UE shall set the activation time for integrity protection for signaling radio bearer RB0 to a value greater than or equal to the current value of the RRC sequence number for signalling radio bearer RB0 in the variable INTEGRITY_PROTECTION_INFO, plus the value of the constant N302 plus one. This covers the problem when a cell update interrupts the reconfiguration procedure, since it forces the UE to use the old integrity protection configuration for the Cell Update. 

But in normal cases, this means that the new integrity configuration will only be taken into operation in case there are uplink messages to be sent on RB0. As Cell Update is the only possible message to be sent on RB0 in this situation (and also considering that RB0 is not used at all in CELL_DCH), it might take quite some time before the new configuration is applied. 

This has the drawback of blocking any future integrity re-configurations, potentially infinitely, since UE need only keep two active integrity configurations simultaneously. This might in the future lead to failure at establishment of new UE-CN connections (e.g. CS calls).

2. Proposed solution

When a procedure reconfiguring integrity protection has been successfully completed, i.e. UE has received RLC confirmation  that the UE response message has been successfully delivered, UE shall set the RRC SN for UL RB0 such that next RRC message to be sent on uplink RB0 will use the new integrity protection configuration. 

The change only affects UE implementation. The proposed solution implies that the RRC message sequence numbering for integrity protection for UL RB0 will be discontinuous, but this is already in accordance with current specifications. UTRAN is not affected.

3. Conclusions & recommendations

Attached is a flow chart illustrating the proposed solution, and a CR including the details of the proposed changes.
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8.1.12.3
Reception of SECURITY MODE COMMAND message by the UE

Upon reception of the SECURITY MODE COMMAND message, the UE shall perform the actions for the received information elements according to subclause 8.6.

If the IE "Ciphering mode info" and the IE "Integrity protection mode info" are both not included in the SECURITY MODE COMMAND, the UE shall:

-
set the variable INVALID_CONFIGURATION to TRUE.

If the IE "Security capability" is the same as indicated by variable UE_CAPABILITY_TRANSFERRED, and the IE "GSM security capability" (if included in the SECURITY MODE COMMAND) is the same as indicated by the variable UE_CAPABILITY_TRANSFERRED, the UE shall:

-
set the variable LATEST_CONFIGURED_CN_DOMAIN equal to the IE "CN domain identity";
-
if prior to the reception of SECURITY MODE COMMAND, the value of the IE "Status" in the variable "CIPHERING_STATUS" of the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN is "Not started" and the value of the IE "Historical status" in the variable "INTEGRITY_PROTECTION_INFO" is "Never been active":

-
use the value "START" in the most recently sent IE "START list" that belongs to the CN domain as indicated in the IE "CN domain identity" to initialise all hyper frame numbers for all the signalling radio bearers; while

-
setting the 20 most significant bits of the hyper frame numbers for all signalling radio bearers to the START for that CN domain;

-
setting the remaining bits of the hyper frame numbers equal to zero;
-
suspend all radio bearers and signalling radio bearers (except the signalling radio bearer used to transmit the SECURITY MODE COMPLETE message on the uplink DCCH in RLC-AM) using RLC-AM or RLC-UM that belong to the CN domain indicated in the IE "CN domain identity"; and

-
set the "RLC send sequence number" in IE "Radio bearer uplink ciphering activation time info", at which time the new ciphering configuration shall be applied;

-
set the IE "RRC transaction identifier" in the SECURITY MODE COMPLETE message to the value of "RRC transaction identifier" in the entry for the SECURITY MODE COMMAND message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
if the SECURITY MODE COMMAND message contained the IE "Ciphering mode info":

-
include and set the IE "Radio bearer uplink ciphering activation time info" to the value of the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO, for the respective radio bearer and signalling radio bearer;

-
if the SECURITY MODE COMMAND message contained the IE "Integrity protection mode info" with the IE "Integrity protection mode command" set to "Modify":

-
include and set the IE "Integrity protection activation info" to the value of the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
for radio bearers using RLC-TM:

-
apply the old ciphering configuration for the receiving and transmission of RLC TrD PDUs with CFN less than the number indicated in the IE "Ciphering activation time for DPCH", as sent by the UTRAN;

-
apply the new ciphering configuration for the receiving and transmission of RLC TrD PDUs with CFN greater than or equal to the number indicated in IE "Ciphering activation time for DPCH", as sent by the UTRAN;
-
when the radio bearers and signalling radio bearers using RLC-AM or RLC-UM have been suspended:

-
send a SECURITY MODE COMPLETE message on the uplink DCCH in AM RLC, using the old ciphering configurations;

-
if the IE "Integrity protection mode info" was present in the SECURITY MODE COMMAND message:

-
start applying the new integrity protection configuration in the uplink for signalling radio bearer RB2 from and including the transmitted SECURITY MODE COMPLETE message;

-
when the successful delivery of the SECURITY MODE COMPLETE message has been confirmed by RLC:

-
resume data transmission on any suspended radio bearer and signalling radio bearer mapped on RLC-AM or RLC-UM;
-
if the SECURITY MODE COMMAND message contained the IE "Ciphering mode info":

-
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

-
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
if the SECURITY MODE COMMAND message contained the IE "Integrity protection mode info":
-
if the activation time for integrity protection for uplink RB0 is still pending, according to IE "Uplink integrity protection activation info" in the variable INTEGRITY_PROTECTION_ACTIVATION_INFO (i.e. the last RRC message using the old integrity protection configuration has not been sent):

-
set "Uplink RRC Message sequence number" for signalling radio bearer RB0 in the variable INTEGRITY_PROTECTION_INFO to a value such that next RRC message to be sent on uplink RB0 will use the new integrity protection configuration;
-
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE; and

-
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
the procedure ends. If a RLC reset or re-establishment occurs after the SECURITY MODE COMPLETE message has been confirmed by RLC, but before the activation time for the new ciphering configuration has been reached, then the activation time shall be ignored and the new ciphering configuration shall be applied immediately after the RLC reset or RLC re-establishment;

-
notify upper layers upon change of the security configuration;

-
if a new security key set has been received for the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN:

-
set the START value for this CN domain to 0.

For radio bearers and signalling radio bearers used by the CN indicated in the IE "CN domain identity", the UE shall:

-
if a new integrity protection key has been received:

-
in the downlink:

-
use the new key;

-
set the IE "Downlink RRC HFN" for all signalling radio bearers in the variable INTEGRITY_PROTECTION_INFO of the downlink COUNT-I to zero when the RRC sequence number in a received RRC message on the particular signalling radio bearer reaches the value for that signalling radio bearer indicated in IE "Downlink integrity protection activation info" included in the IE "Integrity protection mode info";


in the uplink:

-
use the new key;

-
set the IE "Uplink RRC HFN" for all signalling radio bearers in the variable INTEGRITY_PROTECTION_INFO of the uplink COUNT-I to zero when the RRC sequence number in a transmitted RRC message on the particular signalling radio bearer reaches the value for that signalling radio bearer indicated in IE "Uplink integrity protection activation info";

-
if a new ciphering key is available:

-
for radio bearers using RLC-TM:

-
use the new key in uplink and downlink;

-
set the HFN component of the COUNT-C to zero at the CFN as indicated in the IE "Ciphering activation time for DPCH" in the IE "Ciphering mode info";

-
for radio bearers using RLC-AM and RLC-UM:

-
in the downlink, at and after the RLC sequence number indicated in IE "Radio bearer downlink ciphering activation time info" in the IE "Ciphering mode info":

-
use the new key;

-
set the HFN component of the downlink COUNT-C to zero;

-
in the uplink, at and after the RLC sequence number indicated in IE "Radio bearer uplink ciphering activation time info":

-
use the new key;

-
set the HFN component of the uplink COUNT-C to zero.

If the IE "Security capability" is not the same as indicated by the variable UE_CAPABILITY_TRANSFERRED, or the IE "GSM security capability" (if included in the SECURITY MODE COMMAND) is not the same as indicated by the variable UE_CAPABILITY_TRANSFERRED, or if the IE "GSM security capability" is not included in the SECURITY MODE COMMAND and is included in the variable UE_CAPABILITY_TRANSFERRED, the UE shall:

-
release all its radio resources;

-
indicate the release of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers;

-
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

-
clear the variable ESTABLISHED_RABS;

-
enter idle mode;

-
perform actions when entering idle mode as specified in subclause 8.5.2;

-
and the procedure ends.

8.2.2.4
Transmission of a response message by the UE, normal case

In case the procedure was triggered by reception of a RADIO BEARER SETUP message, the UE shall:

-
transmit a RADIO BEARER SETUP COMPLETE as response message on the uplink DCCH using AM RLC;

In case the procedure was triggered by reception of a RADIO BEARER RECONFIGURATION message, the UE shall:

-
transmit a RADIO BEARER RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC;

In case the procedure was triggered by reception of a RADIO BEARER RELEASE message, the UE shall:

-
transmit a RADIO BEARER RELEASE COMPLETE as response message on the uplink DCCH using AM RLC;

In case the procedure was triggered by reception of a TRANSPORT CHANNEL RECONFIGURATION message, the UE shall:

-
transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC;

In case the procedure was triggered by reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall:

-
transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC;

If the new state is CELL_DCH or CELL_FACH, the response message shall be transmitted using the new configuration after the state transition, and the UE shall:

-
if the IE "Downlink counter synchronization info" was included in the reconfiguration message:

-
when RLC has confirmed the successful transmission of the response message:

-
re-establish all AM and UM RLC entities with RB identities larger than 3 and set the first 20 bits of all their HFN values to the START value included in the response message for the corresponding CN domain;

-
re-establish the RLC entities with RB identities 1 and 3 and set the first 20 bits of all their HFN values to the START value included in the response message for the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN;

-
set the remaining bits of the HFN values of all AM and UM RLC entities with RB identities different from 2 to zero;

-
if the variable PDCP_SN_INFO is empty:

-
if the received reconfiguration message contained the IE "Ciphering mode info":

-
when RLC has confirmed the successful transmission of the response message:

-
notify upper layers upon change of the security configuration;

-
perform the actions below;

-
if the received reconfiguration message did not contain the IE "Ciphering mode info":

-
when RLC has been requested to transmit the response message:

-
perform the actions below;

-
if the variable PDCP_SN_INFO is non-empty:

-
when RLC has confirmed the successful transmission of the response message:

-
for each radio bearer in the variable PDCP_SN_INFO:

-
if the IE "RB started" in the variable ESTABLISHED_RABS is set to "started":

-
configure the RLC entity for that radio bearer to "continue";

-
perform the actions below.

If the new state is CELL_PCH or URA_PCH, the response message shall be transmitted using the old configuration before the state transition, but the new C-RNTI shall be used if the IE "New C-RNTI" was included in the received reconfiguration message, and the UE shall:

-
when RLC has confirmed the successful transmission of the response message:

-
for each radio bearer in the variable PDCP_SN_INFO:

-
if the IE "RB started" in the variable ESTABLISHED_RABS is set to "started":

-
configure the RLC entity for that radio bearer to "continue";

-
enter the new state (CELL_PCH or URA_PCH, respectively);

-
perform the actions below.

The UE shall:

-
set the variable ORDERED_RECONFIGURATION to FALSE;

-
if the received reconfiguration message contained the IE "Ciphering mode info":

-
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

-
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
if the received reconfiguration message contained the IE "Integrity protection mode info":
-
if the activation time for integrity protection for uplink RB0 is still pending, according to IE "Uplink integrity protection activation info" in the variable INTEGRITY_PROTECTION_ACTIVATION_INFO (i.e. the last RRC message using the old integrity protection configuration has not been sent):

-
set "Uplink RRC Message sequence number" for signalling radio bearer RB0 in the variable INTEGRITY_PROTECTION_INFO to a value such that next RRC message to be sent on uplink RB0 will use the new integrity protection configuration;
-
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE; and

-
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
clear the variable PDCP_SN_INFO;

-
clear the variable START_VALUE_TO_TRANSMIT.
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