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Reason for change:
(

The changes included in this CR are proposed for the following reasons:

· The ICS version is not defined unambigously

· The UE capabilities should include an indicator of the release of the protocol supported by the UE to ensure that UTRAN applies a version of a message that corresponds with the transfer syntax supported by the UE






Summary of change:
(

The original revision of this CR introduces the following changes

· ICS version: The ICS version is renamed to CSV and its use is clarified to be the version of the conformance test specification that is applicable for the UE

· Protocol Release Indicator: The protocol release indicator is introduced indicating the release of the protocol supported by the UE

Isolated impact

· This CR concerns a correction of a feature that was incompletely and/ or unambigously specified

· This CR has isolated impact since it only affects the function to be corrected






Consequences if 
(

not approved:
The invocation of services towards UEs will be more complicated e.g. involving unsuccesful attempts which may detoriate the response times
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How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 25.323: "Packet Data Convergence Protocol (PDCP) protocol".

[2]
3GPP TS 34.108: "Common Test Environments for User Equipment (UE) Conformance Testing".

[3]
3GPP TS 34.123-2: "UE Conformance Specification, Part 2 – ICS".

[4]
3GPP TS 25.101 "UE Radio Transmission and Reception (FDD)".

[5]
3GPP TS 25.102 "UTRA (UE) TDD; Radio Transmission and Reception".

[6]
3GPP TS 25.215 "Physical layer - Measurements (FDD)".

[7]
3GPP TS 34.123-1: "UE Conformance Specification, Part 1 – ICS".

4.10
General capabilities

Conformance Specification Version (CSV)
This is defined as the version of the conformance  specification [7], [3] that is applicable for the UE e.g. v3.3.0, v3.4.0, v4.0.0.
NOTE
The version of [3] and [7] are allways aligned.
Protocol Release Indicator (PRI)

This is defined as the release of the protocol supported by the UE e.g. R99, REL-4.
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